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University City—Pedregal De San Angel, D.F. Mexico. Above—building with sloping 
classroom floors for easy view of professors and experiments. | 5-story science building in 
background. Right— model showing buildings and facilities, including stadium which will 
seat 140,000. Owner— Universidad Nacional de Mexico; Contrs.—Ingenieros Civiles 
Asociados, $.A.—CYR, Construcciones, $.A.—Cia. Edificadora Mexicano, $.A.—Lezama 
Cortina y Cio.—Construcciones Beltran Cusine, SA.—Fomento y Urbanizacion, S.A 


POZZOLITH CONCRETE In Great 
New Plant of University of Mexico 


Tuere were several important reasons why Pozzolith was employed in all concrete 
in this modern 25,000 student plant of the University of Mexico... 


Better concrete was obtained with Pozzolith . . . concrete which fulfilled all job require- 
ments. In both dump truck transported concrete, and pumped concrete — used in the 
stadium — Pozzolith made placing easier and avoided segregation. 

Strengths substantially higher than specified, reduced permeability and good appearance 
were also obtained. 

Pozzolith not only provided these improved concrete properties, but its use resulted in a 
substantial reduction in the cost of the concrete. 


* « * 


Whatever the concrete requirements, Pozzolith provides them at lower cost than by any 
other means, because it disperses cement, reduces water, entrains the optimum amount 
of air and complies with the water cement ratio law. 


Full information on Request 
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Going back to a non-shooting war situation, what happens to 
controls? It has been interesting to see the almost frantic 
releases from government departments urging no relaxation: the 
pressures to ease restrictions on building and on the use of 
building materials will be just as strong, and it seems a good 
a that we will slowly go back to a more normal building 
Situation. ir% 


Decision will have to be made now: are we sacrificing normal 
activity for an emergency period, or for a long time to come? 
If the decision is the long pull, this will have to be sold 

to the general public, and, in the building field, to the 
whole industry. 


Shifts in emphasis on methods of restricting construction can be 
expected: for instance, in the residential field, from a 
$35,000 to a 2500 square-foot basis. 





Defense Mobilization chief Charles Wilson now says that the 
1952 housing program will not be cut below 1950's. This makes 
the home builders happy, since they had feared a further 
cut=-back. 








To indicate how complicated one phase of construction permits 
can be, here are the places applications must be filed under 
NPA's M-4 order for residentiai construction: FHA insured 
construction, nearest local FHA office; conventionally-f inanced 
construction, Office of the Administrator, HHFA, Washington; 
public construction, appropriate field office, PHA; college 
housing appropriate regional office Office of the Adminis- 
trator, HHFA; luxury housing, Office of the Administrator, 
HHFA, Washington (Director, Defense Liaison Staff). All on 
NPA Form NPAF-24. 














New construction amounted to $2% billion in May, according to 
Dept. of Commerce reports. Home building finally dropped (the 
first May downturn since 1939), while in this month defense 
plant and military construction had risen only 6%. Total 
construction went up 19% above May 1950, with private work up 
19%, public up 30%. 





By third week in June, Engineering News-Record figures began 
to show a drop below 1950 totals. Surprisingly, industrial 
building began to fall off during that month. 


In the meantime, military construction has been growing in 
volume until now an $8 billion program is being talked of. 
More and more architects are getting pieces of it; and another 
interesting question will be whether Congress will now be of a 
temper to continue to make the necessary appropriations. 





Eugene Rasain, assistant professor at Columbia U., has been 
awarded a Langley Fellowship to write a book on the theory of 
architecture. 








Other Fellowships: Ernest A. Grunsfeld Fund Traveling Fellow- 
ship, by Stanford University, to Thomas T. Williamson; George 











G. Booth Traveling Fellowship, by University of Michigan, to 
Matthias R. Goebel; Harley, Ellington & Day Scholarship, also 
by Michigan, to Tivadar Balogh; John Stewardson Memorial 
Scholarship for travel, to Bruce E. Gerwig of Penn. State. 








Institute of Design at Illinois Institute of Technology 
announces the appointments of Albert Szabo, instructor, and 
Charles L. Forberg, assistant professor—boih Harvard 
architectural graduates. 





Parent institution, Illinois Tech., has received a contract 
for research on multi-story apartment construction, from HHFA. 
With the assistance of Howard T. Fisher and Associates and 
Structural Clay Products Research Foundation, studies will be 
made of possible economies in materials and labor. 














A model emergency ordinance setting minimum standards of 
construction which may be adopted during the emergency by 
local governments has been announced by joint committees of 
Building Officials Conference of America, Pacific Coast 
Building Officials Conference, and the Southern Building 
Code Congress. 





American Hospital Association will hold its annual convention 
in St. Lcuis Sept. 17-20. In co-operation with A.I.A., an 
exhibit of designs contracted for erection since January 1946 
will be held. 








M.I.T. announces the thirteenth annual fall conference on 
City and Regional Planning, beginning Sept. 4, 1951. It lasts 
two weeks, is open to professionals, officials, and those in 
related fields, will be conducted under Prof. Frederick J. 
Adams, costs $50. 











Building Research Congress scheduled for London in September 
will be addressed by a number of U. S. specialists, including 
architect Marshall Shaffer of USPHS. 











Looking ahead, the 4th International Lighting Exposition and 
Conference, sponsored by National Electrical Manufacturers 
Association, will be held in the Cleveland Auditorium, Cleve- 
land, Ohio, May 6th to 9th, 1952. 








A.I.A. local presidential elections: New York Chapter, Francis 
Keally; Chicago, L. Morgan Yost; New Jersey, Elmer S. Tuthill; 
Brooklyn, Vito P. Battista. 








Y. State will hold civil service exams for over forty 
architectural positions Sept. 8 this year, at Albany. 
Salaries offered range from $3846 for Junior Architect to 
$5744 for Senicr Architect. 














Eberson have been engaged as technical consultants to the Air 
Pictorial Service of the U. S. Air Force. This is not as strange 
as it sounds: Drew Eberson was once a movie director. 





Architects are finding new fields these days; John and Drew ARD 
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Rolling Steel 
DOORS 


Manually, Mechanically, or Power Operated 


Here again you see rolling steel doors employed where no other 

MAHON type of door would serve the purpose—to open the entire side of a 
peo steel mill in hot weather and close it in cold weather. Virtually a con- 
tinuous steel wall that may be rolled up with ease when the tempera- 

ture inside the mill becomes excessive. Whatever your door require- 

ments may be, you can't beat a good rolling steel door . . . open or 

closed they occupy no usable space inside or outside the opening, and, 

their all-metal construction assures a lifetime of continuous trouble 

free service. When selecting a rolling steel door, it will pay you to 

check the specifications of Mahon Rolling Stee! Doors —check mate- 

rials, types of bearings, and method of applying protective coating 

You will find complete information and specifications in Sweet's 


PYYTT TTT ie Files. If you do not have access to Sweet's, write for Catalog G-50. 


POWER OPERATOR 920-P THE R. (. MAHON COMPANY 


Detroit 34, Michigon © Chicago 4, lilincis © Representotive in Principal Cities 
Manvtacturers of Rolling Stee! Doors, Grilles, and Automatic Closing Underwriters Lobeled Rolling 
Stee! Doors and Fire Shutters; insulated Meto! Wolls, Stee! Deck for 

Roots, Partitions, and Permanent Concrete Floor Forms 


—— an 


ROLLING STEEL DOORS, SHUTTERS AND GRILLES TO MEET EVERY REQUIREMENT 
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HAUSERMAN 
MOVABLE 
PARTITIONS 


Hauserman Movable Partitions with new KORWELD* construction 
provide all the functional and mechanical advantages that have 
always been present in Hauserman products. As always, Hauser- 
man Walls will arrive in convenient “packaged” units, factory- 
finished, ready to install. No delays while building crafts are 
coordinated ... no waiting for several coats of plaster and paint 
to dry. Factory-supervised erection crews can erect or disassemble 
and move an average installation in just one day—with a minimum 
of dirt, confusion and noise. 
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ATTRACTIVE APPEARANCE 


KORWELD* Wall Panels offer the same modern 
attractive appearance which always has iden- 
tified a Hauserman Movable Wall installation 
in both new and old buildings. Wide range 
of modern decorator colors to harmonize with 
any desired decorating or functional scheme. 


PARTITIONS * WAINSCOT « RAILINGS 
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3 Revolutionary NEW Panel Construction Developed 
For Use With Hauserman Movable Partitions 
Hauserman—pioneer in the development and application of movable 


interior partitions—again leads the field with KORWELD*, a new-type 
construction for partition panel use. 


The secret of KORWEAD* 
o super-strength honey- 
comb CORE, plastic-weided 


to facing sheets of tough KORWELD* was developed after months of exhaustive study and 


research by Hauserman engineers. It meets every partition panel 
requirement. It is soundproof, moisture-proof, tough, strong, 
durable and easy to maintain. KORWELD-panelled partitions are inter- 
changeable with practically all Hauserman partitions now in service. 
Write, wire or phone today. The E. F. Hauserman Company, 7205 
Grant Avenue, Cleveland 5, Ohio. 


smooth-surfaced non- 


metallic composition board 


WII 





LOW MAINTENANCE COST NO WARPAGE 


Hauserman KORWELD®*® Panels remain perfectly flat 


KORWELD* Wall Panels possess Hauserman's durable 
because of their patented honeycomb core struc 


factory-baked finish that will not fade and is extremely 


COMPLETE ACCESSORIES 


easy to maintain. Ordinary soap and water keep a 
Hauserman installation new-looking indefinitely 


ture. Unlike other types of non-metallic composition 
panels, they will not buckle, bulge or warp after 
they are installed. 


* TRADE MARK 
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monitors 


ponels ° 


indianapolis Indione 


On monitors which are exposed to direct sunlight, 26,000 8” Soft-Lite* 
Prism B Gloss Blocks admit natural daylight, diffuse and distribute 
the light over adjacent work areas. This eliminates the excess brightness 
or dimness that impairs the comfort ond efficiency of plant personnel 


*T.M. REG. APPLIED FOR 


GLASS BLOCKS 


Glass Blocks are made of a special 
clear glass, admit natural color day 
light. They are hollow, which gives 
them definite insulating value. Large 
panels of PC Glass Blocks also pre- 
vent infiltration of dust and grit, in 
sure privacy, prevent pilferage. Eosy 
cleaning and elimination of frequent 
breakage, puttying and 
PITTSBURGH painting effect important 


savings on maintenance. 











improve plant operation 


The more exactly your clients can control 
plant lighting, heating and air conditioning, 
the more efficiently and economically they 
an run their plants. 

Many architects have found that PC Glass 
Blocks and PC Foamglas—the cellular glass 
nsulation—help their clients improve those 
controls. 

The blocks distribute clear, natural day- 
light evenly over adjacent work areas, thus 
mproving working conditions and reducing 
the need for artificial lighting. The insulation 


helps prevent weather from interfering with 


PC GLASS BLOCKS 


— the mark of a modern buiiding 


CORNING ee ec ed i, ciel mel m Oa mel. | 
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two Pittsburgh Corning Products 
newest telephone set factory 


reduce operating costs 


desired plant temperatures, thus reducing 


heating costs 


CHECK THESE MODERN MATERIALS 


When you are considering building materials 
for new construction or modernizing projects, 
make sure that you have the latest informa- 
tion on PC Glass Blocks and PC Foamglas. 
Our lighting and insulation specialists will 
gladly consult with you on special problems. 
Meanwhile, drop us a line for free booklets. 
Pittsburgh Corning Corporation X-81, 307 


Fourth Avenue, Pittsburgh 22, Pennsylvania. 


When you insulate with Foamglas 


. .. the insulation lasts! 


PC FOAMGLAS 


On roof insulating jobs thet are meosured in ocres, it is especially 
important to select on insulating moterial that will give complete, 
long lasting satisfaction. Here you see workmen applying part of the 
1,750,000 board feet of PC Foamgles that insulotes the roof of this 
extensive plant. 





B | FOAMGLAS 
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The best glass insulation is cellular glass. The only cellular glass in 
sulation is PC Foamglas. This unique material is composed of still air 
sealed in minute glass cells. It is lightweight, incombustible, vermin 
proof. it hos svally high r tance to moisture, chemicals and mony 
other elements that couse insulation to deteriorate. 
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OAK RIDGE REPORT 


Dear Editor: Mr. Woodford Taylor, 
Manager of the Roane-Anderson Com- 
pany Housing Division, the Commis- 
sion’s municipal and real estate agent 
in Oak Ridge, handed me a complimen- 
tary copy of your June 1951 Procres- 
SIVE ARCHITECTURE magazine. The fea- 
ture story on Oak Ridge, and the role of 
the architectural firm of Skidmore, Ow- 
ings and Merrill played therein being 
your lead article. 

May I say that by long odds it is the 
most accurate, interesting, and intelli 
gent job of factual and pictorial report- 
ing it has been my pleasure to come 
across in my three years as Manager of 
the Commission’s Real Estate Division 
in Oak Ridge. George Sanderson and 
your magazine are to be congratulated 
on a difficult job well done, particularly 
as it relates to the architectural profes- 
sion’s first opportunity to play the ma- 
jor role in the pre-planning, develop- 
ment, and execution of all phases (of) 
the physical development of a commu- 
nity of 34,000 people. 

It would be greatly appreciated if you 
could make a dozen or more copies of 
this issue available to this office. We 
are constantly dealing with developers, 
investment sources, and the construction 
industry in connection with the develop 
ment and disposal of commercial and 
residential real-estate in this govern- 
ment owned community. 

RUSSELL Frietp, Manager 
Commercial Services Division 

U. S. Atomic Energy Commission 
Oak Ridge, Tenn. 


WONDER OR WISHTMARE? 


Dear Editor: I suppose it is expected 
that when a building project creates 
wonder, that sooner or later someone 
like me will find fault. So here goes. 

We, here in Rhode Island, stress safe- 
ty, especially from fire. We have a State 
Law that requires two ways out of 
every apartment, so this “8th wonder,” 
U-235 at Oak Ridge, Tennessee, would 
not meet our Building Code. 

In a fire we find most people lose their 
lives from smoke inhalation, not fire it- 
self. On page 69 there is a plan shown. 
To get to the stairway from a bedroom, 
in case of fire in the kitchen (we will 
say), would be deadly for some. I’m glad 
that we have a law requiring two exits 
from each apartment. 

Perhaps the terrace is supposed to be 
of some help. Well, we had a fire not so 
long ago where there were open porches 
or terrace on each floor and on two sides 
of each apartment—but four lives were 


(Continued on page 10) 


STEAK WITH F.L.W. (NO MUSTARD) 


Frank Lloyd Wright arrived in Florence 
on Saturday evening, June 16. He had 
heard the day before that the opening of 
the exhibition of his life’s work in 17 
rooms of the 15th-century Strozzi Palace 
(a repeat of the Philadelphia exhibition 
of last January) had been postponed. 
It was to have been opened by Enaudi, 
President of the Italian Republic, but 
he had fallen ill. Telegrams flew round 
the world. 

Many distinguished guests halted 
their footsteps, but some were not 
reached in time, and on Sunday a party 
of 18 architects Italians and Swiss, 
Americans and English—trailed in the 
wake of the Master as he inspected room 
after painted room of the Palazzo Vec- 
chio, in an oppressive heat, and then 
gratefully partook of a superb luncheon 
in his honor, F.L.W. had not been im 
pressed by his Sunday morning tour, 
but he was no stranger to Florence. He 
had fled there 40 years ago, and two of 
the 24 original sketches (dating from 
1889 to 1949) shown in the exhibition 
are his designs for a house at Fiesole 
and for his own office in Florence. 

The great man said little, either at 
lunch or during his triumphal tour. But 
whenever he opened his mouth, all heads 
turned and a reverent hush descended 
This was not at all displeasing to F.L.W. 
Benignity reigned. A late arrival en- 
tered at lunch—Scarpa of Biennale fame 
from Venice—brimming with emotion 
at, for the first time, coming face to face 
with his idol. The Master, in a quiet, 
clear voice said, and then repeated; 


“Tell him he is not new to me. I have 
known him for a long time.” The the 
atricality was quite unforced and the 
effect on his audience was as though 
Searpa (who had buried his face in his 
hands) had been blessed by a god 

At another time Bruno Zevi crashed 
through all conversation with his bull 
like voice and accused Werner Moser 
of lack of appreciation of organic cook 
ing. Moser had applied mustard to a 
Florentine steak! This, bellowed Zevi, 
was as though one applied decoration to 
organic architecture, and he called the 
Master’s attention to the faux pas 

“Down with him!” cried Oscar Stono 
rov of Philadelphia (who had designed 
the F.L.W. exhibition). And Wright, 
scooping Moser’s mustard off his plate 
with his own fork, remarked, in a tone 
of supreme rebuke, “And this was a 
Taliesin boy—a Taliesin boy.” Werner 
Moser, perhaps Switzerland’s most dis 
tinguished architect, seemed suitably 
abashed. 

Speeches of homage were made in 
Venetian dialect and Sicilian dialect 
F.L.W. replied that Italy was the font 
of architecture, and Professor Carlo 
Ragghianti, art historian of University 
of Pisa, who had organized the exhibition 
on behalf of the City of Florence, termed 
this one of the greatest experiences of 
his life, even though the exhibition itself 
would not open for a week or more 

JAQUELINE TYRWHITT 


F.L.W. attends the exhibition of his work at 
Strozzi Palace, Florence, ttaly 


Phote: Zevi 
(Courtesy of Fred end Leis Lengherst! 
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(Continued from page 9) 


lost by suffocation. The fire damage was 
only a few hundred dollars; smoking 
woolen caused the deaths. They were in 
the rear hall on the first floor, yet those 
who lost their lives were on the second 
and third floors. A so-called fireproof 

building will hold the smoke longer. 
This 8th wonder looks like a night- 
mare to me Cou. Joserpn A. HICKEY 
Providence, R. I. 


PLANS BY ENGINEERS 


Dear Editor: I am a licensed Engineer 
in Tennessee and a member of National 
Society of Engineers, Tennessee Society 
and Knoxville Chapter. Started practic- 
ing architecture and engineering in 
Knoxville in 1921 just before state law 
regulating such practice was passed. 
Registered as Engineer because I was a 
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> SCAFFOLDING 


| 
| 


...a@ “MUST” for safety 


on jobs like this 


At the left is shown the new TV an- 


tenna constructed en top of the Empire 
State Building in New York. All of the 
scaffolding planks for the staging were 
processed by Protexol Class C treat- 
ment, for the purpose of eliminating 
any fire hazard due to rivet heaters or 
hot rivets dropping on inflammable 
wood as well as short circuits igniting 
the planks. 


Protexol Class C treatment does not 


affect the strength of the wood. It is 
extensively used for scaffolding, shor- 
ing and temporary construction or for 
conditions which do not offer extreme 
fire hazards. It meets the New York, 
Philadelphia and Washington Under- 
writers’ requirements. 


For 64 years we have specialized in the processing of lumber 
and plywood by means of the vacuum-pressure method of impreg- 
nation and we have consistently maintained leadership in this 


field. 


Look us up in Sweets or contact our nearest office 


PROTEXOL 
CORPORATION 


76 MARKET STREET 
NEW YORK 
ST. LOUIS 


SAN FRANCISCO 


KENILWORTH, N. J. 
CHICAGO 
LOS ANGELES 
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member A.S.M.E. and did not have to 
take examination. Have been doing 
buildings since then, now on my 402nd 
building. Now, after all these years, the 
architects are trying to stop engineers 
from planning buildings, and I do not 
yet know what the outcome will be. 


It seems that the architects want a 
“Closed Shop” in the building business. 
Since I cannot tell whether I will be 
permitted to continue, I decided not te 
renew subscription to architectural 
magazine. Will wait to see if I am to do 
common labor for a living. If the engi- 
neers are able to win out I may re-sub- 
scribe. 


My real reason for writing this letter 
is that I wish to suggest that your mag- 
azine make a thorough study of the 
situation involved in the above and pub- 
lish some facts about what is happening 
in all of the states along this line. Near- 
ly all of my practice is on buildings 
which are not desirable jobs for the 
architects. Or, at least, they have not 
done much of them in the past. I think 
you could do much to clear the air by 
putting out some factual matter along 
the line of architectural relations in the 
various states. Joun V. Prerce 

Knoxville, Tenn. 


SURGEON'S CRITIQUE 


Dear Editor: Allocation of space in the 
“operating-room suite of tomorrow” de- 
signed by Yurchenco and published in 
July, 1950 P/A, is an interestingly dan- 
gerous concept. It is the acme of “func- 
tionary design” in which the ambitions 
and prejudices of functionaries find their 
way into structure. The purpose of sur. 
gery is to eradicate disease from a living 
patient—hence, functional design must 
stem from the patient and avoid mis- 
direction due to emotional analogy to 
familiar life situations, traditional prac- 
tice or self-interest of subordinates. 


A patient is cared for by a surgical 
team; each member having well defined 
but overlapping responsibility for his 
care and the support of the surgeon. The 
team-work essential to ideal patient care 
arises only when competent individuals 
pool their contribution in the interest of 
the patient being operated upon. Team- 
work results from integrated function 
rather than isolated effort of members 
of the surgical hierarchy. Yurchenco’s 
operating room skillfully isolates the 
components of the surgical attack and 
blurs their focus on the patient. 


To note specific faults, follow a pa- 
tient to the operating room. Transpor- 
tation is in the form of stretchers— 
thoughtlessly cruel intrusions on the 
patient’s security and comfort. Induc- 
tion-room technic invites hazardous and 
clumsy transport of the anaesthetized 
patient coupled to an anaesthesia ma- 
chine through an unsupervised corridor. 
The conscious patient has his mental 
composure harassed by sights reflected 
in the plate-glass partitions between the 


(Continued on page 12) 





plan on a proper fitting for every 


tomorrow s copper drainage connection 


Here is a representative assortment of cast bronze 
solder type drainage fittings for every kind of soil, waste 
and vent connection with ANaconDA Type M 


Copper Tubes. 





Here are the big reasons why ANACONDA Type M Copper Tubes 
and Cast Bronze Fittings will make the best drainage installations: 


» Solder joints are easier, cost less, to make. 
Less danger of clogged lines because of smooth bore. 


Light weight permits prefabrication of assemblies. 
A complete copper drainage system weighs only about 
one fourth as much as one of steel and cast iron. 


Copper tubes and fittings require less space. 
(A 3” diameter vent or soil stack can be installed 
in a stud partition of standard width.) 





Standard twenty-foot lengths reduce number of joints. 


For a catalogue or other information on ANACONDA Copper 
Tubes and Fittings for drainage, water, or heating lines; 
write to The American Brass Company, Waterbury 20, 
Connecticut. In Canada: Anaconda American Brass Ltd., 
New Toronto, Ontario. 
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operating rooms, or by professional dis 
cussions at the scrub sink 
The nursing block is a highly de- 


veloped work area springing from the 


functionary concept. This area com- 


pletely disregards the fact that the 


nurse’s duties do not center here, but 
are to care for the patient and to sup- 
port the surgeon. This necessitates con- 


stant attendance in the operating-room 
and patient areas. Most of the duties 
accommodated in the specialized working 
block are actually accomplished by lay- 
attendants, in hospitals where there is 
division of labor. Their efforts are ex- 
pended in preparing instruments and 
supplies for use by the surgical team 
The supplies are best stored in the func 


Specify Correct Maintenance Products 


GHT START 


FLOORS have a much greater life expectancy, and a 
better chance for keeping their beauty when they are started 
on the right maintenance program. Wood, terrazzo, 


linoleum, asphalt, rubber and cork tile and other 
materials have specific maintenance needs which 
Huntington Laboratories manufactures, Write for 
our literature and ask fer our help when you 
have a special problem. 


Made by the Makers of Seal-O-San 


Huntington, Indiana . 


HUNTINGTON 
LABORATORIES, 


INC. 


Toronto, Canada 


= 


see catalog 13-4 in Sweet's 
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tional areas, where they are instantly 
available without forcing the nurse to 
leave her team in the operating room, 
to seek the materials with which to care 
for her patient. Ideally, this nursing 
block is located near the entrance to 
the operating room where lay-attendants 
and others whose duties demand access 
can do their task without going through 
the isolated operating-room corridor, it- 
self. 


Hiding the nursing supervisor in an 
office deep in this block is the ultimate 
in functionary expression. The super- 
visor of an operating-room suite belongs 
in the midst of its main corridor where 
she is in control of traffic, contacts team 
members and keeps abreast of minute- 
by-minute developments in the care of 
the patients entrusted to her. 


Contrast the anaesthetists’s plight 
with that of the nurse. Although the 
many supplies and cumbersome equip 
ment used in anaesthesia are often ur 
gently needed in the professional care 
of the patient, the anaesthetist’s office, 
the induction room, and the anaesthesia 
storage are spaced widely apart. 


There are several areas which indi 
cate traditional allocation of space. For 
examples: a plaster room, an induction 
room, the large clerical and reception 
areas, contribute nothing to the care of 
the patient and are outmoded, There is 
a traditional dearth of storage area in 
this suite. Roughly 160 square feet of 
storage space are necessary to care for 
the equipment used on occasion in a pair 
of operating rooms. Because much of 
this equipment is needed unpredictably 
on instant notice, storage space should 
be contiguous to each pair of operating 
rooms. 

The operating rooms themselves are 
disappointing, in that there is only one 
which has respectable size and the ac- 
cess to these rooms is such that they 
inevitably serve as corridors. A minimal 
size for any kind of operating room is 
18 x 20 feet. For some types of major 
surgery, a larger reom is essential 
Rooms smaller than this are not worth 
constructing. The shape of an operating 
room is important in that the central 
functional area is a ten foot square 
Space around this area is only useful 
if it is of uniform shape, so that it can 
be successfully used as a corridor for 
moving equipment about. There is no 
provision for storage of a day’s supplies 
within the room. 


The general design and allocation of 
space is intended to make it unnecessary 
for various members to encroach upon 
each other’s domain. The surgeon is 
isolated to the dressing room and the 
scrub-up corridor, while the anaesthetist 
has his area and the nurse has hers. 
It is generally considered that the sur- 
geon is responsible, both morally and 
legally, for the care of the patient. It 
is therefore his duty to oversee all the 
elements upon which a successful opera- 
tion is based. Good architectural design 
thrusts him in the middle of all these 
functions, so that during the course of 
his daily work he becomes accustomed 

(Continued on page 19) 











PUTTING 
FIRST THINGS 






Jn ROOF DECKS... 9/4 the PERMANENT 
STRENGTH of STRUCTURAL CONCRETE! 


~~ 


The sound structural qualities of concrete admittedly have 
no equal in the building field. For over 40 years Federal 
Roofs have demonstrated this lasting structural strength 
and long life in thousands of installations all over the 
country. 


Yet in addition, Federal also brings light weight. fire safety, 
insulating value, a fine underfinish. immunity from all 
effects of weather, moisture, smoke, cinders, fumes. It 
cannot rot. rust or disintegrate. Moisture in the building 
or leaks through composition covering cannot shorten 
p—— ~ Ay 4 vw MAILING CONCRETE its life. There is no maintenance—no replacement—ever. 


SLA to hold securely, slate, tile, or 
Swe Conant oak cata aie Complete Catalog on request. 
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U.S. Rubber Co., Chicago, Ill. roofed for permanent economy with over 171,000 sq. ft. of Federal Feather 
weight Precast Channel Slabs. Archt. A. Epstein & Sons, Inc., Chicago; Contr. Poirot Constr. Co., Chicago 


| ANY BUILDING — /NDUSTRIAL OR INSTITUTIONAL — IS A BETTER BUILDING WITH A FEDERAL ROOF! 





) AND GUARANTEED 8B 


MADE LAI Y 
FEDERAL CEMENT TILE COMPANY 
EXECUTIVE OFFICES: 608 SOUTH DEARBORN STREET * CHICAGO 5, ILL. 
FOR FORTY-FIVE YEARS SALES OFFICES IN PRINCIPAL CITIES 


DON’T HEAT THE GROUND UNDER THE BUILDING! 


wre RADIANT HEATING operates 
upward from an uninsulated GROUND 


FLOOR the loss of heat downwards by straight 
conduction through solids is substantial. 


Heat by conduction follows the law that 
warmth flows to cold, never the reverse; in any 
direction, down and sideways, as well as up. 


Since the ground is colder and more massive 
than the space above the floor, there will be 
considerable flow of heat to the earth below as 
well as the floor above. 


The GUIDE of the Amer. Society of Heating 
and Ventilating Engineers says, “When the 
heating pipes are imbedded in a concrete 
floor slab a portion of the heat emitted by the 
pipes will flow upward into the space to be 
heated, and the remainder will flow down- 
ward into the ground. 


“When the heating pipes are placed below 
the concrete floor lab instead of being im- 
bedded in the slab, a larger portion of the 
heat will flow into the ground, and a smaller 
portion into the space to be heated.” 


Heat Flow from Floor Radiant Heating Panel 


WITH INFRA INSULATION 








Room io 


Heat Flow from Floor Radiant Heating Panei 


WITHOUT INSULATION 

















COLD AREA 


Fleer with 
Radiant 
" Heating Pane! 
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INFRA Insulation Ty 
Only 3°%o Emissivity Aw 








50% Down 


pe 4 Jr. 
Space 





The Earth 


INFRA THERMAL FACTORS, DOWNHEAT FLOW 


Type 6 €.044 R22.72 equals 9’ DRY Rockwool 
Type 4 €.065 R15.38 equals 6” DRY Rockwool 
Type 4 Jr.* €.097 R10.30 equals 4 '/;” DRY Rockwool 
*in 1” Space 


INFRA INSULATION, INC.———- 
New York, N. Y. 


10 Murray Street 
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The National Research Council of Canada 
recently conducted numerous tests and found 
that without insulation under ground floor radi- 
ant panels, heat flow into the earth was prepon- 
derant; in considerable amounts to 6 ft. under- 
ground, and extending in lesser amounts to 12 ft. 


By installing multiple accordion aluminum 
with assured air spaces, under the heating panel, 
MOST of the dissipated heat would be saved for 
radiant heating, because 95% of CONDUCTION 
to the earth would be stopped by the air spaces, 
and RADIATION loss would be only 3%. There 
is NO CONVECTION downwards. 


Six-space and 4 space multiple accordion 
aluminum have C factors for downheat flow of 
.044 and .065 respectively, equal to 9” and 6” 
laboratory dry rockwool. They are non-conden- 
sation forming, of zero vapor permeability. 


Insulation in relation to radiant heating, 
with a new technique for floor slabs, is dis- 
cussed in Infra’s new 1951 “Simplified Physics 
of Vapor and Thermal Insulation,” a com- 
plete and concise manual mailed free on 
request. 

SS SSSR RSS SSeS 
INFRA INSULATION, INC. 

10 Murray Street, New York, N. Y. Dept. [ P&] 
Please send FREE “Simplified Physics of Vapor and 


Thermal Insulation. 





Name 
Firm— 


Address. “ a : 
(0 Send Prices of Infra Insulations (C0 Send Sample 











PROGRESS PREVIEW 


“For the 60 years of its recorded 
history, the Ontario Association of 
Architects has felt the need for 
quarters such as are enjoyed by 
other professional bodies. It can 
probably be said with truth that the 
Association has suffered, both in 
efficiency and prestige, by recurring 
changes of address and inadequate 
accommodation. With the above in 
mind, the Association has purchased 
a piece of property on which it pro- 
poses to erect a building .. .” 
Thus the program for the recent 
O.A.A. Headquarters Competition 
set forth the need for the building 
wanted to shelter the Association 
and also, until the Royal Architec- 
tural Institute of Canada erects a 
building of its own (in Ottawa), the 
offices of R.A.L.C. In a foreword on 
objectives, the program prescribed 
only administrative offices, a club and 
exhibition room, a board room, and 
a library, as it is anticipated that 
large meetings will continue to take 
place in a hotel. Recognizing that 
an architects’ building will attract 


headquarters for an architectural association 


The prizewinning design for proposed head- 
quarters for Ontarie A t of Archit 

by John 8. Parkin & Associates, is shown 
here and overpage. it wos designed for an 
actual site, ded and b ded by park 
although but ao few minutes walk from o 
majority of Toronto architectural offices. 
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PROGRESS PREVIEW much attention, “a certain dignity” 
was asked, but the competitors were 


warned against an _ institutional 
character. As for style, a design 
“that represents the aspirations and 
the ideals of the Association in 1950” 
was sought. 

The design submitted by John B. 
Parkin & Associates was picked by 
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BORTH ELEVATSC® WEST ELEVATION 
































the three Jurors—Prof. E. R. Arthur, 
Murray Brown, and F. H. Marani 
primarily because its plan “presents 
an air of spaciousness and the con- 
tact made with the O.A.A. Secretary, 
and the grouping of his office with 
the Board Room could not be im- 
proved upon. Control of the library 
is equally good .. .” 

The prizewinning entry was 
judged the best of 36 submitted 
all but a few being found contempor- 
ary in design expression. Three 
Honorable Mentions also were 
awarded: to George P. Hassig, Port 
Credit; to C. R. Worsley and to Page 
& Steel, both of Toronto 
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Outstanding floor beauty can be achieved at low 
cost with Armstrong's Asphalt Tile. Its distine- 
tive non-directional swirl graining offers many 
decorative advantages. It also helps save time 
in installation. Alkali-resistant pigments as- 


sure that its beauty will be unaffected by the 


moisture in basement and grade-level slabs. 





ARMSTRONG 


Officers’ Mess 


Lackland Air Force Base, San Antonio, Texas 


Designed by Cerf Ross Associates 


ARMSTRONG’S ASPHALT TILE 


CORK 


COMPANY 


LAN( 


ASTER, 


PENNSYLVANIA 
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—and for help with the temperature control, we'll talk to Honeywell! 


Frankly, we'd hate to guarantee any plans drawn And we have a lot of very well informed control 


up by cartoonist Webb's mountaineers engineers—in our 91 different offices—who have 
But they certainly have one mighty sound idea a lot more information right at their finger tps 
Honeywell can help architects and their heating So, why not talk to Honeywell? Why not write 


engineers provide the proper thermal environ to Honeywell for complete information on the 


ment for any client—anywhere—in any kind of equipment discussed in the column across the 


structure page? And why not do it mou 


We have a lot of literature on the automatic 


control of all phases of heating, ventilating an 
air conditioning. Information you should have 
fil z . Honevwe 
ay oneywell 
. J 
Fist in, Covtiols 
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VIEWS 


(Continued from page 12) 


to supervising cleanliness, caliber of 
work, behavior, and technic. 

One inspiring point is the inclusion of 

a recovery room. The technic of caring 

for the helpless postoperative patient 

has been proven by 40 years of use in 

some hospitals, not only for the safety 

of the patient but also for the saving 

of nursing time and the maximum utili- 

zation of specialized equipment for the 

care of these patients. 

CaRL W. Water, M.D. 

Peter Bent Brigham Hospital 

Boston, Mass. 


AND ARCHITECT'S REPLY 


Dear Editor: It is a pleasure to have the 
eminent surgeon-inventor, Dr. Carl W. 
Walter, discuss my preliminary projec- 
tions of a “surgical suite of tomorrow.” 
It seems to me that he has given articu- 
late expression to a philosophy of plan- 
ning based on today’s belief in the in- 
fallability of the engineer and the pro- 
duction line, and one which leads to an 
achitectural incompleteness that many 
are beginning to deplore. 

While architecture must deal with 
linear sequences and the allocation of 
space, it is primarily concerned with the 
reality of the space organization it as- 
sembles out of static elements—with the 
interplay of functions, just as much as 
of light and shade, form, and motion. 
Dr. Walter criticizes the “functionary 
design,” and yet it seems to me that his 
is the approach of the real estate man 
parcelling out land on both sides of the 
busy streets; in contrast to the total 
architectural approach, which might be 
described as similar to a plant growing 
into space and creating and describing 
new space relationships as it develops. 

Lining up functions as they are in the 
lineal hospital, is exactly comparable to 
lining up materials for an industrial pro- 
duction line. Fortunately, the realities 
and fluid complexities of healing ever 
more diverse and complex individual 
cases have begun to break down the 
engineers’ norm in hospital planning. 
The growing concern (in such tech 
niques as group nursing) is for the 
primacy of all persons within the hos- 
pital—perhaps even what Dr. Walter 
deplores: the “self-interest of subordi- 
nates.” 

There is something more important 
than the mere eradication of disease, and 
the “emotional analogy to familiar life 
situations” may not at all be a “misdirec- 
tion” of the architect’s aim. If one has 
seen a child being wheeled in for a ton- 
silectomy and being needlessly trauma- 
tized by the sight of gory instruments 
and operating debris, placed in the cor- 
ridor while an adjoining operating room 


(Continued on page 20) 








84" x OF reproductions of 
thes Webb cartoon are 
aratlable upon reques! 


—and for belp with the temperature 


control we'll talk to (your firm name) 


For help with any control problem, 
talk to Honeywell! 





Air conditioning, for instance . . . 


By applying electronics to air conditioning 
control, Honeywell has produced a system 
that’s years ahead in design ! 

It’s the world’s most sensitive air condi 
tioning control—responds instantly to the 
smallest change in temperature. This 
accuracy means no waste of warm or cool 
air. And it's much simpler—servicing is 
practically eliminated 


In addition to the electronic relay 1) and space thermostat 
System incorporates duct thermostats, immersion thermostats 


motorized valves and dampers 


This system costs your clients less to operate, too 


be cause 


this 


and 


only 


when outside air is too warm to use for cooling does the system call for 


mechanical refrigeration 


So whenever you're planning temperature control for stores, ofhces, 


restaurants, theatres or any other kind of structure, be sure to call for 


Honeywell Electronic Air Conditioning Control 


Please send me complete information on Honeywell Electronic Air Conditioning 


Control. 

Please send me a personalized reproduction of the Webb cartoon. 
Nome__. Firm Name 
Oe - —_ ee SSS 


L Send this coupon today to Dept. pa-s-116, Minneapolis 8, Minn. 
~ Honeywe 
Frat on Coitiols 
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(Continued from page 19) 


is being cleaned for the next case, this 
point becomes very clear. 

An examination of the specific points 
raised by Dr. Walter seems to show a 
misunderstanding of the intent of most 
important features of the plan. For in- 
stance: in the proposed scheme the pa- 
tient is brought to surgery through areas 


planned to be pleasant and soothing (the 
economy factor of each particular hos 


pital will necessarily determine whether 


the patient be carried on a bed or a 
stretcher); the induction space alcoved 
to one side serves either for anaesthetiz 
ing the patient or as a place for him 
to wait while he is checked by the super 





Our Lady of Fatima Church, Scarsdale, N.Y 


Contractors 


Architect 


Robert A. Greene. Tarrytown, N. Y 
Caldwell & Stott, Inc., New York City 


HM ul ove lac col 


WALL 


AN 


A DECORATIVE 


COMPLETE ACOUSTICAL TREATM 


Churches, 
witn Waylite masonry have stability and 
architectural beauty 


INSULATIVE STRUCTURAL 


INTERIOR FINISH 


NT 


built 
‘reat 
In addition, they offer 


schools and similar structures 


a three-fold advantage 





structural strengt! 
the units eliminates need {i 
acoustical treatment 

And finally 


effects is achieved with varying size o 


textures } 
For illustrated data book, 
Waylite Co., 


These masonry walls have high thermal 
insulative properties in addition to adequate 


The exposed s 
r additional 


a very wide range of decorative 

£ tl units 
joint treatments and iors 
address the 


105 W. Madison St., Chicago, 


or Box 30, Bethlehem, Pa 


Cleso-up showing siees, 
teature and joint 
treatment 
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MASONRY 


UNITS 


vising nurse or delegated assistant; the 
entry to the operating suite is controlled 
by the administrative clerical section; 
the circular-corridor plan separates the 
post-surgical from the incoming pa- 
tients. 

Reflection angles would make it im- 
possible for the patient’s “mental com- 
posure to be harassed by sights reflected 
in the plate-glass partitions,” which wor- 
ries Dr. Walter, and the overhearing of 
“professional discussions at the scrub- 
sink” could be obviated by enclosing the 
scrub-up area, at the cost of access doors. 
There seems to be a difference of opinion 
among surgeons on this subject (as well 
as others!). 

Dr. Walter wants the surgeon “to 
oversee all the elements upon which a 
successful operation is based” and says 
“good architectural design thrusts him 
in the middle of all these functions.” 
Here again one finds a difference of opin- 
ion of the surgeon’s function, and Dr. 
Walter’s point of view leads him natur- 
ally to object to the separation as well 
as the concentration of all the adjunct 
nurses’ work and supplies into one area, 
which is channelled directly to the oper- 
ating room through sub-utilities instead 
of being located along the corridor. The 
criticism of this arrangement appears 
at first to be based on a belief that the 
elimination of cross-traffic would ham- 
per the surgeon in his overseer’s respon- 
sibilities; but one wonders if it is not 
rather an example of the common but 
significant errors made by people who 
have difficulty visualizing two-dimen- 
sional plans in their ultimate three-dim 
ensional reality. To my way of thinking, 
in terms of daily activity, an attractive, 
centralized work area with short walk- 
ing distances, abundant light, and pos- 
sibly a bit of view, would not only be 
a pleasant working environment, but 
also should even extend a pleasant in 
vitation for an administrative visit. 

There was a desire not to freeze de- 
tails of the operating suite until other 
component parts of the hospital had been 
developed to the same degree. Only a 
general indication of secondary units 
such as dressing and storage areas, plas- 
ter room, etc. was made, as a reminder 
of their existence. The adequate storage 
area could be divided as desired. 

With regard to the ideal shape for a 
surgery, many people would prefer the 
oval, were it economical to build; cer- 
tainly other forms should be investi 
gated. It is good to hear a demand for 
larger surgical areas, even in the case 
of “minor” surgery; with this criticism 
I must agree. Even within the module, 
these areas could be increased in size 
with no great difficulty. 

It is pleasant to note that Dr. Walter 
approves the recovery room 


Basi YURCHENCO 


New Office 

The firm of EpwarpD LOEWENSTEIN, 
Architect, announces the opening of a 
branch office at 129 S. Main St., Reids 
ville, N.C., under the supervision of 
Ropert A. ATKINSON, Jr., assisted by 
tay M. HEPLer. 
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Always a winning combination 


but especially caluable today... 
ry : : 7 PITTCO METAL SASH 
@ In the tace of today’s metal shortages, this 
pss 2p va AND CARRARA 


combination of store tront 

ceiving more attention than ever from ar 

hitects 

ry) ical of the Pittco Store Front Metal STRUCTURAL GLASS 


line os this single-laced rectangular sash 
Ness, ¢ lL cdlistinction on the modern 


Pittco De Luxe 124 Its plain surtace imcc anda 
and clear, sharp pro 


rich in tone and eloss we tront 
files make it extremely popular Both Pittco Metal Sash and Carrara Struc 


Used in conjunction with Carrara Struc 
tural Glass, this beautiful and 


PITTCO store FRONT METAL 


PAINTS - GLASS - CHEMICALS - BRUSHES ~- PLASTICS 
COMPANY 


PITTSBURGH PLATE GLASS 


tural Glass are available to vou today. Both 


practical are the products of Pittsburgh's continuing 


rel 
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IT’S YOUR 


Chance ot a HOUSE rime 


TOC SELL SUCH EXCITING NEW HOME BEAUTY! 


S00 :3 4 -{e) | > DECORATOR-DESIGNED ASBESTOS 


COLOR-GRAINED SIDING 


The up-to-date design of Ruberoid Color-Grained Siding* 

provides many new and exciting uses of color and the 
modern application of textured treatment for sidewalls. 
Color-Grained Siding is a significant advance in bringing 
custom-styled beauty not only to higher-priced homes but 
to low-budget houses as well. 


COLOR BY BEATRICE WEST 


@ Decorator colors in two-toned effects, 
styled by Beatrice West, famous color consultant 

choice of four warm color combinations . . . 
true “decorator” shades which color-style the 
home from the outside in 


@ Exclusive Ruberoid Color-Grained 
process provides a deep textured effect, accented 
with light and dark tones of color . . . a bonus of unsurpassed 
beauty that appeals to architects, designers, builders, and home 


buyers alike. 


@ Color-CGrained Siding has all the long-lasting, fire 
proof, maintenance-free virtues of asbestos-cement siding 
with the color ingrained it never needs paint. And it is 
backed by Good Housekeeping’s Seal of Approval! 


@ Write today for complete details about Ruberoid Col 
or-Grained Siding the new concept in sidewall treat 


ment that is styled right for today’s trend, made right to 


assure sales in today’s market 


ree 41-34-49) | kee 


Executive Offices: 500 Fifth Ave, New York 16, N. Y 


*Patent applied for 
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inside reasons why Roddiscraft housemart 


light-weight flush doors provide enduring beauty at modest cost 





Lifetime service with 
these ‘-inch three-ply 
face panels — urea res- 
im hot press bonded. 


ANI 


3\-inch wide lock blocks 
both sides — inner edge a full 
5 inches from door's outer edge 
after factory trimming. 


1\%-inch side edges for safe 
anchoring of hardware. 


Top and bottom roils are 2'/;-inch 
allow ample room for trimming. 





Made of accordion-type “bent stressed” 
veneers, the core of the Housemart veneer 
core door has “solid core” strength with 
50% less weight. 
Lifetime service with these ‘-inch three-ply 
face ponels — urea resin hot press bonded. 


Faces belt sanded to satin smoothness, ready for installation. 


The entire assembly bonded into a single unit for 
great strength and durability. 


for today’s trend in residential construction 


Seven ply construction gives Roddiscraft Housemart Hollow Core Doors 
greater strength, greater resistance to distortion and prevents core pattern 
showing through face veneers after finish has been applied. 

The Roddiscraft Housemart Door is generously made throughout. Extra 


= wide top and bottom rails allow for trimming — ample edge strips provide a 
Specially machined blocks fluted for light " i ’ - P st tt I - 
weight and spaced to give maximum strength firm foundation for hardware — lock blocks both sides with inner edge 5- 
form the core of the Housemart Fluted Block ine he f . j , t j ft { . . 

: Ps dive x or fac > e 
Case Bese, etheraies quantenetion ta claniier ? rom door s outer edge alter lactory trimming. 
to the veneer core door. A blue dowel iden- Designed and priced for homes and apartments, the Roddiscraft House- 
tifies the Fluted Block Core door while a red 
dowel identihes the Veneer Core door. 


narionwive Boddisrraft warenouse service 
Cambridge 39, Mass. * Charlotte 6, N. C. © Chicage 32, Hi. 4 
Cincinnati 2, Ohio © Detroit 14, Mich. © Kansas City 3, Kan. 0 scra 


los Angeles 58, Calif. © Lowisville 10, Ky. © Marshfield, Wis. 
Milwovkee 8, Wis. © New York 55, N. Y. © Port Newark 5, N. J. 
RODDIS PLYWOOD CORPORATION 


Philodelphia 34, Pa. © St. Lovis 16, Mo. * San Francisco 24, Cal. 
New Hyde Pork, L. I, N. Y. Marshfield, Wisconsin 


mart Door is a beauty with brawn in all types of installations, 
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EIGHT PROMINENT 
COMPANIES OFFER 
NEW TYPE FIREDOORS 


Dusing end Hunt, Incorporated 

1927 Elmwood Ave., Buffalo 7, N.Y 
D&H “PYRODOR” (Metco! Face) 

F. L. Seine Manufacturing Compeny 
70 W. Colorado Ave., Memphis, Tenn. 
“PERMASLAB”™ (Meta! Foce 


Overly Manutecturing Company 

2943 Gleneden St., Los Angeles 39. Col 
“OVERLY™ (Metal Foce 

California Fireproof Deor Compeny 
1923 S. Los Angeles St., Los Angeles 11, Cal. 
“CALMETAL” (Metal Foce 

Guilbert, Incorporated 

1105 Frankford, Philadelphia 25, Po 
“GUILBERT™ (Meto! Face Elevator Doors) 
Diebold, Incorporated 

Centon, Ohio 

“DIEBOLD™ (Metal Foce) 

United Stetes Plywood Corporation 
55 W. 44th St., New York 18,N_Y 
“WELDWOOD”™ (Wood Veneer foce) 
Owens-illinois Giess Company 
Toledo |, Ohio 

“KAYLO”™ (Wood Veneer Foce) 








Eight manufacturers now offer firedoors approved by Underwriters’ 
Laboratories and containing the material which has revolutionized 
the industry—-Kaylo hydrous ca!cium silicate. 

Underwriters’ Laboratories, Inc. is a recognized authority on 
what constitutes proper fire protection. Their approval of a product 
is assurance of protection. 

Kaylo calcium silicate is a lightweight, incombustible chemical 
compound (not glass). Used as the solid core of firedoors with either 
metal or wood veneer facings, it provides not only a barrier to flames, 
but a retardant to heat unequalled by core materials used in conven- 
tional firedoors. Its insulating value protects life as well as property. 

Kaylo-core metal doors also save steel. They require up to 60% 
less than so-called hollow metal firedoors. The Kaylo core is insoluble 
in water, does not warp, swell or shrink, resists rot and vermin. 

When buying or specifying firedoors for hotels, hospitals, schools, 
offices, factories, or any location where fire protection is needed — look 
to the eight manufacturers who give you double assurance of the best. 

For details about Kaylo-core doors, write the manufacturers listed. 


.»- pioneered by OWENS (ILLINOIS Glass Company 


MAIN OFFICE: TOLEDO 1, OHIO—KAYLO SALES OFFICES: ATLANTA + BOSTON + BUFFALO + CHICAGO « CINCINNATI « CLEVELAND 
DETROIT « HOUSTON + MINNEAPOLIS + NEW YORK + OKLAHOMA CITY + PHILADELPHIA « PITTSBURGH « ST. LOUIS + WASHINGTON 
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At Tennessee Eastman Company 


DIVISION OF EASTMAN KODAK COMPANY 


it's RICHMOND Fyrgard and Kalamein Doors 


surer fire protection 
and better design 


You will find many Richmond Door installations in this 
great, modern plant which is a large producer of cellulose 
ester plastics, acetate yarn and staple, and industrial chem- 
icals. As the plant has continued to expand, Tennessee East- 
man has continued to order Richmond Fyrgard Doors and 
Richmond Kalamein Doors. For years, Richmond products 
have been giving satisfactory service at Tennessee Eastman. 

And so it is all over the country in plants that know and 

Snsincutea Ca HB value the surer fire protection and better architectural de- 

PERI bye sign of Richmond Doors. 

meon real fire door protection There are time-tested Richmond Doors for many industrial 
and commercial purposes — single- and” double-swing or 
single- and double-slide Automatic Fire Doors — Kalamein 
Doors — Industrial Steel Doors. Also Unit Steel Frames. 

If you are planning to use fire doors.on any project, be 
sure to write for Service Sheet R5. 


THE RICHMOND FIREPROOF DOOR COMPANY 


RICHMOND, INDIANA 
lyr Gard door an affiliate of THE PEELLE COMPANY 


“@ PEELLE-RICHMOND 
e Es cugtnecved 


AUTOMATIC FIRE DOORS - KALAMEIN DOORS - INDUSTRIAL STEEL DOORS - UNIT STEEL FRAMES 
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STANLEY TEMPLATE 
BUTT HINGES 
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DOORS ? 
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HERE ARE THREE THINGS TO CONSIDER: weight, 
ae and usage of the doors in the building you 
are planning. For medium weight doors receiving 
average frequency service, specify Stanley 2 Ball 
Bearing Template Butt Hinges (shown). For heavy 
or large metal doors, or metal doors with high 
frequency service, Extra Heavy 4 Ball Bearing 
Template Butt Hinges should be specitied. 








WHY STANLEY? 


Stanley Template Butt Hinges are made to U. S. 
Standard Template and fit exactly the sinkage and 
screw hole location in both door and jamb. This 
accuracy in manufacture saves time on the site, cuts 
the cost of building, and assures the smooth-operat- 
ing hinge-and-door teamwork that makes satis- 
fied clients. 

Insist on butt hinges that bear the name “Stanley”. 
There is an “Architectural Hardware Consultant” 
in your vicinity whose spec ialized knowledge and 
training are at your service. The Stanley Works, 
New Britain, Connecticut. 


Stonley Templote Butt Hinges ore mode in steel, brass, bronze, stain 
less steel, ond cluminum. Exact in size and gauge of metal, each 


— Stanley hinge has the closs number stomped on the bock 
Mw 
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saves critical metals 
for critical needs! 











Marble eliminates the need for metal supports 
as shown in this section of an installation of 895 
toilet stalls in a large southern aircraft plant. 





Sanitary requirements for toilets are best met by the 

: one material which discourages bacterial growth, and 

\/E Setting space which can be maintained hospital-clean with merely 
28° Stall L the simplest regular attention. 

- Marble meets every sanitary requirement. It is per- 

DETAIL -‘A manent, durable, modern, and most economical when 
- every cost factor is considered. 








Marble shoulders new responsibility today by 
freeing for critical Army, Navy, and Aircraft 
Air Force use, metals which should be con- 
DETAIL~¢ served for the national defense program. 
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Average sta/is are 2-8 


wide and 4-9deep Write for FREE LITERATURE by stating your 


needs to: 





A Mough Commete ot 
Sxterd Dowels 3 nto Rough Const 
DETAIL-D" 











Marste NSTITUTE OF America, INC. 


108 FORSTER AVENUE MOUNT VERNON NEW YORK 
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EVERYTHING 
LOCKS 
TOGETHER 


LOXIT is proud of this "ROLL CALL” 


When the roll of states is called, you'll find Loxit well represented. For the LOXIT FLOOR- 
LAYING SYSTEM and the LOXIT CHALKBOARD SETTING SYSTEM will be found in many of the 
nation's outstanding schools and other public buildings. 


The LOXIT FLOOR-LAYING SYSTEM means durable floors that will give years of trouble- 





Why You Should 
Always Specity 
Loait 


free service. Installation is simple. No special tools required. Uses Standard T & G Wood Strip 
Flooring—without nails, wood sleepers or mastics. 
Another Reason 


The LOXIT SNAP-ON ALL-ALUMINUM CHALKBOARD SETTING SYSTEM is recom- 
mended by leading architects, contractors and school executives for practical, durable and eco- 
nomical chalkboard and tackboard installations. Cannot burn, shrink or warp. No pointing required. 


There's a Loxit installation near you which you can check for yourself. Write today for 
additional information. 
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Mister, can you spare Half a Billion Dollars? 


One half a billion dollars may seem 
like pin money compared to the sums men- 
tioned for our national finances. 

But it is more than three dollars for each 
man, woman and child in the United States. 
It is more than the entire steel industry earn- 
ed in the “dreadful decade” from 1930 to 
1939. It's more than America spent to win 
two wars--the War of 1812 and the Mexican 
War, combined. 

Approximately one half a billion dollars is 
the estimated sum that a group of steel and 
mining companies, one of which is The 
Youngstown Sheet and Tube Company, is in- 
vesting to guarantee future iron ore supplies 
for America. In the Mesabi iron range of 
Minnesota, development projects are under 
way which will produce millions of tons of 


The Youngstown Sheet and Tube Company 


iron concentrates from taconite. In Labrador 
and Quebec, a vast deposit of high grade ore 
is being developed. Plans include building 
a 360-mile railroad into the wilderness to 
ore docks on the St. Lawrence River. 

Where does this money come from? From 
an unnoticed addition to our national debt? 
From “extra nickels” tucked away in the 
Federal budget? From more taxes levied on 
every citizen's income? Certainly not! Devel- 
opment of these ore reserves will be financed 
by each participating Company asking its 
shareholders to share in its tremendous cost. 

America, in peace or in war, is served--now 
--and for generations to come. This is free 
enterprise. This is the system that created 
America from a wilderness and is the only 
sure way to keep it vigorous and strong. 


General Offices -- Youngstown 1, Ohio 
Export Offices--500 Fifth Avenue, New York 


MANUFACTURERS OF CARBON ALLOY AND YOLOY STEELS 


ising all its resources to produce more steel, but it needs your help 


r scrap, through your regular sources, at the earliest 
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HAVE YOU A 


WATER 
PROBLEM 


OF THIS KIND 


|; = is a basement with nearly two feet of water in it. Yet this 

apparently hopeless flooding was stopped—fully and at the first treatment 
—by Nova-I.P.C methods! 

For cellars or pools, for concrete slabs or dams, or for any porous masonry 
surface—wherever you want to keep water in or out— there are fully tested 


Nova-I.P.C products and methods available. 


We have the products, the know-how and the current case histories that will 
convince you. To get the full story, mail the coupon today! 


Nova ma 


A wholly owned subsidiary of the Homasote Company, manufacturers of the 
oldest and strongest insulating-building board, Wood-textured and Striated panels. 


4 


~ TRENTON 3, N. J. 


Another group of NOVASCO PRODUCTS Oud GRASE OE: tatekt uA 


Dept. 23 


Send full details on NOVA-L.P.C Method 
of protecting buildings from the weather 


a om! x . NAME 
ADDRESS 
CITY & ZONE 


My lumber dealer is 
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INSULITE Leadership re 


Survey Shows More builders prefer INSULITE 
than any other brand of Insulating Sheathing 


Better sheathing jobs at a lower cost ... that's why more builders prefer 
INSULITE BILDRITE SHEATHING. Here's how Robert Uetz, a leading Des Moines 
builder, explains it: 


“Gentlemen: 


Architectural Section 


There's no doubt in my mind— Bildrite 
is the best sheathing material on the 
market. I actually saved $218.00 on my 
latest job (Westminster Presbyterian 
Church Manse in Des Moines) by using 
Bildrite instead of wood sheathing. 

But best of all is the fact that in addition 
to its lower applied cost, Bildrite is far 
superior to wood as a sheathing material. 
It's not harmed by long exposure to the 
weather—doesn’t warp or buckle under 


Refer to Sweet's File 


10a/in 


Insulite’s savings and other 
clients by ede 

to show you samples and give you complete information 
about Bildrite and other quality Insulite products? Just 


extreme moisture conditions—leaves no 
mess or waste around the job—and is far 
easier and cleaner to handle. 
Our carpenters prefer Bildrite Sheathing, 
too, because it’s waterproofed throughout 
and doesn’t need an outside asphalt 
coating. This keeps it from gumming up 
saw blades, or blackening hands and 
clothes. Very truly yours, 
Robert Uetz 
Des Moines, Iowa” 
everywhere, ore passing 
advantages on to their 
ing Bildrite Sheathing. May we arrange 


re ond more ¢ hitects, 


drop us a card at the address below. 


INSULITE DIVISION 


8-5! 
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MINNESOTA AND ONTARIO PAPER COMPANY 


MINNEAPOLIS 2, MINNESOTA 











THE LARGEST 
Balanced Door 
Installation in the World 





: | T - 4 rn Be The door that lets 


traffic through quickly P -F 
| 


. 4 —} | bo | 
“y y rf } fi § 
— ELLISON BRONZE CO. = 7 
f} f} J on” Jamestown, New York uaa °° 
4 representatives in 71 principal cities © : pa oot ; 
; 7 - 2 2 
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iC tile helped make 
THE PACESETTER HOUSE OF 1951 \ )i 


spectacular success 
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BLUE FAIENCE THE is an ever-beautiful finish on MOSAIC THE in this bathroom will turn in top 


performance for the life of the house because 


IN THE OUTDOOR | 
the sides of this combination serving bar and 


cooking peninsula. The hand-crafted appearance water and moisture will never effect the tile nor 


of Farence aids in blending the casual character the manner in which it is set 
of the living-dining area with the trim efhiciency 
The vanity top and the floor are unglazed ceramics 


of this ultra-modern kitch Other types of 
a = an especially hard and durable type of Mosaic 


Mosaic Tile are used on work counters, splash 
Tile, with permanent color throughout its wear 
boards and walls for the utmost in easy cleaning 
proof body 


and lasting beauty 
Harmonitone wall tile color— No. 161 


Peninsula—6" x 6" Faience color No. 2102 anity top and floor color—No. 201 Velvetex 


ON THE FLOOR at the windows in the maste ai . —— 
va ens py perm Bal 
; sn “indogr greenhouse.” Here plants live in id 3 Ria 3 
hese picture vou can visualize how eo - ‘ SE 


ly practical material 


ile, an extreme i 
1 used in every room in the Pacesetter t 
may be u ! at ertical and - 


there are other patterns y | want 
ee. Or, taking a clu ' this job 
on h other jobs as 1 ramic M 


) Harvard | 


THE DINING ROOM FLOOR 


ti 


THE PACESETTER HOUSE is ope: 
We'd like you to see it if ve 
Ferry ust up the Hudson Rive 
Mo 
THE MOSAIC TILE COMPANY No 


ides much in 


saic Tik 


General Offices— Zanesville, Ohio 


Member Tile Council of America The Mosaic Tile ¢ ompany ofler t tance } 
architects, builders and owners wl nvestigate " 
products for their jobs. Ask 1 c representative 
write Dept. 28-4, The Mosaix ompat Zanesville, Ohi 


SHOWROOMS, OFFICES D AND WAREHOUSES IN PRINCIPAL CITIES ACROSS THE NATION. 





Save Steel...Cut Supporting Structure Costs 
with Gold Bond Poured Gypsum Roof Deck 


— 7 — roge Seem 
sy 
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66% Lighter than Ordinary Concrete 





TRUE Gold Bond ~Poured-In-Place (.vosur Roof be- r a 
| comes an mtegral part a the Ms un steel construction | red Gypsum Concrete 


of a building. It is adaptable to any design curved, sloped, 


or flat. Installation is 1 yd! The quick set gives full work- 
. . . : . 
. ° . 





than 30 minutes. and rool cover- 
Gypsum is 2, 9 “ ° » Z 


ing load capacity im less 


ing can be apphed within 24 hours Poured 
lighite han conerete. Dead load is greatly reduced, 


ost of the entire supporting structure, including 


mins and foundations 


ADDS EFFECTIVE INSULATION i - WHA. BRS sod 

Gypsum has four times the insulation value of concrete, 2 

Buildings with Go Bond Poured Gypsum Roof Decks J (Rai! Steel Sub Purlin 
Gypsum Ferm Beard 


cooler in summer, need less radia- 











1 winte 
juipment. Fuel savings are consider ible. 
m Roof Slab Section showing fit of Gypsum Board to 


& ‘ 
t rin and the gaivanized reinforcing wire mesh. 


FIREPROOF 


generally acce pote d 


kor hireproot construction, Gypsum is g — a 
we to ves decor Insulation You'll build or 


to most materials. Sub-purlins welded 


we ngniity of the total structure rold 5 l : r, 
Bond Poured Gypsum Roof Deck costs very little to mait l Sheathing, Wall remodel better with 


pat cay al guy Cat Bed Pore smu Lath ond Sd Gold Bond 


as superior 


members add to th 


or patehed easily an quickly ( 
Roots are installed only by | 
itor detailed 


tors. Send Us a postcare 


NATIONAL GYPSUM COMPANY e BUFFALO 2, NEW YORK 
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Here's a 


Space-Saving 
air distribution fa 


using 


kno-draft 
type HPC high pressure 


air diffusers 





Kno-Draft Type HPC High Pressure Air Diffusers 
are brand-new in principle, but already preved in 
service. Operating at high pressure and velocity, 
they provide draftless distribution of air to large 
open areas but require only small, uniform, ex- 
posed ducts. As developed for Kaufmann’s Depart- 
ment Store in Pittsburgh, the Kno-Draft Type 
HPC High Pressure Air Diffuser 

1. Saves space; uses small, uniform ex- 

posed ducts. 
2. Operates at high pressure and velocity 
allows 3000 fpm velocities and 2” 

static pressure in ducts. 


3. Achieves high air induction, draftless 


W. B. CONNOR ENGINEERING CORP. 


Danbury, Connecticut 


In Canada: Douglas Engineering Co., Ltd., 
190 Murray Street, Montreal 3, P. Q. 


Kaufmann'’s Department Store, Pittsburgh, Pa. uses 3,500 
Kno-Draft HPC Air Diffusers. Units are installed 7 feet apart 
on 7” x 14” ducts, which are located 20 feet apart and mounted 
about 9 feet from the floor. In spite of the small, space-saving 
ductwork, thorough, draftless distribution of air is obtained. 


distribution—primary air 25° colder 
than room air. 


Provides complete adjustability to any 
volume between 90 and 180 cfm, or may 
be totally shut off. 


. Functions perfectly in department 
store and general office applications. 


A new type perforated damper, combined with an 
interior baffle and jet exit, permits the high pres- 
sures and velocities necessary. For a detailed 
description of the new Kno-Draft Type HPC Air 
Diffuser—how it works and its application possi- 
bilities—mail the coupon ‘oday. 


= W. 8. CONNOR ENGINEERING CORP 
Dept. Y-81, Danbury, Connecticut 
Please send me, without obligation, Bulletin K-26, which 
provides full information on the NEW TYPE HPC Kno-Draft 
Air Diffuser. 


Air Diffusion + Air Purification « Air Recovery 
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These Strong Steel Windows Have Never Rusted! 


(Un-retouched photographs token in 1950) 


Now Fenestra* engineers have developed a new 
hot-dip galvanizing system that does an even better 
job—and they've built a brand-new plant around 
it, the only plant of its kind in America. Everything 
is ingeniously designed to give you steel-strong 
windows that really eliminate painting and save 
you maintenance money year in and year out. 
First, the assembled frames are hung from the 
conveyor separate from the assembled ventilators. 
Then automatic controls move these assemblies 
from tank to tank—dipping them, lifting them, 
controlling each temperature, timing every move. 


From degreasing to pickling to hot and cold rins- 
ing to fluxing and drying they go. Then when 
finally they are perfect for galvanizing, they dip 
deep into molten zinc. Then they are Bonderized, 
which prepares the finish to take decorative paint- 
ing if it’s ever desired. Then they are rinsed again. 
And with every segment of surface, corner, joint 
and edge covered by locked-on galvanizing, the 
frames and their vents go to final assembly . . . 
and to you. 





RISING UP out of molten zinc in the great Fenestra galvanizing 


kettle, these windows will never need pointing! 


So see them today. Call the Fenestra Representa- 
tive (he’s listed under “Fenestra Building Products 
Company” in your Yellow Phone Book) or write 
Detroit Steel Products Co., Dept. PA-8, 2253 East 
Grand Blvd., Detroit 11, Michigan. *® 


Send for Your Free Illustrated Book on Fenestra Hot-Dip Galvanizing 


Steel-Strong Windows made to STAY new 


Fenestra 


HOT-DIP GALVANIZED STEEL WINDOWS 
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Y SCHOOLS 
OF WOOD 


aifer 


Throughout the nation, modern, one-story schools of wood 
are answering the requirements of the rapidly expanding 
school population. Here are the reasons why: 


1. Schools of Wood Are Functional. Classrooms, cafeteria, auditorium... every 
part of the school...can be easily planned for maximum efficiency because of the ready 
adaptability of wood construction. Both student and teacher appreciate the warmth and 
friendliness of wood. 

2. Schools of Wood Are Safe. One-story construction allows better inside “traf- 


fic” control...all exits at ground level provide maximum safety in time of emergency. 


3. Schools of Wood Are Practical. Schools are no longer expensive monuments . 
which become outdated and obsolete. One-story schools can be planned for today's needs, 
easily enlarged or remodeled to fit future requirements. And wood construction is 
economical construction. 
4. Schools of Wood Are Attractive. Latitude of design, pleasing shape rela- 
tionships, and variety in choice of texture and color, result in structures which fit any 
community and setting. 
Students, teachers and parents alike will approve your 
choice when you plan your next school of one-story 
LET wood construction. And for dependable time-tested 
SEND FOR FREE BOOK wood specify West Coast Woods... Douglas Fir, West 
iystrated in notural Coast Hemlock, Western Red Cedar and Sitka Spruce 
Beautifully ' | “Teday's Bet 


There's a RIGHT WAY to do everything... Build RIGHT with 


in school con- : 
WEST qias-F 
truction. It tells how schools . mi . 
Soa help meet today —_ a 7 
tional needs Send coupon we 


for your free copy: 4 wooDbs Sitka s 


lumber of Quality Produced by Members, 
WEST COAST LUMBERMEN’S ASSOCIATION 





WEST COAST LUMBERMEN’S ASSOCIATION 
1410 S. W. Morrison — Room 36 
Portiond 5, Oregon 


Please send tree copy of ‘Today's Better Schools Are Built of Wood”. 





Deerfield (Illinois) School. Architects, Perkins & Will, Chicago. 


Why these wide open schools? 


Because architects are designing them for two kinds of Another advantage of using clear, flat glass for enure 


space: the kind that’s built, measured with a ruler, and walls is its low cost. Clear, flat glass is the lowest cost 
the kind that’s felt, sensed with your eve. glazing material you can buy and the cheapest to install. 
Io make classrooms seem more spacious, they are But low cost is not the big reason for building-in 
being built today with clear glass from wall to wall and sunshine and view. It’s because children and teachers— 
sill to ceiling. Some rooms have glass from floor to ceiling. in fact, office and factory people, nurses and patients, 
lear glass does not block vision. The eye slips past the homeowners and apartment dwellers—just naturally 
iling to the sky and the surrounding greenery. This love walls of daylight! 


creates unity between the inside and the out-of-doors, Whatever you’re going to build, please write for 
It makes any room seem larger. our literature on ia 

. | WHERE WINTERS ARE COLD, 

Clear glass also admits the maximum amount of day- Daylight Engineering A 

5 Thermopone® insulating gicss is wide 

light, so that daylight-engineered schools are flooded with and Thermopane. ty end sucesestully weed. Vhermepene 

with '»” of dry oir hermeticolly seoled 

natural light. Such design solves the problem of glare Libbey: Owens: Ford, between two panes has twice the insu- 

loting valve of single gloss. This min 

because it reduces contrasts in light, the too sharp con- 1881 Nicholas Build- tenlase chilfiness, drafts end heat tess 

ot windows. Write for Thermopone 


trasts that produce glare. ing, Toledo 3, Ohio. 


literature. 


Two Panes of Glos 


THERMOPANE- PLATE GLASS + WINDOW GLASS 


5 TRTREKR 
WA 
THAT DON’T BLOCK VISION 


Copyright 1951 by Libbey-Owens-Ford Giess Company 
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Got a Space to Span? 
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MACOMBER BOWSTRINGS 


It takes a basic economic reason for a product to 


attain INDUSTRY-WIDE preference. 


WANT PROOF? Macomber Bowstring Truss sales have pyramided 


Ask for a quotation on your next since their introduction 28 years ago. 


project. Prove to yourself, your or- Each size from 30 to 130 feet is as standard as a 
ganization, that anyone with a space piece of pipe. 

to span can do it better, safer, faster 

and MORE ECONOMICALLY with That's why MACOMBER BOWSTRINGS are your 
Macomber Bowstrings. most economical way to span a wide area. 


STANDARDIZED STEEL BUILDING PRODUCTS 


MACOMBER: INCORPORATED 


CANTON. OHIO 


VY BAR JOISTS * LONGSPANS * BOWSTRING TRUSSES «¢ STEEL DECK 
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INDIAN LANDING ELEMENTARY SCHOOL Brighton, New York. 

Kaelber & Waasdorp Perkins & Will Architects. 
E xX T E R I Oo R Werner Spitz Constr. Co. Swartout & Rawley, Inc. Builders. 
Building shown is the original; additions are now being built. Facing 
of 4” thick Enduro-Ashlar Architectural Terra Cotta in moss green glaze 
gives a colorful contrast to golden tan bricks. 





WASHINGTON SCHOOL Caldwell, N. J. 
Starrett & Van Vleck—Architects. Reginald Marsh—Associate Architect 

Zwigard Construction Co.—Builders. 
or INTERIOR Assembly room-gymnasium, and lobby of this newly completed school 
are enhanced with Enduro-Ashlar Architectural Terra Cotta in neat- 
appearing 16” x 16” units. Terra cotta wainscot in gymnasium is a mot- 
tled buff trimmed with rich maroon. Lobby facing is a mottled mist green. 























ENDURO-ASHLAR Architectural Terra Cotta enables you 
*.% ~ : ; 
its SUPERIOR to meet the creative challenge where quality, appearance, 


price and maintenance are of equal importance! 





In hundreds of modern schools and colleges, you'll find Enduro-Ashlar Architectural Terra 
Cotta. Why? Because its remarkable plasticity of form, color and texture gives you complete 
design freedom. It can be custom-made in units large or small, for interiors or exteriors, plain 
surfaces or decorative sculpture, in an unlimited range of ceramic colors, Enduro-Ashlatr’s 
larger units provide more attractive facings with fewer joints to collect dust and dirt. Moreover, 


the original richness and beauty of Enduro-Ashlar Architectural Terra Cotta can be retained 


indefinitely by simple soap-and-water washings. And remember—terra cotta is available as 


well as versatile, so send us your inquiry today. Construction detail, data, color samples, esti- 


mates, advice on preliminary sketches, will be furnished promptly without charge. 


CORPORATION 
10 EAST 40th STREET, NEW YORK 16, N. Y. 
Plants at Perth Amboy and South Amboy, N. J. 
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MODERN DOOR CONTROL BY 2Z/- crosens CONCEALED IN HEAD FRAME 


NEW PLANT OF THE UPJOHN COMPANY, KALAMAZOO, MICHIGAN 
La ALOE TH Ow HEOUET OL SE SHETS + LEN CLOSERS, INC, PRINCETON, tuNlOrS 


“That J-M Asbestos Built-Up 
Roof is an eye-opener!” 


“Right ...and it’s smooth- 
surfaced with no slag 
“And it gives full or gravel!“ 
protection from fire, 
rot and weather!“ 





Yes—it’s a Flexstone’ Roof 
Each ply is a flexible covering of stone! 


The secret of a Johns-Manville Flexstone 
Built-Up Roof is in the felts. They're made 
of fireproof, rotproof, weatherproof, en- 
during asbestos. 

Flexstone Built-Up Roofs won't dry 
out from the sun . . . need no periodic 
coating. They're smooth-surfaced, too— 
permit thorough drainage, make any 
damage easy to locate and repair. They 
are engineered to each job . . . applied 
only by J-M Approved Roofers. J-M As- 
bestos felts are perforated to make appli- 
cation easier, give a smoother job, con- 
form better to roof decks. 


For your added protection, the Johns- 
Manville Asbestile* System of Flashing 
insures proper treatment of all critical 
areas. Asbestile is a heavy-bodied plastic 
cement designed for use with asbestos 
flashing felts to give thorough water- 
tightness. Asbestile becomes hard and 


| forms an integral part of the wall itself. 


Send for brochure BU-51A about 
Flexstone Roofs and Asbestile Flashing 
System. Johns-Manville, Box 158, 
Dept. PA, N.Y. 16, N.Y. In 
Canada, write 199 Bay St., 

Toronto, Ont. 





, 
! 


Joh 


ASBESTOS CORRUGATED TRANSITE* © ACOUSTICAL CEILINGS 


| F-Built-Up Roofs 


DECORATIVE FLOORS © MOVABLE WALLS © ETC. 
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FOR UNINTERRUPTED 
DEFENSE PRODUCTION Yrecfy 
MISSISSIPPI WIRE GLASS 


Witnessed by 5,000,000 TV view- 
ers, the LaSalle Street holocoust 
is typical of the disastrous losses 
by fire that eat inte profits and 
slow vital production. 

Photo by Checago Herald American from International News Photos 


Conflagrations like the North LaSalle Street fire, Chicago, with property 
damage exceeding $1,500,000.00, are tragic and costly at any time— 
unthinkable in times of national defense when speed in production without 
interruption is vital. Records show that many large loss fires result from expo- 
sure through ordinary glass windows. Mississippi Wire Glass affords constant 
protection at minimum cost in windows, doors, transoms, skylights, fire escapes, 
verticial shafts, partitions, exterior walls and all other places where fire or 
breakage protection is required. Specify Mississippi Wire Glass—the original 
solid wire glass upon which the Underwriters’ Standard was based in 1899— 
rneeteercttherie saa the standard today by which all others are judged. 


focturer's art, combines the utmost in 

protection with modern beouty. 
Where full vision is not required, obscure 
Mississippi Wire Glass is available with either 
hexagonal or Misco wire netting. 


This seal identifies Send For Cataleg No. 51 


Mississippi Wire Gloss, Free Samples on Request. 
Approved Fire Retardant No. 32 For = ese 


Sweet's Architectural File 


MISSISSIPPI 7Z p, 


88 ANGELICA ST. / SAINT LOUIS 7, MO. 
Polished Wire Gloss by Mississippi, 
approved fire sofeguord, helps pre- NEW YORK « CHICA > * FULLERT N CALF. 
vent drofts .. . is effective in holding 
fires within bounds of origis. WORLD'S LARGEST MANUFACTURER OF ROLLED, FIGURED AND WIRED GLASS 
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SPARKLING WHITE 
CRANE Loewen 


BRINGS BATHROOM BEAUTY TO THE LAUNDRY 


GREATER UTILITY 


Lovadrette is ideal 


Crane Laundrette is an advancement in meg + wp 
weshes—ter suds- 


laundry tub design that meets the require- 
ments of the modern home. Sparkling white 
and meant to be seen, Laundrette matches 
the styling of new home appliances 


Made of Duraclay, the exclusive Crane EXCLUSIVE CRANE 


vitreous glazed earthenware used in hospi- 


tal fixtures, Lawndrette resists abrasion, Diab-t4é CONTROLS 


acid, stain and thermal shock. It has a 

smooth-as-glass surface that wipes clean eparate <0 © Ganges" 
" teuch—help reduce 

with a damp cloth. Legs are steel, painted 


— weer end consequent 
black, and have self-leveling screws. Two dripping. The end of the 
» > > > . chremium-pleted . 
Single-vesin Lovnadrette available in sizes: 36 x 25 in. and 42 x 25 in. Consult Swinging mixing spout 


22 x 25 in. size your Crane Branch or Crane Wholesaler. ts threaded tor hose. 


GENERAL OFFICES 836 S MICHIGAN AVE CHICAGO 5 
OO a on & Meera: 
SB PLUMBING AND HEATING 
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when a kitchen 


>. ~ 
| friendly to space 
ar Yes, Curtis kitchen cabinet 

units make the most of what- « 
ever space is available. 
With 20 basic cabinet types 
and a total of 70 sizes to 
choose from, you can create 
a kitchen of any size or shape. 
The dimensions of all units have 


> oa: ,, be ‘ d d dt oO d t 
y, friendly to housewives are erga wh yo 


Curtis wood cabinets are the result of equipment. 
years of research and experience to 
develop comfort-creating, 
step-saving, modern kitchens. Counters 
are of correct height. Toe — is 
ample. Greater storage space is achieved 
by special Curtis construction. Labor- 
saving cabinets “fit around” corners— 
pan trays, ventilated vegetable drawers, 
snack bars, are easy to reach, easy to clean. 


friendly to pocketbooks 


The fine cabinetry of Curtis * 
kitchen units assures lifetime pg 
service. Drawers are com- 

pletely dovetailed—not merely 
rabbeted and nailed. 

Hardware is furnished and applied. 
Curtis wood kitchen units come 
primed in white so that 


1866 ae ‘ 
' one finish coat, in any desired color, 
U van completes the job 


Curtis Companies Service Bureau 
WOODWORK PA-8K Curtis Building We'd like to tell you 


Clinton, lowa 
Gentlemen; | want to know more about Curtis wood more about Curtis 
kitchen and storage cabinets. Please send your free book kitchen cabinets—and 


lam ) Architect ) Contractor Prospective , 
Curtis makes a complete line of Home Builder ( ) Seudent. (Please check above what they mean to your 
clients and customers 


architectural woodwork for the 
modern home. Make your next Neme Mail the coupon for fully 
Addvess....... illustrated kitchen book. 


home “all Curtis.” 
city 









Want to carry 
























Power vertically? 






CHASE SQUARE COPPER 
TUBE BUS CONDUCTOR 


s the way to handle it 









THE SQUARE SHAPE Ol Chase Copper Tube 
Bus Conductors means more rigid 


construction higher mechanical strength 






to resist the stresses of short circuits. W ith 






four flat sides, and a large cross-section: il 


can be securely anchored to the 









area, they 
floor, assembly is easier . . . efficient and 
economical connections can be made to 


power-and- light panels. And — there 1s no 


danger ol insulation moving downward, 
cHas: 









to leave thinly protected sections. 
IN ADDITION to having excellent current- 
carrying capacities and extreme resistance 


to corrosion, Chase Square Copper Bus 
per phase 










Conductors require only one tube 
minimize “skin effect”. . . can be t 
9 bbb 










arranged in triangle-formation, resulting 
in equal spacing and equal voltage 
between phase conductors 

e For complete information about these 
stronger, better Bus € onductors, write to Dept. 


PA851, Chase Brass & Copper Co , today! 








(i an 













WATERBURY 20, 
Ci 
ONNECTICUT © SUBSIDIARY OF K Atenyt Cleve © Brass & Copper 
ENNECOTT COPPER CoRPoR, Atlante Kansas Cty 
ATION ¢ Ke HASE ¥ Oatias Mo New York 
s Balt more Deovert _ Angeces Ph Sen francisce 
Beston fwauhee ‘adeipha Seattie 
Oetro:t Pottsber 
Chicago hese’ me o Lid Waterbury 
at Md anago: Rochester t 
P the st 1 anew 
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ia TDICK / 


a hits 
GALBESTOS METAL @ Galbestos metal for defense plant construction 


A td Gaia eine O provides a wall resistant to fire, corrosion and blast. 
metallically bonded. Then the felt is J 

impregnated with asphalt and water- It can be well designed, worthy of permanent struc- 
proofed. Tested and approved by 

Underwriters’ Laboratories, Inc., tures. It is maintenance-free. And, whether you want 
Chicago, and by Associated Factory . 
Mutual Fire Ins. Co., of Boston. Gal- 
bestos metal comes in maroon, black 
or aluminum color and is fabricated in 
various shapes. it has been archi- 
tecturaliy well designed into thousands ; : ; ‘ 
of installations all over the world. with Galbestos metal than with any other material. 


a mere skin, with or without insulation or panel, 


the Robertson method enables you to build fastér 


THE TOP-SPEED FASTENING METHOD 


permits all fastening work from the outside, eliminates 





STANDARD CORRUGATED SHEET 
+ 


interior scaffolding. This new method permits erection 
crews to place twice as much material in the some time, 
with sofety. Top-Speed Insulation is a Robertson method 
MANSARD SHEET for applying insulation from the outside, before the 

29" Galbestos is fastened over it. This method also holves 
the time. It makes a good-looking job inside. Needs 
no painting. 





V-BEAM SHEET 


-cV2Te ee ee 2 eee SS SSS SS SS we ew eww ww Mw ew ew ew ew ew ewe ee ee 


WRITE FOR : 4 Q-PANEL 


COMPLETE LINE 
OR 


OF CATALOGS  \ 
——'\y  G-PANEL » 


TOP SPEED FASTENING Q-Panels are the famous Robertson factory-fabricated, G-Panels are the fileld-assembled insulated cur- 
insulated curtain wall. They are available in o variety of tain wall: a flat interior steel sheet with insulo- 
fluted metal surfaces. Available 2’ wide, in lengths up to tion, and a formed Galbestos metal exterior in 

G+PANELS 25", lightweight, only 34" thick, but superior in insulation one of the shapes shown above. This is rec- 
volue to o 12” masonry wall with furred plaster. A small ommended for attractive, economicol indus- 

Q-+PANELS crew con erect a Q-Panel—50 sq. feet—in 9 minutes. trial iobs where insulotion is o requirement. 


GALBESTOS 


H. H. ROBERTSON CO. 


2405 Farmers Bank Building < Offices in All Principal Cities 
Pittsburgh 22, Pennsylvania * * in the U.S.A. and Canedea 


World-Wide Building Service 





Nn important message to 
everyone concerned with BUILDING 


Warn THE HUGE PROGRAM of essential military and 
civilian building that lies ahead of us, three things—time, 
labor and materials—are obviously of critical importance. 


To everyone concerned with the construction of private homes 
or public housing, military installations, expanded plant 
capacity, government facilities and all the other building 
required for strengthening our defenses, new developments 
or improvements that will save either time, labor or materials 


will be of extreme interest. 


The purpose of this message is to tell you about one such 


development that saves all three 


It is a revolutionary new type of window that can be completely 
installed in a few minutes instead of the hours required to 


install many types of conventional windows. 


F. G Russell, PRESIDENT 
The F. C. Russell Company «+ Cleveland 1, Ohio 


World's largest manufacturer of 
All- metal combination windows 


It is a complete, finished unit—containing rustproof Lumite 
screen, glass, weatherstripping and also insulating sash 
if desired. 


It comes factory-painted, fully assembled including the casing 
and hardware—all ready to place in the window opening. 
There is no time-consuming, labor-consuming glazing, fitting, 


altering and painting on the job. 


It has no troublesome sash cords, weights or balances. Instead, 
the windows operate smoothly and easily in vertical slides and 
lock automatically in both open and closed positions. And 
because the glass inserts are easily removable and inter- 
changeable, “spares” can be kept on hand for inserting at 
any time breakage might occur. 


For long life and resistance to the elements, it is made of 
Armco Zincgrip steel, hot-dipped galvanized, Bonderized 


or equal—and finished with baked on enamel. 


Because of its unique tubular construction, it has great 
strength yet uses up to 60% less metal than most conventional 


types of steel windows. 


The double glass insulation permits rainproof and draft-free, 
filtered-screen ventilation in any type of weather. Insulation 
from outside noise, as well. And it saves up to 4 in precious 
heating fuel! 


This window, known as the RUSCO PRIME WINDOW 
(Vertical Slide) was developed by The F. C. Russell Company 
two years ago. Despite its many advantages and superior 
features, specially-devised tooling and production methods 
enable us to sell it competitively with the lowest priced window 
units on the market. Thousands are already in use on private 
homes and housing projects, and they have been specified 
on many large installations such as Ladd Air Force Base and 
Eielson Air Force Base in Alaska; Selfridge Air Force Base, 
Selfridge, Michigan; and Scott Air Force Base, Belleville, Il. 


We believe that the Rusco Prime Window merits the serious 
consideration of everyone concerned with building and with 
the conservation of precious time, labor and essential materials. 


For the same convenience and economy advantages on 


existing buildings RUSCO COMBINATION SCREEN AND 


STORM SASH is recommended. These windows save up to 


¥ on fuel, eliminate changing of screens and storm windows 
and can be installed without alteration to present windows. 


f) 


FOR FULL INFORMATION, DEMONSTRATION OR ENGINEERING CONSULTATION ON THE RUSCO PRIME WINDOW, 
CALL, WIRE OR WRITE DEPARTMENT 7, PASI, THE F. C. RUSSELL COMPANY, CLEVELAND 1, OHIO 
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or 


Thermopane Installation, Chicago 
A COMPLETE LINE 
FOR EVERY DESIGN 
STAINLESS STEEL — ANODIZED ALUMINUM 





BRASCO MANUFACTURING CO. 


HARVEY ~* (Chicago Suburb) * ILLINOIS 





Specialists in Metal Store Front Construction for more than 40 Yeors 
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TRUSCON..., name you can. |huild| on 











the window in demand is the window for | better | business 











TRUSCON Series 138 Double-Hung sTEEL winpows during the past 

12 years have been used in more yesidential buildings than any other similar type 
of metal window. Excellent engineering design, adequate 

strength and weight of materials, and efficient manufacturing methods 
combine to assure quality and price in a highly saleable unit. 


A wide range of styles and sizes in modular standards is available to meet 
every architectural requirement. Mass production technique results 


dealers is available through the 24 nationwide warehouses and ; 
fay ¥ 
sales offices owned and operated by Truscon. TRUSCON 


TRUSCON® STEEL COMPANY Youngstown 1, Ohio 


Subsidiary of Republic Steel Corporation 


in unbelievably low costs. Prompt service to building supply f' 
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--- truly Greaseproof Resilient Flooring at moderate cost 


Shrugs off attacks of the acids, alkalis, 
oils and fats in food...stays at its sparkling 
best with a minimum of maintenance 
... brilliant colors brighten interiors. 


What does a restaurant man want in a resilient floor- 
ing material? 


resistance to the factors 
in foods that can ruin ordinary resilient floors . . . re- 


First, he wants resistance . . . 


sistance to the oils and fats, resistance to the acids and 
alkalis, that bite into a floor when food is spilled. 


Vitachrome gives him that . . . even 
more than he needs. 


Second, because, ordinarily, main- 
tenance is expensive...he wants a floor 
with simple upkeep requirements. 


Vitachrome merely needs daily 
sweeping, to remove loose dirt... 


“Tile -Tex 


REStILIaHT 


Tey , FI 
4 FLOO RS waLis” 


periodic washing...and water-waxing, when it's desired. 


Repairs are quick and easy. Replacement is limited to 
damaged area, because of tile-by-tile installation 


Third, the modern restaurateur demands decorative 
beauty. A bright, attractive interior brings in customers. 


Vitachrome comes in many brilliant colors and sizes, 
making it difficult to beat for decorative versatility. 
And, since a restaurant man is a business man, he wants 
all these advantages at as low a cost as possible. 
Vitachrome again fills the bill, with its many advantages. 
Ask local Tile-Tex* Contractor. Or, if 
you don't find his name in your tele- 
phone directory write Tue TILE- 
Tex Drviston, The Flintkote Com- 
pany, Dept. R, 1234 McKinley St., 
Chicago Heights, IIL. 


* Registered Trademark, The Flinthote Company 





: 








Maintenance Dock 





- 





No Maintenance 
for its roofing and siding 


When Consolidated Vultee engineers designed a maintenance dock for the B-36D 
nted bomber, they naturally turned to the 
closed side and roof 


Reynolds Lifetime 


for ind 





aircraft metal" for the 
rustproof, corrosion-resistant aluminum 


Aluminum Industrial Corrugated has ample strengt! 
ustrial use (see specifications ) 


Yet it weighs only 56 lbs 
per square 


That's important in this structure that moves up and down 
on hydraulic jacks; it 


jacks; its important for framing economies in any sti 
And aluminum’s radiant heat reflectivity is another advantage 


under the California sun of this Lindbergh Field, San Diego, 


installation—important in ayy plant, to keep interiors cooler in s 


ind warmer in winter 


impor 


mj 


Specifications for Reynolds Lifetime 
Call on us for literature, for technical assistance, application details Aluminum Industrial Corrugated: 
' . Thickness .032” 
@ Offices in principal cities. Check your classified phone book Corrugations 7/8” deep, 2-2/3” crown to 
for our listing under “Building Products,” or write: crown 
Reynolds Metals Company, Building Products Division, : 


Uniform load support (roof) 80 p.s.f. on 4 
. a , purlin spacing 
2014 South Ninth St., Louisville 1, Ky. 


Uniform wind lood capacity (siding) 20 
p.s.f. on girt spacings up to 79” 
Aluminum is required for planes and other military needs. Reynolds Roofing width 35”, coverage 32” 
Lifetime Aluminum Industrial Corrugated is still produced, but the total Siding width 33-34”, coverage 32” 
supply is necessarily reduced. DO-rated orders receive priority handling. Lengths 5’, 6’, 7’, 8’, 9, 10°, 11, 12 


REYNOLDS /‘me/ ALUMINUM 
INDUSTRIAL CORRUGATED 
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REISWER & URBAHN, ARCHITECTS 
JAMES WALLACE FOLGER, ASSOCIATE ARCHITECT 
HENRY 6. ADAMS, ING., ENGINEERS 


bottling plant: BALTIMORE, MARYLAND 





program 


site 


solutior 


materials and methods 
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BOTTLING PLANT: BALTIMORE, MARYLAND 


Primarily, a building to facilitate the mixing and bottling of Canada 
Dry-Tru Ade beverages, plus the truck delivery and shipping business 
that the process involves. In addition, the building was to house two of 
the owner’s other enterprises—an advertising business for the making 
of out-door signs, showcards, etc., and a machine shop (which doubles 
as a repair shop for bottling plant trucks) where the owner works as an 
inventor. 

A steeply sloping, long, narrow lot, bordered on the east by a main 
thoroughfare and on the south and west by secondary streets. 
Building organized on three levels across the site contours, so that there 
is access at grade on each of the levels. The mixing-bottling operation is 
arranged on a vertical axis involving use of all three floors, while the 
receipt of “empties” and storage and shipping of the finished product 
takes place on a “slanting axis” following the slope of the site (see 
diagram, bottom of facing page). The completely automatic production 
line is the invention of the owner, A. C. Davis. Hand operations are 
limited to the loading and unloading of trucks. 

The advertising business is conducted from the offices in the north- 
west corner of the top floor, beside the truck entrance on this level; a 
sheet-metal shop adjoins this area, toward the east. 

Since the bottling process is a fascinating one to watch, this all- 
important phase of the activity is exploited as a promotional device and 
designed as a giant showcase, visible to all passers-by through the huge, 
outsloping windows. Structurally, the building consists of a steel frame 
and concrete floor-slab system, with brick exterior walls; the office space 
is air conditioned ; elsewhere the building is ventilated 
CONSTRUCTION: Foundation: cement mortar footings; steel concrete 
forms. Frame: steel. Walls: exterior—brick, stone, concrete block; in- 
terior—concrete block, with ceramic tile, plaster on metal lath, glazed 
tile, and aluminum surfaces. Floors: reinforced concrete, left plain or 
surfaced with asphalt tile or quarry tile. Roof: poured gypsum. Insula- 
tion: 1” thick cane-fiber board, with ceiling of bottling room surfaced 
with perforated acoustical tile. Fenestration: steel sash with double- 
strength glass. Doors: tempered plate glass ; wood ; metal-clad fire doors. 
EQUIPMENT: Heating: oil-burning boiler; steam-pressure reducing 
valves; condensate pumps and receiver; boiler-feed pumps. Lighting: 
fluorescent in office and sales areas ; RLM reflectors in warehouse spaces. 





incoming empty cortons and bottles arrive at 
the first-floor dock and cre transported by 
conveyor te basement storage, from which 
they ore fed (by small case elevators) to the 
bottling room above, for washing and refill- 
ing. Rew moteriais—syrup, suger, etc..— 
orrive by truck at the west end of the top 
floor, are taken to centrally leceted storage 
space on this level and fed by grovity te the 
bottling mechanism on the floor below. Filled 
cases move from the bottling room to storage 
space directly behind and, as needed, out to 
their destinations by trucks that travel through 
the truck dock on this floor, ovt in back of 
the building, and down and crovnd through 
the goroges at the east end of the building. 





August (96/ 
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program 


site 


solution 


Recreation Building: Philadelphia, Pennsylvania 


CARROLL, GRISDALE & VAN ALEN, ARCHITECTS 
SAUTER & CASTOR, STRUCTURAL ENGINEERS 
A. E. D'AMBLY, MECHANICAL ENGINEER 


A building to be used both day and night by all the children of the near-by 
neighborhood, plus occasional evening use by adult groups. 
A restricted corner site in a built-up area consisting largely of row houses, 
near an industrial district ; one end of a large playground that occupies the 
remainder of the block, except for an old Carnegie library that immediately 
adjoins the recreation center. Convenient walking distance for most of those 
who use the building, but with a trolley line along the street to the south. 
To preserve the site as much as possible for playground use, the building 
is fitted in tightly in a corner of the block. Plan, organized on two floors, 
is worked out within a rectangle, with the gymnasium and platform stage, 
snack bar, meeting rooms and office on the upper floor; a large game room, 
dressing rooms, craft rooms, and heater reom, downstairs. The main en- 
trance is at the northwest corner of the building at a central level, with 
stairs up and down to the two main floors; a pair of direct exit doors on the 
south wall of the gym lead out to sidewalk staircases 

Structurally, the building consists of a steel frame with bar joists; 
concrete ceilings fire-protected by suspended plaster ceilings. The gym has 
a full-size basketball court, but since the building is meant for participation 
rather than spectators, there is almost no provision for seating, although a 
space of about 6 feet along the sides of the basketball floor can be used for 
a couple of rows of seats, and the stage is also sometimes used in this way. 
In addition to sports, the gym will occasionally be used for neighborhood 
gatherings, but the stage is small and not equipped for elaborate play pro- 





ductions. All inner walls have masonry finishes of one sort or another, 
chiefly structural glazed tile floors, other than that of the gym (which is 
maple), are finished with either plain cement or asphalt tile. Both these 
factors are a direct reflection of the wish to have the building as durable 
as possible. 

CONSTRUCTION : Foundation: concrete. Frame: structural steel. Walls: brick 
curtain walls, with glazed structural units on interior. Floors: 24%” slabs 
on lightweight steel beams, surfaced with liquid hardener (ground floor), 
asphalt tile (upper floor) or maple (gym). Roof: precast-concrete slabs on 
steel joists, surfaced with 20-year bond slag roofing. Jnsulation: rigid in- 
sulation in roof. Fenestration: aluminum, projected sash, with acryllic 
plastic glazing. Doors: flush birch; aluminum. 

EQUIPMENT: Heating: vapor system, with steel, oil-burning boilers; re- 
cessed cast-iron convectors; wrought-iron piping; zinc-coated steel ducts; 
cabinet-type heating and ventilating units ; automatic, zoned controls. Light- 
ing: recessed ceiling lights; border and footlights for stage. 





materials and methods 
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RECREATION BUILDING: PHILADELPHIA, PENNSYLVANIA 


Shape of the roof above the gym is a result of the struc- 
tural design. The cross girders cre deep, while the roof 
i-beams between exterior columns are shallow. With the top 
of the steel at one level throughout, this means that the 
bottoms of the beams cre considerably higher than the bot- 
toms of the girders; hence the ceiling is sloped up to meet 
the beoms 

Above—view of gym, looking towerd stage 

lLeft——general view from northwest, with entrance door 
near corner of building 

Below—looking from upper-floor corridor down to entrance 
doors Photos: Alfred A. De Lardi 








“Zephyr (below) is a 
cerized-cotton, sheer 
specially designed to 


P/a related design fields 


power-loomed, mer- 
casement materiol 
Prevent sagging. It 


is 50° wide and is stocked notural fer 
dyeing all colors. “Zephyr” is gracefully 
used in the room (right) photographed by 
Lionel Freedman in the home of Roy S$. 
Johnson, New York architect. 


Right — the handwoven plastic and me- 
tatlic window shade (shown agoinst block 
end against light) mey be hed in all 
colors, 36° to 50° wide. 


Below—the uphoistery fabrics, “Thistle” 
ond “Berwick” ore stocked block and 
white and may be dyed any color, as 
the white “tokes" but the block rejects 
dye. Width is 50°. 

Photos: Rudy Bileston 


woven fabrics 


The contemporary enthusiasm for expanded glass areas that ex- 
pose and floodlight the interior, demands new consideration of 
fabrics chosen to modulate window light or to appear to best 
advantage on walls and furniture exposed to full light. The deco- 
rator or architect accustomed to first considering the use and 
character desired in an interior, finds the emphasis shifted to an 
urgent need for light control. Fabric designers have been alert 
to this need for new types of fabrics. Among the leaders is Isabel 
Scott, experienced weaver and a pioneer in adaptation of unusual 
materials in her woven fabrics. In addition to her studio for hand- 
weaving, she maintains a studio with power loom, to produce “the 


ISABEL SCOTT, NEW YORK feeling of handwovens” for a wider market. 





Photogram of a leaf inspired “foliation” 
(above), printed by phetographic screen 
process in two colors (coral and tan, char- 
treuvse and charcoal, or stone grey and 
bive) on 48” white Satinweave, with 


P/A RELATED DESIGN FIELDS 


“Fosade” (above) is a new design based 
on on interplay of simple forms, solids, 
end texture. Offered as a background for 
contemporary or period furnishings, it is 
printed in two colors (rust and grey, gold 


28%" repect. Correlated wallpaper also and slate, or sand and quarts green) on 
available. 48” white Sctinweave or Studio Loom. In 
one color, it is also printed on sheer 


Right — Tinkertoy shapes suggested rayon. Correlated wallpaper. 


“Schematics,” printed in tan, Nevy, coral, 
er quart: green on 48” white Satinweeve, 


with 10° repeat. Correlated wallpaper. 
Varying weights of line express a three- 


dimensional design in “Pertals” (left), 
printed in dark green, gold, coral, sandal- 
wood, or sage green on 48” white Satin- 
weave, with 271%," repeat. Correlated 
wollpoper. 


Below —o vertical arrangement of paper 
clips was photographically reproduced to 
compose “Vibrations,” printed in two 
colors (mulberry ond bronze green on 


Background color is importont in “Toll 
Timber" (below) and in a correlated up- 
holstery fabric, “Small Timber,” and o 


wallpaper. Printed in geld and bieck } | white, raspberry and jade blue on grey, 


green and brown, bive and grey, or coral 
and grey on 48" white Randomweeve, 
with 31%” repeat. 


stone grey and bive on white) on 48 
Satinweave with 14° repeat. Correlated 
wallpaper 





printed fabrics 


Printed fabrics and wallpapers should be considered building materials 
as functional as stone and brick, maintains Ben Rose as he searches in 
his designs for balance and modulation of mass, scale, and line. He also 
is aware of the need for close collaboration between the architect and 
the fabric designer, feeling that stimulating fabric designs may often 
answer a definite architectural need in the interior. His patterns are 
printed on various textures and weights of materials, to fill specific 
requirements, and his color use is exceptionally flexible. 


Se oa ee 


BEN ROSE, CHICAGO AND WEW YORK 
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House: Los Angeles, California 


RICHARD J. NEUTRA, ARCHITECT 








LIVING 
| ROOM 












































MASTER 
Seeneer 








SECOND FLOOR 


Right——footpath entrance from the lokefront. On the 
poge facing are two views of the western front of 
the house and (the lower photo at fer right) a gen- 
eral view from the southwest. Gorrett Eckbo of the 
firm of Eckbo, Royston & Williams was landscape con- 
sultan? 

Exterior color includes, in addition to the trees and 
growing things, the worm glow of oiled redwood 
siding, the light rose and buff tones of the flagstone 
terrace walls, and the sparkle of large glass creas 
reflecting the sky and western view 

Photos: Julivs Shulman 


HOUSE: LOS ANGELES, CALIFORNIA 
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Home for a physician, his wife, and daughter. Generous provision for 
outdoor living. 

Gently rising ground (from west to east) with dramatic western out- 
look across a lake to a panorama of hills and mountains, reflected in 
the water. Grove of eucalyptus trees to the south; auto access from 
southern side street ; pedestrian path up from lakefront. 

The compactly planned ground floor, organized around a freestanding 
stone fireplace, opens through huge sliding glass doors to living decks 
and terraces to the west and south. A bay at the north end of the living 
space contains a grand piano, a radio, record player, television set, and 
books. The sitting area extends past the fireplace, out to the paved areas 
south and west of the house which sweep around to form the dining 
room’s southeastern outdoor extension. A kitchen door in the corner 
of the terrace facilitates outdoor dining. 


At the top of the stairs, on the second floor, is a landing that may 
be used as a small sitting room or occasional sewing room; opening 
from this landing are the owners’ and daughter’s rooms, each with its 
private bathroom and living terrace. The high-windowed lakefront walls 
are glazed with glareproof glass. 

CONSTRUCTION : Foundation: concrete slab, grade beam, piers and wood 
joists. Frame: wood. Walls: frame with exterior surfaces of redwood 
board and batten, flagstone veneer, and plywood; interior walls—birch 
plywood ; flagstone vereer. Roof: built-up gravel, over frame. Floors: 
concrete slab, with asphalt tile and 44” ply on sub-floor to take wall-to- 
wall carpeting. Ceilings: redwood T&G; plaster. Fenestration: alumi- 
num casements; regular, plate and heat-absorbing plate glass. Doors: 
plywood slab and aluminum, sliding glass panels; electrically operated 
overhead garage door. 

EQUIPMENT: Heating: electric, forced-air furnace. Lighting: flush, re- 
cessed fixtures and fluorescent strips. Kitchen: all electric equipment. 


program 


site 


solution 


materials and methods 








Above—on ovtdoor-indoor view toward the lake along the 
south wall of the house, with the living terrace at left and 
the south end of the living room ot right 

Right—looking bock along the terrace, past the dining 
space into the kitchen door at the corner. For kitchen detail 
see poge 68 

At bottom of opposite poge—looking across the living 
room to the western window-wall and terrace beyond (left) 
ond the stone fireplace, with southern living-dining terrace 
in background (right) 
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HOUSE: LOS ANGELES, CALIFORNIA 





Right—corner of master bedroom, with lake 
ond hill view seen through tall panels of 
gloreproof glass 

Below—detail of terrace outside owners 
bedroom. 
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How One School Committee Selected Its Architects 


By John G. Beicher 


In November, 1949, the town of Darien, Connecticut 
awoke to its need for a new period of school expan- 
sion. Darien is a southern New England community 
with a population of 12,000, 40 miles eastward from 
New York which, since early Colonial days, has 
taken all formal town action through Town Meet- 
ings, with administration by a Board of Selectmen. 
The 1949 Town Meeting elected two building com- 
mittees (17 members each: 7 laymen, 9 members of 
the school board, and the first Selectman) to study 
the problem of school needs, one for the high school 
age group, the other for the elementary and junior 
high school ages. Among their duties was the selec- 
tion of architects for the buildings that would result. 

There are many ways of choosing architects for 
school building programs. Often the choice is affected 
by precedent, occasionally by political expediency, 
many times by the fact that a firm has had a spe- 
cialized school practice. Darien’s committeemen de- 
termined to make an objective choice, and base their 
final selection only on demonstrated ability to solve 
these basic fundamentals : 

1. the most eccnomical use of space 

2. utilization of modern materials and methods 

3. development of low-cost construction tech- 

nique 

4. production of a design and a building that 
would reach a new national! standard in meet- 
ing educational needs. 

It was of great interest to note the manner in 
which the architectural firms which were considered 
at various stages—big ones and little ones—handled 
their contacts with the building committees. To a 
large extent, the impressions created by the archi- 
tects in writing letters and making personal pre- 
sentations were as important as their design ability. 
Citizen committees are more critical of and usually 
better able to appraise human characteristics with 
which they deal every day, then to judge design com- 
petence accurately. Perhaps too few architects 
realize this fact. 

The approach which the Darien committees used 
was direct and straightforward. First, all Darien 
architects were invited to qualify and further, every 
Darien citizen was encouraged to suggest architec- 
tural firms that seemed fitted for the job. Every 
effort was made by the committeemen to discover 
names of qualified firms not only near home, but even 
at some distance, until a total of 41 architectural 
firms were listed for invitations to qualify—firms 


from 13 cities in 5 states. Each of them was then 
sent a letter of invitation, containing two carefully 
prepared questionnaires. Of these 41, six did not 
reply at all (which seems a rather shocking aspect 
of architectural public relations; certainly the letter 
deserved the courtesy of a reply) ; four said that they 
could not undertake the projects for one reason or 
another. 

The returns from the 31 whose responses indicated 
interest in the commission were then carefully an- 
alyzed and the qualifications presented were thought- 
fully considered. Thirteen firms were selected from 
the group to make personal presentations to the 
committees, and were invited by letter to appear. 
(The others were notified of their elimination with a 
carefully worded letter of regret.) 

The next step of the committees was to study care- 
fully the qualifications, the abilities and the charac- 
teristics of the thirteen “semi-finalists.” This was 
done in several ways: each firm was invited to make 
a persona! presentation to a joint meeting of the two 
committees; subcommittees visited buildings which 
had been designed by the thirteen firms; in most 
cases the architects’ offices were also visited. At the 
end of this period of analysis ten more firms were 
eliminated and so notified, and the three finalists who 
remained were asked to make a final, more specific 
presentation. A more thorough study of their past 
work was also undertaken, including personal! talks 
by committee members with owners of buildings de- 
signed by them, and visits to recent commissions 
under their supervision. 

By this time the committees had talked to enough 
architects and enough clients of architects to have a 
fairly high and objective standard of judgment. The 
major factors in this final selection were the design 
quality and the cost analysis of recently finished 
work; evidence of understanding educational prob- 
lems in general and Darien problems in particular; 
the general impressions made on the committees in 
the personal contacts that had taken place; the re- 
actions of clients who had been interviewed; and, 
finally, the ability of the architects involved to start 
to work immediately on Darien’s pressing needs. 

The results of all this analysis and study of archi- 
tectural abilities, were interesting. For the smaller 
project (an addition to the senior high school) a firm 
of school specialists was selected. For the larger 
commission (the expansion of two schools and a 
completely new school building) the committee chose 
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a firm which had never designed a school, but which 
evidenced such excellent design ability in other fields 
and such research-developed understanding of edu- 
cational requirements that its qualifications were 
irresistible. 

It seems to the writer that there are many lessons 
to be learned from the way in which the 41 archi- 
tectural firms involved took advantage—or failed to 
take advantage—of the opportunities which were 
presented to them to demonstrate their abilities. 
Mention has been made of the fact that question- 
naires were sent out with the first letter of in- 
vitation. These were carefully prepared by the 
committees, and indicated information that was seri- 
ously desired, both to evaluate the firms individually 
and to compare them in a fair and objective manner. 
In many cases the architects ignored the question- 
naires and substituted their own summaries of their 
background and work. The firms who did that were 
eliminated immediately. 

In other cases, certain questions were not answered 
or were answered in an amazingly uninformative 
manner. By contrast, in perhaps a dozen cases the 
qualifying firms supplemented and documented their 
answers with well prepared material, brief and to the 
point, closely identified by reference numerals with 
the particular question that was being answered. 
Obviously, such special efforts met with approval. 

In looking back over the experience, the plus and 
minus factors of the presentations seem capable of 
summary, in the following manner: 


negative factors: By letter: 

1. Late acknowledgement of invitation 
to qualify. 
Evidence of off-hand consideration of 
questions. 
Careless 
forms. 
Failure to answer questions fully 
Poor follow-up or none at all. 
personal presentation: 
Failure to study Darien specific needs 
prior to appearance before commit- 
tees. 
Too much dependence on prominence 
of firm name reputation. 
Failure to talk in terms of the prob- 
lem from the viewpoint of the client's 
interest. 
Poorly organized talk. 
Visual material inappropriate to 
points under discussion 
Unenthusiastic or timorous impres- 
sions given to audience by poor speak- 
ing mannerisms. 
Poor follow-up or none at all. 


appearance of returned 


positive factors: By letter: 

1. Clear, concise 
natre. 

2. Invitation to visit office to view the 

organization at work and to inspect 
plans in progress. 
Interesting, well developed and well 
organized supplementary material 
tieing in with important sections of 
questionnaire 


replies to question- 
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4. By virtue of (3) above, specific evi- 
dence of an intimate understanding 
of educational problems. 

By personal presentation : 

An obvious interest in, and enthusiam 
for the opportunity to qualify. 
Evidence of thoroughly understand- 
ing educational problems. 

An open and friendly manner. 

A pre-study of the town schools, 
proposed building sites and impres- 
sions gathered from expressions from 
parents and faculty .. . used as a 
basis for specific discussion. 

An understanding of the town cor- 
porate structure; how it operates; 
how a town building program is 
financed ; the relation and importance 
of various boards and committees to 
such a project. 

Proof and examples of design ability 
and practice of economical construc- 
tion techniques. 

Good organization of presentation; 
the ability to speak easily and an- 
swer questions clearly and succinctly. 
Evidence that the architectural firm 
worked as an integrated team rather 
than being dominated by one per- 
sonality. 

Good follow-up and letting it be 
known definitely that the firm really 
wants the job and that it will exert 
every method at its command to turn 
in an exceptional performance. 


Is this aspect of architectural practice—the ability 


to sell the qualifications of one’ firm—an unim- 
portant one? It would seem that it is not only im- 
portant but is too often overlooked. The architectural 
firm cannot forget that its potential client faces a 
difficult job in trying to make an honest and fair 
decision in the selection of professional talent. Build- 
ing committees are usually composed of men who 
begin their task with few criteria and few standards 
with which to judge professional and technical abil- 
ity. Yet they are usually intelligent, successful men 
—and busy men. The necessity for clarity, simplicity 
and honesty in the presentation should be very 
obvious. 

In summary, the Darien school program, as in the 
case of many other commissions that are being 
awarded every day of the week, three prime factors 
were the ones that resulted in the final selection: 

The evidence presented that the architects could 
provide a physical school plant suited to modern 
educational methods, which would be economical 
in first cost and in operation and would serve the 
community well over a period of years. 

The foresight of the architects in researching 
and analyzing for their presentations the back- 
ground data for the building program. 

The thoughtfulness, organization, and method of 
presentation of these facts for the consideration 
of the building committees. 

It all comes back to the point PROGRESSIVE ARCHI- 
TECTURE has made many times before—by having 
consideration for the problems of the client, the 
architect does himself and his profession a service. 





P/ €8 EXE elementary school construction 


Among the factors that delimit and, therefore, determine the designer’s 
choice of a structural system for an elementary school, there are three 
that occur so frequently that one can assume them as constants. In the 
first place, school boards being what they are—and public funds being 
what they are—there is always a limited budget to work with. Then, 
since discussions, bond issues, preliminary plans, etc., consume much 
time, the need that originally existed becomes increasingly aggravated 
as time ensues and it is, therefore, important to employ a scheme that 
can be speedily erected. Third, school children being what they are, an 
absolute essential is the selection of materials and equipment that will 
take abuse and that can be maintained inexpensively. 

What is the result? The four schools shown in this study provide 
a good composite answer. To meet limited budgets—in every case an 
economical system was adopted, economical in initial cost as well as in 
future maintenance. All four employ a lightweight steel frame—in one 
case, bolted light-steel sections and open-web steel joists; in the other 
three, welded rigid frames spaced 16 feet on centers. With only these 
three cases to study, it is instructive to note the adaptability of the 
rigid-frame single-slope roofs in two cases (employing two types of 
fenestration), and a pitched-roof scheme in the third instance. All the 
architects also report that these approaches assisted construction speed. 
In the case of the South San Francisco School, the frame went together 
in just three and a half days. 

Curtain walls in the four schools vary widely. In the case of the 
Warwick, Rhode Island, school cavity walls with 4” brick veneer, 2” 
air space, and 8” cinder-block interior wall were used. The Maricopa 
County, Arizona, school has walls of pumice block. The South San 
Francisco job has concrete end walls, but is otherwise of dry-wall 
construction with wood-stud frame and sheathing, exterior surfaces of 
redwood boards and battens. In the school in Phoenix, Arizona, por- 
tions were built on the premise that the buildings would be moved 
elsewhere later on; for these units, wood-frame walls with rigid 
asbestos-shingle siding were adopted. In both the Arizona schools, a 
reflective white sealer on the roofing assists in obtaining the desired 
insulative properties. 

All floors are of concrete on fill, and two of the schools have radi- 
ant heating systems with pipe coils embedded in the slabs. The archi- 
tects all chose asphalt-tile flooring for the classrooms, ceilings of 
perforated acoustical tile. Three of the schools have plywood partition- 
ing between classrooms, while the fourth (the Rhode Island job) has 
cinder-block partitions (for discussion of acoustical properties of cin- 
der-block partitions, see page 89, August 1950 P/A). The four schools 
present a variety of answers to the problem of light control. In the 
Rhode Island school, directional glass block was used to provide glare- 
less bilateral lighting. Roof overhangs and variations on the brise 
soleil—one in roof outriggers, another as a continuous screen in front 
of glazing—control sun in the others. 


Right—the Randall Holden School, Warwick, 
Rhode Island (above). MacConnell & Walker, 
Architects. Rigid-steel frames; cavity-wall con- 
struction. 

Madison School, Maricopa County, Arizone. 
Ralph Haver, Architect. Steel frame exposed 
on exterior; roof overhang to cope with sun. 


For complete listing of materials and equipment used in these four schools, see Page 152 


Above—Monterey Park School, Phoenix, Ari- 
zona (top); kindergarten and classroom wings, 
designed for removal te another site at o 
later date Edwerd lL. Varney Associates 
Architects and Engineers 

los Cerritos School, Sovth San Francisco, 
California. John Lyon Reid, Architect. South- 
facing, \-shaped classrooms; 
trolied by continuous louvers 


sunlight con- 


August 1951 
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Monterey Park School: Phoenix, Arizona 


EDWARD L. VARNEY ASSOCIATES, ARCHITECTS & ENGINEERS 


A challenging “pro tem” design problem of providing primary class- 
rooms for a part of the city that had just about reached its population 
peak, but with full expectancy that, within a few years, the rooms 
would no longer be needed in this location and should, therefore, be 


readily movable to another part of town. There was the further con- 
sideration that some portion of the group be of permanent construction, 
for eventual conversion (as well as present vacationtime use) as a 
building for the city’s Parks Department. 
A small city park (playground; soft-ball field) where a summer recrea- 
tion program is conducted. 
Organization in five distinct units joined by covered walks—a west- 
facing administration building with offices and toilets; a multi-purpose 
room with a small platform stage; two south-lighted classroom pavil- 
ions (one with three rooms, the other with two) and a kindergarten 
unit at the southern end of the group. The administration building and 
multi-purpose building are of masonry construction and will be perma- 
nent park buildings in due course. Classroom units are so designed 
that when population shifts they may be unbolted and lifted from the 
concrete slabs to which they are attached and moved to another part 
of the city. 

The architect explains his approach to the design of the school: 
“It is based on the philosophy that school buildings should provide a 
pleasant environment for a group of very young children. This implies 
a very gradual transition from the protective shelter of the home to the 
world outside. The gable roof form, with low eaves and gently sloping 
ceilings, imparts some subtle feeling of protective shelter not possible, 
I believe, with flat or shed-roof forms. The whole aim was complete 
avoidance of any institutional feeling and the creation of an intimate, 
child-scaled atmosphere. . . I am inclined to think,” he continues, “that 
too much attention has been paid to the scientific qualities of planning 
schools at the expense of the humanistic qualities.” 

An interesting echo of this approach is the architect’s report on 
the terrazzo hippopotamus that is used as wall decoration on the multi- 





purpose building, just to the left of the main entrance. “This perhaps 
whimsical element caused a good deal of comment, some adverse,” he 
tells us, “but I feel that it helps the child identify himself with the 
building.” One comment retold by a parent was: “Mama, will I get 
to go to the hippopotamus school?” 

The building was completed in 1950 at a cost of $62,553, or $6.72 

per square foot, figuring covered corridors at half area—complete, 
except for landscaping and movable classroom furniture. 
The permanent units are of brick, masonry construction. The movable 
wings are built, on a 4-foot module, with steel rigid frames on 16-foot 
centers. Access holes at the base plates of columns permit unbolting 
of the frame from the slab, lifting off of entire classroom wings and 
placing on new slabs at another site. Drywall construction was used 
for the walls, with blond fir plywood interior surfaces, acoustical cane- 
fiber tile ceilings, and asphalt-tile floors ; exterior surfaces are asbestos- 
shingle siding. 








structure 


Acrosspoge—general view from the northeast; 
multi-purpose unit, at right. 

Left — corridor ing dmini 
building and ci pavilions. 

Below—general view from front showing 
redweed fence that shields the covered walk 
from the street. Exterior color includes sand- 
colored masonry; natural redwood, end soft, 
gray-green asbestos-shingle siding. The roof 
hes a reflective white coating te reduce heot 
transmission Photos: Julius Shulmen 












































MONTEREY PARK SCHOOL: PHOENIX, ARIZONA 


P/A CRITIQUE: ELEMENTARY SCHOOL CONSTRUCTION 


Acrosspoge—top, north side of the three- 
classroom wing with wall of muvilti-purpose- 
vnit at left; ond (right) looking along the 
sovth wall of the same unit. Bottom of page, 
typical classroom with acoustical-tile ceiling, 
asphalt-tile floor, blond fir plywood partition 
wall, and concentric-ring lights. 

Above—+sectional details showing simple 
bolt connection of columns to slob—for ready 
removal ond transportation to another site. 

Right—east side of multi-purpose building; 
below, interior of multi-purpose room 
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P/A CRITIQUE: ELEMENTARY SCHOOL CONSTRUCTION 








be discerned the engaging terrazze hippe- 
potamus. 





MONTEREY PARK SCHOOL: PHOENIX, ARIZONA 


Above and left—details of the kindergarten,” 
placed away from the other units at the south 
end of the group. 
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Los Cerritos School: South San Francisco, California 


JOHN LYON REID, ARCHITECT 
DARIEL FITZROY, ACOUSTICAL ENGINEER . 
ECKBO, ROYSTON & WILLIAMS, LANDSCAPE ARCHITECTS - 
ny aes 
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program A six-classroom, two-kindergarten primary school, economical in con- 
struction and resourceful in meeting the twin exigencies of limited 
space and limited budget. Particularly desired by District Superinten- 
dent James C. Cherry were provisions for a highly developed activity- 
type of teaching program. 
Fairly flat, trapezoidal site, distinctly limited in area, with busy traffic 
street along its northwest boundary and a secondary street on the 
southwest side. Almost constant, and sometimes disagreeable, winds 
from the northwest. 

solution The size of the site limited the number of classrooms, assuming alloca- 
tion of sufficient playground space, to a total of eight. To gain all space 
possible, the cross-over corridor scheme was developed—short connect- 
ing corridors leading to primary-grade classrooms from the single long 
corridor along the southeast side of the administration-cafeteria wing. 
Since kindergartens were considered wholly separate in activity and 
use, these occupy a third structure located somewhat apart at the south 
of the group and reached from the side street. To shield classrooms 
as much as possible from street noises, the administration-cafeteria 
building is placed near the busy street to the northwest—a placement 
that also helps to protect the whole complex from the northwest winds. 
For the same reason, the classrooms are arranged with high windows 
on this northwest side and extensive window areas on the lee side. 
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LOS CERRITOS SCHOOL: SOUTH SAN FRANCISCO, CALIFORNIA 


The unusual L-shaped classrooms (see details on page 80) were planned, 
in collaboration with Superintendent Cherry, to give the fullest 
potential to several activities taking place simultaneously in one room. 
Wholly movable furniture within them further expedites this type of 
program. Each of the rooms has its adjoining outdoor teaching area. 
The school is heated by a radiant-heating system, with soft-copper 
pipes embedded in concrete floor slabs. Concentric-ring lighting fix- 
tures provide even, glareless artificial lighting of approximately 30 
footcandles. No sound-deadening was used between classrooms, the 
partitioning consisting simply of 3%” plywood on both sides of the 
studding. For the benefit of others, the architect reports that “we have 
since found that this permits the passage of some sound between rooms, 
especially when a radio or phonograph is playing in one classroom.” 
In subsequent work, he favors partitions with a fibrous padding ma- 
terial placed between the studs and the plywood surface. Total con- 
struction cost of the school was $150,161.82, or a per-square-foot of 
$9.83 including all equipment. 
The structural frame is of lightweight steel, so designed that the entire structure 
frame was erected and completed before any wood-framing started. 
According to the architect, this resulted in a speedy erection procedure 
(approximately three and a half days). With the exception of the 
concrete end walls, dry finish was used throughout, with walls of ply- 
wood and ceilings of acoustical tile. The only plaster used is in the 
kitchen and toilet units. 


Below—detail of main entrance with cafeteria 
unit tleft) and administrative offices (right) 
The exterior redwood boards and bats which 
form the greater port of exterior wall sur- 
facing are stained New England Barn red; 
concrete wall areas are light gray and window 
trim is white. 

Right—in-wall tables in the cafeteria permit 
conversion of the dining room te a playroom 
in @ matter of minutes. Photos: Phil Fein 
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Room photographs end the section and plan 
on the facing page detail the unusual L-shaped 
classroom developed to meet the particular 
kind of activity teaching program that the 
school conducts. The elcoves provided by this 
shope facilitate the grouping of children who 
ere doing different things. All furnishings, 
including the bright-colored cabinet units, are 
movable, providing yet further flexibility of 
vse. The lower ceiling height of the souvth- 
extending cicove allows a clerestory band 
slong the inner wall; a continuous louver 
uni? (see section) outside the clerestory sash 
is provided for control of sunlight 
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The progress photos at left and below high- 
light the economical and speedy structural 
system—quickly erected light-stee!l frame; con- 

aa! wea crete end wells. Except for the letter, dry 
finish wes used throughout. 

At the time this school wes designed, the 
architectural firm was Bamberger & Reid, but 
the office name wes changed ofter Sid Bam- 
berger's death in 1948 
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Randall Holden School: Warwick, Rhode Island 


MACCONNELL & WALKER, ARCHITECTS 
WILLIAM CARPENTER, STRUCTURAL ENGINEER 
A. EHRENZELLER, HEATING ENGINEER 


A school with six classrooms; a primary room; an all-purpose room 
with kitchen for the use of P.T.A. meetings and an anticipated school 
lunch program; a small auditorium with stage; office for a teaching 
principal; library; health room; teachers’ room with kitchenette; stor- 
age rooms, and a medical clinic. Part of an extensive, school-expansion 
plan for Warwick (a rapidly growing suburb of Providence) whose aim 
is to provide an elementary school in the center of each neighborhood 
of approximately one-half mile radius, thus cutting need for bus trans- 
portation to a minimum. The medical clinic in the Randall Holden 
School to be one of two planned for the city’s elementary schools. 
Rectangular, level lot of 4.3 acres in the center of a newly developed 
area and bounded by secondary streets on three sides and partly by a 
cul-de-sac street on the fourth. 
A long L-shape scheme, located at the southeast corner of the property 
to give maximum free playground area and allow room for future 
expansion to the north and along the east property line. This organi- 
zation also places the auditorium and clinic nearest the principal traffic 
artery and keeps finished lawn areas to a minimum. As to exterior 
design, the architects tell us that their purpose was “to keep the build- 
ing in scale with the children and the residential neighborhood.” 
Heating of the building consists of a floor-panel system using 
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wrought iron coils, with room thermostats and a manually controlled 
blender. A manually operated exhaust fan takes air from classrooms 
through a duct system with grilles in the wardrobe ceilings; toilet 
rooms have separate exhaust fans. The auditorium is equipped with 
a system that has exhaust fans and a unit to supply tempered air. 

Directional glass block areas in both sides of the classrooms pro- 
vide glareless light, with venetian blinds installed (where needed) for 
light control. Flush incandescent lighting units with prismatic lenses 
provide supplementary lighting only, since the classrooms are not 
adapted for evening adult education, and the artificial lighting is 
needed only on dark or cloudy days. 

The school was built complete (furnishings and architectural fees) 
for $14.24 per square foot—or $12.79 for the building alone. 
The school is framed with steel-welded rigid frames, 16 feet on centers; structure 
exterior walls are of cavity construction (4” painted brick; 2” air 
space; 8” cinder block) with the cinder-block interior wythe left ex- 
posed and painted. 


Acrosspage — general view from southwest 
with mass of primary room (foreground) and 
classroom wing (beyond). 

Above—typical classroom with painted cin- 
der-block walls; acovustical-tile ceiling; cross- 
lighting, with directional glass-bleck panels 
in eoch side wall; aspholt-tile floor surface. 

Two photos at right—progress photos show- 
ing steel-weided rigid frames used 16 feet 
on centers in the auditorium (upper view) and 
in the classroom wing (below). 

Photos: Laurence E. Tilley 
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Madison School: Maricopa County, Arizona 


RALPH HAVER, ARCHITECT 

GUIREY & JONES, ASSOCIATE ARCHITECTS 
STEPHENS & HAMLYN, STRUCTURAL ENGINEERS 
M. M. LOWRY, MECHANICAL ENGINEER 

MARY LOUISE MCLEOD, COLOR CONSULTANT 


Plot. Plam 
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A school for 600 kindergarten-through-fourth-grade students. Plant to 
be designed to facilitate later expansion to a school for 1000 students 
through eight grades (additional classroom wings and auditorium, 
marked “new” on plot plan, now under construction). Complete sepa- 
ration between primary rooms and upper grades, a must. 

Ten-acre, fairly level site, with avenue along south border. 

A series of pavilions, connected by covered walks—the six primary 
rooms in a block at the west side of the group, the upper-classroom 
blocks, cafetorium, administration building, and future auditorium, 
aligned along the east side of the site. The architects state their design 
goal as a wish “to provide good natural light, good air conditions,” 
and the buildings to be “economical to maintain and esthetically pleas- 
ing.” All classrooms are oriented to receive north and south bi-lateral 
lighting. In the primary wing, the access sidewalk is along the north 
wall, with a deep overhang on the lower, south wall, providing sunlight 
control in the big windows. In the classroom pavilions, the access walk 
runs along the south wall of the units, with the roof extension forming 
the shelter above the walk; the roof slopes up to allow large wall-to- 
wall windows along the north wall. All classrooms have thermostati- 
cally controlled individual heating units, as well as individually con- 
trolled evaporative coolers. 

Color is an important factor in the scheme, though not apparent 
in the black-and-white pictures. Exterior walls are natural light gray ; 
fascias, lime yellow; trim, azalea; doors, persimmon; pipe columns, 
acacia green; and soffit of roofs and covered walks, laurel green. 

The construction contract was $203,297.12, including site improve- 
ment, paving, landscaping, and utility connections (a half mile away). 
Cost per foot, counting covered walks as half area, came to $5.90. 
A simplified rigid-steel (welded frames, 16 feet on centers) and wood- 
purlin system was employed for economy. All classrooms have asphalt- 
tile flooring and ceilings of acoustic tile. 


Acrosspage—view from rear of primary-room 
building, showing a corner of the administro- 
tien building, the cofetorium, and the three 
initial classroom peovilions, bordered by the 
covered walkway. 

At left—one of the primary rooms, with 
roof sloping wp te the clerestory, northern 
windows. 

Below—<a typical vupper-grade classroom, 
with the well-te-well windows on the north 
wall; @ narrow clerestery bend occurs on the 
south well, just under the sloping roof over- 
hang. Photos: Stuart A. Weiner 
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Top—under-construction shot of the cafetorium 
unit, with frames 16 feet on centers 

Center—typical classroom-povilion framing 
with high north wall designed to receive 
wall-to-wall windows (left) and lower south 
wall (right) with door openings to lead to 
outside corridor. The architect describes this 
as “oa simplified rigid-steel and wood-purlin 
system."" 

Bottom—frame of the primary-room build- 
ing and (immediately below) the finished 
building along this seme wall, showing the 
exposed steel-frame units and roof louver 
provided to contro! sunlight in the large south- 
ern windows. Fencing defines the individuc! 
ovtdoor classrooms 
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/e materials and methods 


School Construction— 1951 


This is a period in which to be ingenious and economical in school 
design. On the preceding pages we have shown four examples of steel 
construction systems, designed during a period when steel was not as 
closely allocated as it is now. We do not believe that the experiments 
and studies made between the end of the last war and the beginning of 
the current crisis need be lost; none of these is an extravagant system ; 
each was designed with maximum school space for fewest taxpayers’ 
dollars, as a major criterion. But the emphasis undoubtedly will be, 
for a time at least, on the lightest possible steel members, and perhaps 
an increasing use of reinforced concrete, and even wall-bearing ma- 
sonry construction for fireproof schools. The projects we have shown 
must be considered a starting point: the successful school architect 
must now find ways to keep the advantages of open space, wide spans, 
good light, and at the same time use less steel tonnage, less aluminum, 
less copper. 

The present situation is this: the United States Office of Education 
has been named the “claimant agency” for the government, authorized 
to present to NPA the needs for school building. Plans must be sub- 
mitted for approval to the Office of Education, an agency which, un- 
fortunately, has had no staff experienced in this sort of processing, 
and no data to tell it what the reasonable requirements are in the 
presently scarce materials or those that are likely to become scarce. 
At the moment, as the result of a meeting called by the A.I.A. Commit- 
tee on School Building Construction (at the request of the Office of 
Education, with the assistance of the Building Research Advisory 
Board), a building industry group is attempting to gather data on 
typical schools—how much steel, copper, and aluminum it is reasonable 
to expect and to request for a single-story, fire-resistive rural elemen- 
tary school, a multistory urban high school, and so on through five 
school building types in six regions. 

Many questions remain to be answered, of a very practical sort. 
For instance, will school architects be permitted to specify aluminum 
windows during the remainder of 1951? Perhaps not, because alumi- 
num is now a scarce material. And yet, by the time the plans now 
being drawn reach the stage of actual construction, the problem of the 
scarcity of aluminum may be solved (the aluminum-window industry 
claims that it will be) and some totally different material may be on 
the scarce list—one that today is beyond reproach in specifications. 

Let us hope that the designers will be sufficiently ingenious to 
make a virtue of a necessity. During the last war, the very problems 
of scarcities and allocations produced a number of new construction 
materials and methods; the value of the present situation may be that 
once more that will happen. In the meantime, there can be no stop to 
study and experimentation in every aspect of school design. No matter 
what the basic structure, the problems of acoustics and heating, light- 
ing and special equipment remain important. Hence discussions such 
as the one on the following pages remain as pertinent as they ever 
were. THE EDITORS 
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Lighting the School Auditorium and Stage 
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Now that most schools are providing good classroom- pene condi- 


tions, considerable attention is being di d to the sp d prob- 
lem of lighting the auditorium and stage. In this article, options for 
lighting @e school auditorium and stege are presented, analyzed, and 
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By CARL J. ALLEN” 


The school auditorium is the school’s, 
and in many cases, the community’s only 
place of group assembly. It must serve 
the needs of amateur Thespians, the 
choral group, the school band and or- 
chestra, and the guest speakers of the 
school and the community. In addition, 
it houses the school’s educational and 
recreational motion picture programs. 
In total, there are more stage and dra- 
matic presentations on the school stage 
than anywhere else in the country. The 
skyrocket growth of television and its 
needs for future stars and performers 
will stimulate an equal growth in student 
activities involving speech and drama- 
tic training. 


auditoriam size 


The auditorium and stage have been 
costly elements of a school plant in terms 
of capital cost per student-hour of use. 
The cost generally has been involved in 


* School Lighting Specialist, Ceneral Electric Company 
New Park, Cleveland, Ohio 





Abo lighting, ¢ lighting, and 
wall lighting enhance the design of this 
cuditorium in the Fitchburg Youth Li- 
brary, Fitchburg, Mossachusetts. The 
step-bock ceiling cove provides o@ soft, 
low level of atmosphere lighting; down- 
lights produce the major port of the 
illumination over the seating area; wall 
urns give a brightness pattern relief to 
the unbroken expanse of the brick wall 

Photo: Ezra StolierPictor 


the space required to seat the 1000 to 
3000 individuals these rooms were ¢x- 
pected to accommodate. Seating capaci- 
ties of this size are being avoided, not 
only because of their cost but also be- 
cause of the poor seeing and hearing 
conditions which too often result in such 
large auditoriums 

When an individual in an audience is 
seated much more than 75 feet from a 
speaker, the details of the speaker's ex- 
pression are generally lost. This is tied 
in with the fact that the critical angle 
of detail which an average individual 
can discern is about one minute of arc 
A quarter-inch movement of eyes or lips 
represents one minute of visual angle at 
75 feet. This appears to be a valid rea- 
son for limiting the depth of the audi- 
torium seating to about this distance. 

The width of an auditorium is indi- 
cated partly by the results of surveys 
which show that individuals will not 
voluntarily choose seats further to the 
side than 100° from the face of the 
stage opening (plan on page 90). The 
width is also restricted by the fact that 
in viewing motion pictures it is desirable 
to be seated within a 30° angle from the 
centerline of a matte screen or within 
22°, in the case of a beaded screq@. 
Outside this zone the screen brightneis 
drops off markedly. These visual @ 
quirements tend to limit the capacity @f 
an auditorium to less than 1000 seatee- 
even with a balcony. Where larger @- 
semblies are necessary a few times @ 
year, as in the case of commencement, 
they frequently can be housed in 
school gymnasium, where large seatiig 
capacities on folding bleachers can be 
provided. This leaves the auditorium to 
its role of being an intimate theater, 
where good seeing and hearing con@i- 
tions can be expected 

The initial plans for nearly all scho@lg 
call for an auditorium; yet the buil 
ing budget frequently demands s 
thing less. The auditorium ene 
is one compromise. In large secondaly 
schools, this type of dual-purpose roam 
generally has not been completely satij- 
factory, because of time and usage coi 
flicts between the major athletic . 
dramatic events. On the other hand, 
smaller elementary schools the pla 
area, assembly-type room equipped wit 
a simplified stage is reasonably success 
ful. Flat floors naturally do not provide 
good seeing conditions. Folding bleachers 
at the rear of the room can help this 
situation. In some schools, the only as 
sembly area initially provided may be 
the cafeteria-study hall with a raised 
platform at one end. Whichever type is 
used, proper lighting can improve the 
effectiveness of the room. 


auditorium lighting 


The lighting requirements of the audi 
torium may be approached in two way 

First is the need to provide general 
atmosphere illumination, wherein suit 
able brightness patterns are created to 
give the visual impression of a well 
lighted, esthetically pleasing room. The 
second is to provide supplementary audi 
ence illumination: i.e., controlled light 
over the seating area in an amount ade 
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30° DESIRABLE (W) 





SEATS IN SUCCEEDING 
ROWS STAGGERED FOR 
BETTER SIGHT LINES 


6XA MAX 





~ 
A SWITCHBOARD 
LOCATION WITH 
GOOD VISIBILITY 











55° FOR BEST APPEARANCE AND 
MINIMUM GLARE TO SPEAKER 


EVE LEVEL ABOVE 
+ 





Muate for reading programs, notes, 
pape rs, etc 

Flexibility in the lighting installation 
is desirable. For general assemblies, or 
Defore curtain time when programs are 
being read and friends recognized, a level 
®f 10 footcandles is recommended. For 
Btage and motion-picture presentations, 
@bout half a footcandle over the audience 
Beating area is generally sufficient. None 
of this light should be allowed to strike 
a motion-picture screen directly. If the 
area is to be used for study purposes, 
a 30-footcandle level is recommended. 

As the hours of use of the school audi 
torium in one year are generally not 
sufficient to justify the installation of 
fluorescent light sources—and because 
they cannot be easily dimmed to black 
out—the incandescent-type light source 
is ordinarily used for auditorium light- 
ing. Fluorescent lamps do have the ad- 
vantage of being a slender, extended 
source available in a variety of efficient 
and, hence, can be used where 
features are desired. 


colors 


these 


atmosphere lighting 

Atmosphere lighting in the auditorium 
may be accomplished in a variety of 
ways as shown (see pages 88-89). One 
trend is toward the use of step-back 
ceiling coves in which the light is di- 
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LOW BRIGHTNESS 
SILVERED BOWL COFFERS 





MAXIMUM SLOPE 134” PER FOOT 


APPROX. MAX. DISTANCE FOR APPRECIATING FACIAL EXPRESSIONS 


rected forward, with the light sources 
concealed from the normal view of the 
audience. Color may be incorporated in 
using reflectors or lens 
units with individual lamps, or by the 
use of reflectorized lamps with color 
roundels. Various levels of illumination 
and mixtures can be obtained by operat 
ing the circuits on dimmer control. One 
possible color combination is a light-blue 
and light-amber circuit. With these, 
either a warm or cool character can be 
introduced; in addition, by a balanced 
mixture of these two, a near white car 
be obtained. The surfaces to which the 
light is directed should be light and 
fairly neutral in color, if a full range of 
color effects is desired. 

Indirect lighting provided by sus 
pended fixtures, or from wall urns or 
coves, can be pleasing in quality and 
suitable for auditorium lighting pur 
poses. As it is generally desirable to 
reduce the number of suspended lumin 
aires to a minimum in the larger audi 
toriums, specially designed luminaires 
may be used, which incorporate a num- 
ber of fairly high-wattage lamps. In 
such equipment, or in wall units, the 
reflector-type lamps have been used to 
minimize the light depreciation, due to 
dust settling in the lighting equipment 
Where difficult, due to 


these coves by 


maintenance Is 


the mounting height, lowering hangers 
are useful. Suction-cup lamp changers 
on extension poles, used from moderate 
height step ladders can facilitate lamp 
replacements, when the lamps can be 
reached from directly below 

The area beneath the balcony may be 
lighted by large coffers of low bright 
ness. Where equipment cannot be re- 
cessed in the balcony soffit, a cove 
located across the rear wall containing 
reflector lamps directed out over the 
underside of the balcony may be em- 
ployed. 
audience lighting 
The atmosphere-lighting system may be 
very effective in building a pleasing 
brightness pattern in the auditorium, 
yet deliver relatively few footcandles 
over the seating area. The needed eddi- 
tional lighting over this area may be 
accomplished by direct lighting from 
large elliptical reflectors, lens plate units 
with opaqued risers, silvered-bowl-lamp 
louvered coffer units, or reflector-lamp 
downlights. This lighting should be so 
controlled in distribution that, even 
under darkened room conditions, a rea- 
sonable level can be produced without 
the audience being unduly aware of the 
light sources. One means of minimizing 
the presence of the light source is by 











CYCLORAMA FLOODLIGHTS 
14— 300. WATT FLOODS 
2 COLOR GRCUITS 
UGHT AMBER 
MEDIUM BLUE 
(GELATIN) 


CYCLORAMA F 

6-6’ STRIPLIGHT SECTIONS 

12 — 150. WATT 8.40 OR PAR.38 
3 COLOR CIRCUITS EACH 
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3— 6 STRIPLIGHT 

1? — 150.WATT R.40 EACH 

3 COLOR GRCUTTS 
MEDIUM AMBER 
MEDIUM MAGENTA 
MEDIUM BLUE 
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1000 WATT LINNEBACH PROJECTOR 
3000 WATT FOLLOW SPOT 
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auditorium-ceiling ports (left) 
auditorium-ceiling ports (right) 
first-border spotlights 

first borderlights 
second-borderlight batten 
cyclorama-floodlight batten 
side-stage spotlights 

floor pockets 

footlights 
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* frequently available for miscellaneous use. 
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UGHT 
AMBER. ETC (GELATIN) 


LENS SPOTLIGHTS WITH 
BEAM SHAPING 
° 


SDE STAGE SPOTLIGHTS 

6 — 500. WATT FRESNEL SPOTS 

4 GRCUITS — 2 PER SIDE 
COLOR, SURPRISE PINK (ETC) 


DISAPPE 
FOOTUGHT SE 
1%—75-WATT R30 EACH 
3 COLOR CIRCUITS 
FLESH PINK 


UGHT 
UGHT BLUE 


Above—for this stage layout, a contro! board with 50 12- 
step rotory switches, 10 SKW dimmers, six 2KW dimmers, 
and eight non-dim switch controls is suggested os o mini- 
mum arrangement 
Below—within this autotransformer contro! beard, each 
stage circuit terminates in a rotary switch; by this method 
the individual food circuits con be connected to any one of 
c@ number of dimmers, or directly to a line switch. 
Photo: courtesy of Klieg! Bros. 
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CONTINUOUS POWER 
CHANNEL 


ALTERNATIVES 
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Pp s in this con- 
sole board contro! the postion of remotely 
located motor driven dimmers. After the dim- 
mers have reached a given position, the po- 
tentiometers may be preset for the next ce 
Below—finger-tip operation of 12 dimming 
cirevits is obtained with this autotransformer 
type contro! board. The plug-and-jack panel 
permits the circuits to be grouped together 
ond allows this portable board to be used 
ot several locations. Total capacity is 12,000 
watts; individual circuit capacity is 2400. 
Photo: courtesy of Superior Electric Co. 

Photo: courtesy of Ariel Davis Manufacturing Co. 
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DIRECT LUMINAIRE 
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INDIRECT LUMINAIRES 
ALTERNATIVES 


using reflectorized lamps. Projector and 


reflector lamps cre available in a variety of spot and floor-beam patterns and 
range from 75 to 300 watts. Color filters, available in a wide assortment of 
hues, moy be snapped into the adjustable lamp holders 


the use of narrow beams of light tilted 
forward from overhead units in which 
the source brightness is concealed from 
view. The tilted unit, using a i150-watt 
PAR-38 projector spot lamp, is an ex- 
ample of this type of directional light- 
ing. F 


combination areas > 

Recessed or surface-mounted coffers, 
using either fluorescent lamps-or 
silvered-bowl incandescent lamps— 
equipped with metal louvers which shield 
the brightness and also protect the lamps 


from accidental. breakage—are possible’ 


solutions for lighting the elementary 


school: play-area, assembly-type_ rooms.‘ 


Some , indirect. lighting, for example, 
from protected ‘wall. urns, also: is* de- 
sirable.» For combination areas which 
are primarily gymnasium, typical indus- 
trial-type flyarescent or .imcandescent 
equipment with guards dffer the. sim- 
plest answer. 

stage lighting 
The requirements of, stage lighting are 
varied, hence the equipment arid con- 
trols should permit, as great. a ‘degree 
of flexibility as possible.» A typical fcom- 
plement of stage-lighting equipment for 
a moderate-size school stage is. shown 
(preceding page). For most school-stage 
purposes, the order of importance of 
the various kinds of stage-lighting equip- 
ment is: (1) auditorium-ceiling spot- 
lights, (2) first-border spotlights,~ (3) 
first-border striplights, (4) intermedi- 
ate-border striplights and ~ spotlights, 
(5) supplementary portable equipment 


spots, floods, and projectors, (6) side 
spotlights, ' (7) rear-stage cyclorama 
footlights and overhead floodlights, (8) 
footlights, Items (1), (2), (3), and (4) 
represent the minimum, initial equip 
ment usually required. 


AUDITORIUM-CEILING SPOTLIGHTS. 
These units light’the speakers on the 
stage apron and provide the necessary 
frontal fighting for actors on the stage. 
Controlled-beam . spotlights are recom- 
mended for this service. One of the most 
effective ways of accomplishing this is 
by.the use of ellipsoidal reflector-lens 
spotlights equipped with beam-shaping 
shuttersa With such units the beams can 
be confined to a specific acting area, and 
stray light-ecan- be kept off the pros- 
cenium arch by means of the framing 
shutters. Another. suggestion is to use 
sealed-beam spot lamps in housings de- 
signed to absorb the direct, stray light. 
Auditorium spotlights are usually lo- 
catedsin}the auditorium ceiling so that 
their beanis form a 45° angle with the 
horizontal when aimed at an actor stand- 
ing slightly | behind — the : first-border 
lights. Fpr spotlighting speakers on the 
tage apron, the vertical angle should 
be about, 55° to.minimize the effect of 
glare on the speaker. Two such units, 
located about 60° apart horizontally, 
give pleasing facial shadows and, at 
the same time, produce minimum dis- 
turbances to the speaker. The front face 
of the balcony frequently provides a 
convenient location for spotlights. In this 
location they give good vertical illumina- 
tion for stage presentations, but should 








not be used for lighting speakers, - be- 
cause of the high glare they_produce.* 
Ffast-Borpen SpoTLicuts./Because of 
their forward locations, these spotlights 
ean direct light from a favorable angle 
onto the acting areas. As the equipment 
is relatively close .to the areas . being 
lighted, fresnel-type; spothights are’ de- 
sirable because of their-soft-edge beams. 
The. trend in stage lighting is. to >the 
use of more spotlights of this type over: 
the acting area rather than multi-rows 
of~ borderlights. An average stage _is 
frequently divided into six acting areas 
—three across and two deep; each area 
generally is lighted from two spotlights 
—one from each side of the stage. 
While the incandescent light. source 
is well matched and quite flattering to 
the human complexion, in stage lighting 
it is frequently desirable to further en- 
hance the appearance of the actors. It is 
general practice to light an acting area 
with a warm-tinted light from one di- 
rection and a cool-tinted light from an 
opposite direction. This simulates the 
pleasing and-natural lighting effect pro- 
duced when a person is illuminated by 
the warm rays of the.sun and the cool 
light of the sky. Light scarlet,’ light 
flesh pink, and light straw color filters 
are commonly used for the warm effect; 
light steel blue and special lavender are 
used to produce the cool lighting’ effect. 
Borper StripuiGuts, The purpose of 
these continuous strips of lighting units 
is to tone the set and fill in those areas 
not illuminated ‘by the individual spot- 
lights. They are-usually arranged on 
several color circuits. Amber, magenta, 
and blue colors in the medium transmis- 
sions are suggested. Each color circuit 
needs its own dimmer control for flexi- 
bility in mixing colors. Provisions for 
interchanging these colors with other 
color filters are desirable. The secondary 
borderlights should be equipped with 
outlets for the use of additional spot- 
lights, the same-ras-used on the first 
border. . Shart - ladder-like - frameworks 
suspended from,the.ends of the border- 
strip battens provide means of support- 
ing-spotlights used for-cross-stage light- 
ing purposes. Lazy-tong devices, as used 
in ‘television studios, are also useful in 
this same application. Such provisions 
help keep the stage floor free of spot- 
light. stands and towers. 
SUPPLEMENTARY PORTABLE . EQuip- 
MENT., The most usefulsauxiliary type 
equipment for: usej,on/ the: stage is. the 
fresnel-type‘ spotlight" which’ can) be .ad- 
justed” to’.narrow.-:or .wide | soft-edge 
beams, ,.Where+a* broad, fleod> of light, 
creating ‘a!soft shadow, is 'desired,§the 
open “reflector floods,. with. color: filters 
or diffusing screens, are. used.» The 
brackets on. these units should .be such 
that. they can be used on pipe, stands or 
fastened-to'the back of stage’ scenery 
for illuminating -doorways,, background, 
scenery, etc.-Where. sharp-edge t beams 
of various shapes'are needed, the ellip- 
soidal reflector-lens spotlights are par- 
ticularly useful. For illuminating back- 
grounds from the floor, portable strip- 
lights are used. They are similar to the 
border striplights, but used in an in- 
verted position. Where it is desirable-to 


attain the dramatic effect produced; by 
a_narrow-beam, follow-spot operated 
fromthe balcony, the 300-watt incandes- 
cent spotlights may be used. Such units 
can produce up .to’75:to 90 footcandles 
at 100-foot distances 

The Linnebach lantern should be ‘in 
cluded in the supplementary equipment 
it-is' an open front, black enclosure, 
equipped with a concentrated light 

irce which projects any cut-out or 
transparent pattern placed in front of 
it.. This ‘type of scenic projector gives 
the stage crew and the school art de- 
partment valuable experience in shadow 
and transparency projection, and per- 
mits considerable saving in cost and 
time in preparing painted backdrops. 

REAR-STAGE OVERHEAD FLOODLIGHTS. 
These units may be of the border-strip 
light type or large reflector floods. They 
are generally used to light a sky-effect 
cyclorama or the background scenery 
in outdoor sets. Color is obtained by 
gelatin in frames which slip into the 
units. For good uniformity, and to mini 
mize-emphasizing any wrinkles or irre 
gularities in the cyclorama surface, they 
should be placed well forward, prefera 
bly about ten feet in front of the surface 
to be lighted. Rough, sand-floated, white 
cement plaster on the rear stage wall 
provides a reasonably good cyclorama 
Thin, theatrical scrim hung in front of 
such surfaces can greatly enhance the 
illusion of depth. 


the small school stage 


A minimum-budget auditorium and 
stage relighting installation is shown 
(top acrosspage). The reflector and pro 
jector lamps are employed for the stage 
lighting as they give a suitable degree 
of control, are convenient, and represent 
a low original cost. In suitable accessory 
equipment with provision for aiming and 
a means for holding color filters, they 
serve for many applications which do 
not require the flexibility attainable with 
the. regular stage-lighting equipment. 
As many. presentations on even a smal! 
elementary-school stage require beams 
of-light-whese size can. be .varied, a few 
good. theatrical spotlights should also 
be provided. 


control equipment 


The goal in stage-lighting control equip 

ment is to obtain the maximum flexibility 
fora given investment. One way of at 

taining this is through the use of auto 

transformer. dimmers which can be s¢ 

lectively connected to the various stage 
cigcujts> The autotransformer will satis 
factorily: dim.any. practical load up to 
its rated .capacity., While lower in cost, 
the resistance-type dimmer is generally 
limited to'a given.wattage, thus it does 
not permit. the. flexibility possible with 
autotransformer dimmers. The electronic 
and saturable-reactor type dimmers per 

mit,remote control board operation, and 
are ideal where their higher cost can 
be justified. Remate operation is als 
possible. with. motor-driven dimmers 
Motor drive is valuable on house-lights 
circuits as the control points may be 
conveniently located at a number of lo 
cations such as in the projector booth, 


LIGHTING THE SCHOOL AUDITORIUM 


Above ond below—o well lighted rostrum is 
@ needed accessory for any cauditerium. in 
this rostrum, two 8-watt minicture fivorescent 
lamps illuminate the speoker's motes and cast 
a pleasing glow on his face. A silent, electric 
timer poces his presentation and turns on on 
iltumineted warning when the time is ex- 
hevsted. A switch card on o retrecting reel 
permits the speaker to signe! the slide oper- 
tor, even if he walks away from the ros- 
trum. In this custom-built rostrum, «@ motor- 
ized elevating system raises or lowers the 
stand to suit the speaker's height 
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at the rear of the auditorium and on 
the stage at the control board. 

Three general types of interconnect 
devices are used to obtain flexibility; 
they are: (1) heavy duty rotary 
switches, (2) flexible-cord plug-and- 


jack panels, and (3) cross-grid inter- 


connect panels. The rotary switches pro- 
vide easy and convenient interconnec- 
tions. The plug-and-jack system is lower 
in cost, but not quite as convenient to 
operate. The cross-grid interconnect sys- 
tem permits maximum flexibility, but 
should be used only by experienced per- 
sonnel, if it is not of the dead-front 
type. Silent-type magnetic circuit- 
breakers are now widely used for on-off 
control, and for providing the necessary 
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overload protection for both stage cir 
cuits and dimmers. 

Each control board should be provided 
with a drawing showing all stage cir 
cuits, interconnect facilities, and capaci 
ties of the dimmers. Unfortunately for 
the students, this is seldom done and an 
air of unnecessary mysticism frequently 
surrounds the board. 

In considering the lighting equipment 
for a school stage, it is well to establish 
a complete master plan. Frequently all 
the equipment may not be obtained 
initially. With a definite goal in mind, 
the most useful equipment should be 
installed first and the additional equip- 
ment obtained in the order of their use 
fulness. 


Above and below—176 100-watt lens plate 
units in five stepbock coves provide comfort- 
ate general lighting in this high school audi- 
torium ot Maple Heights, Ohio. Dimmers are 
used for grodvc!l tronsition. Spotlights are 
located in the ceiling and balcony front to 
furnish frontal lighting for dramatic presento- 


thons. 











Causes and Remedies of Plaster Cracks 


By V. H. NOBLE* 


For the past few years, more than 
one and one-half million yards of gyp- 
sum plastering work has been fin- 
ished daily on the walls and ceilings 
of buildings throughout the country. 
In the greatest majority of jobs, this 
plaster work has performed its in- 
tended purpose of providing a hard, 
smooth, monolithic surface that is 
sanitary and fire-resistant. Further, 
it has either provided its own decora- 
tion in the finish coat or has been 
ready for any subsequent decoration 
an architect or owner wished to em- 
ploy. On a minor percentage of this 
vast acreage of plastering finished 
each day, however, some cracking has 
occurred—generally as a result of job 
conditions. These conditions may be 
structural weakness of the building, 
incorrect lathing, improper propor- 
tions or application of the plaster, 
atmosphere, or other causes. Such 
cracking requires spackling prior to 
final decoration, or other special cut- 
ting and repairing of the crack to 
eliminate it visually and to restore 
the monolithic appearance of the sur- 
face. 

When cracking occurs, there is 
often a tendency to blame the gyp- 
sum-cement plaster, without consid- 
ering that the gypsum cement com- 
prises only about a quarter of the 
component materials in a plaster mix 
and without giving full consideration 
to either the base over which the 
plaster was applied or the conditions 
under which each was applied. Quite 
often, when plaster cracks occur in 
a unit, the plaster will be blamed be- 
cause cracking did not occur in a 
similar unit. No two buildings, or 
parts of buildings, though alike in 
design and materials, can be built at 
the same time, under the same atmos- 
pheric conditions, and by the same 
mechanics. 


plaster slab will not crack of itself 


In considering the reasons for plas- 


* Products Engineer, Lath and Plaster, United States 
Gypsum Company 


ter cracks and determining methods 
which may be employed to avoid 
them, it should be understood that a 
plaster slab cracks only when some 
excessive external force is applied to 
it or when some excessive internal 
strains are produced within it. The 
stresses that are conducive to crack- 
ing may be introduced by movement 
ih the building frame, by movement 
of other components of the building 
over which the plaster is applied, 
variations in atmosphere surround- 
ing the slab, or a combination of these 
factors. It should also be understood 
that, quite generally, plaster slabs 
become more susceptible to cracking 
from such stresses as thickness is re- 
duced, or aggregate ratio increased, 
thus creating a weaker plaster. As 
a corollary, the plaster can be cracked 
more readily if excessive stresses are 
encountered before the plaster is dry 
and has attained its full strength 
With these important factors in 
mind, some of the problems and con- 
ditions that are conducive to cracking 
in plaster will be examined 


specifications 


It would be well to start with the 
job specifications under which the 
lathing and plastering are to be per- 
formed. A few questions regarding 
them would furnish interesting in- 
formation: 
a. Do they clearly set the standards 
intended? 
b. Do they show the lathing and 
plastering contractors what kind of 
materials shall be used and how 
they shall be installed? 
c. Do they tell the contractor what 
proportion of gypsum-cement plas- 
ter to aggregate he shall use, to 
what thickness the plaster mix shall 
be applied, and so on? 
d. Assuming that the specifications 
are clear and definite, is the job 
inspection of such a caliber that one 
can be sure that the materials being 
used, proportions, workmanship, 
and application are in accordance 
with the specifications? 
Affirmative answers to these ques- 


tions are important, for these factors 
can make the difference between a 
good plaster job and one which could 
result in objectionable cracking 


plaster bases 
Unit masonry—gypsum block, clay 
tile, or porous cement block—must 
be sound, well laid in full mortar 
joints, properly anchored to door 
bucks at jambs and heads, and pro- 
vided with good lintel support. Ce- 
ment block should be well cured and 
stable, as green blocks are susceptible 
to shrinkage, often producing crack- 
ing within the block construction 
which can go through the plaster and 
become apparent as cracks in the 
plaster surface 

All metal and gypsum lath, the two 
most common plaster bases, should 
be properly installed. Improper nail- 
ing, poor tying, and excessive spans 
for the lath can easily result in crack 
ing of the plaster slab. The American 
Standards Association in its Stand- 
ard A42.4-1950, Specifications for In- 
terior Lathing and Furring, describes 
the proper installation methods for 
all standard lathing; this data is sup- 
plemented by manufacturers’ detailed 
specifications for standard lathing as 
well as special lathing systems 

Poor foundations or poor structural 
framing, whether in wood, steel, or 
concrete, often result in plaster 
cracks. These are structural defects 
and cannot be corrected in the lath 
and plaster work. The remedy is 
proper design and installation of the 
structural parts of the building 


care in mixing 

When one understands that the gyp 
sum plaster is a cement that is in- 
tended to weld the aggregate into a 
monolithic unit, the fallacy of spread 
ing the cementing agent too thin can 
readily be seen. Normally, the scratch 
coat of plaster is proportioned with 
one part of gypsum-cement plaster 
(by weight) to two parts of aggre- 
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Right—chart of typical test results on dry 
plaster cubes, showing decrease in compres- 
sive strength as ratio of gypsum to aggregate 
decreases. Tensile strengths similarly decrease 
as aggregate ratio increases. . 


gate (weight of sand or cubic feet of 
lightweight aggregate); the brown 
coat is composed of one part of gyp- 
sum-cement plaster.to three parts of 
aggregate. The scratch and brown 
coats together form the base coats of 
plaster, and are the backbone of the 
plastered surface. The finish coat is 
a thin veneer to provide surface 
leveling or texture only, and as 
such, does not add crack-resistance 
strength to the wall or ceiling. 

If excessive quantities of aggre- 
gate are used, for example when the 
aggregate is porportioned to the gyp- 
sum in ratios of 4, 5, or 6 parts in- 
stead of 2 to 3, the gypsum-cementing 
agent will be spread so thin that it 
cannot adequately coat and bind the 
particles of the aggregate. Such a 
proportion materially decreases the 
strength of the plaster slab (see 
chart) and makes it more susceptible 
to failure under thus less 
crack-resistant. 

Lightweight aggregates used in 
proportions similar to those of gyp- 
sum-sand plaster—that is, 100 pounds 
of gypsum to 200 pounds of sand, as 
compared to 100 pounds of gypsum 
to 2 cubic feet of lightweight aggre- 
gate—typically obtain up to 85 per- 
cent of the set dry strength of the 
usual gypsum-sand mix. Although it 
is not possible to make a direct com- 
parison of strength in crack resis- 
tance between two plasters having 
different .aggregates, considerable 
caution should be used in permitting 
more than the normally specified 
amounts of aggregate, if a reasona- 
ble degree of safety against weak 
plaster surfaces is to be insured. 
Lightweight aggregates are generally 
satisfactory for use with gypsum 


stress, 
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plaster.* With’ increased availability, 
both*perlite’ and -vérmiculite’ are’ be- 
ing‘ uséd more frequently ‘in’ small 
homes as.well’as‘in larger projects 
which: often ‘require higher fire rat- 
ings than sand ‘aggregate’ will ‘effect. 
Lightweight aggregates are particu- 
larly adaptable for this field. 

Each) type of ‘lightwéight aggre- 
gate requires’ job“handling strictly 
in‘ accordance with’ its* particular 
characteristics. Perlite and. vermicu- 
lite both require more mixing ‘water 
than sand to bring “the mortar -to 
the proper application -consistency. 
Vermiculite requires approximately 
twice as ‘much water as sand to 
achiéve: the’’same plasticity; there- 
fore, careful attention must be paid 
to heat! and ‘ventilation’ to remove 
the additional excess moisture from 
the plastered areas of the building. 
The. ‘same is’ true of perlite, but to 
a much lesser’ degree. 

Both aggregates develop a higher 
degree of suction in the basecoat than 
sand,, if allowed to dry completely. 
This condition often necessitates. a 
light: spraying ‘of -the- basecoat' with 
water in order to reduce the suction 
immediately before applying ‘the 
finish’ coat of plaster. 

Gradation” of . lightweight aggre- 
gates, as with sand, must be observed, 
and in addition, the lightweight ag- 
gregates must meet a weight speci- 
fication. The standards for plaster ag- 
gregate are set forth in the American 
Standard Association’s and manufac- 
turers’, specifications, and conform- 
arice’ to them will help materially in 
insuring quality plaster work. > 


thickness of plaster 


There are’ definite standards estab- 


lished* for: the: thickness’ of~ plaster 
over thé various plaster bases: in no 
case can it*be léss than one-half irich. 
‘The allowance’ for ‘the finish’ coat is 
approximately 1/16”, whith requires 
-the ‘base ‘coat to*be"7/16” for" % 
grounds. This is a’ minimum’ thick- 
‘ness for plaster over ‘gypsum ‘lath 
arid ‘gypsum *tile.. The’ standard for 
‘other Masonry units‘and-metal ‘lath 
is 5”; invluding the ‘finish over the 
surface ‘of. the plaster base. 

Certain types of construction or 
fire ratings may require an‘increase 
in’ plaster thickness (and/or an in- 
crease in the gypsum''to aggregate 
ratio) but never a thinner applica- 
tion of plaster than the’ standards 
established: Job experience indicates 
that thin applic ations of plaster often 
evidence cracking where normal ap- 
plications. to standard grounds do 
not: This condition is a direct result 
of the ‘inability of thin sectional 
areas’ to resist external forces as 
adequately as thicker, normal appli- 
cations of plaster. Thinner than nor- 
mal applications of plaster are not 
conducive to good plastering. 


heating and ventilating 


Among the most frequent causes of 
plaster cracks are improper heating 
ani ventilating conditions. Although 
the subjéct will not be. discussed in 
this review; because of space limita- 
tions, the architect must, through 
specification and supervision, see that 
the subcontractor observes’ the 
proper heating and ventilating. re- 
quirements for quality plastering. 


other precautions for better jobs 


Other, precautions. must be,taken> as 
‘dictated by special job. eonditions: 











steps to good plastering 


sound structural frame 


good plaster bases correctly installed 


proper proportions of gypsum and aggregate 
application. to, full standard thickness 


adequate heat ‘and: ventilation - 


. 


_* 


set of base-coat plaster in normal range of 2 to 4 hours 


trowel cutting base coat prior to set around openings 


Radiant-heating systems present 
their own problems. Those systems 
with the heating medium embedded 
in the plaster slab require special 
provisions. The heating system 
should not be used for heating during 
or after plaster installation until the 
plaster is normally, dry, thus ‘having 
attained its full strength. - Other 
means such as portable, “temporary” 
heat circulators should be employed 
during this period if weather condi- 
tions are cold enough to require heat- 
ing to maintain an indoor ae aad 
ture of over 55F. 

To minimize cracking in ‘these joke 
having embedded tubing,’ it. is dlso 
important tothave at least a 3%” 
thickness of plaster below the pipe 
or tubing. As the embedded tube de- 
creases the sectional area.of the plas- 
ter, this 94” minimum thickness be- 
low the coil is required to enable the 
plaster. to resist stress adequately. 
The total thickness of plaster- will be 
42” minimum plus the outer diameter 
of the coil and its spacing from the 
plaster base which will vary depend- 
ing .on its alignment._with the base. 

Cracking at the corners of open- 


ings in plastered areas, such as doors,’ 


windows, panels, recessed 
lighting fixtures, and so on, is often 
seen. Research and.job experience 
have indicated that such cracking can 
be minimized by cutting the base coat 
plaster around these frames with the 
edge” of «the -trowel after. the plaster 
has been rodded -level and‘ before it 
sets. C utting around the opening, with 


access 


the edge of the.trowel to. the plaster’ 


base, leaves a small,spa¢e for expan- 
sion,.so that a*slight. movement. in 


the frame canbe absorbed ‘without ' 


exerting an excessive ‘stress in the 


plaster slab. The application of: the 
finish éoat will conceal this cut space 
it» must, he applied’ after | the ' hase 
coat ‘has obtained greater strength 

Wherever_wood,window frames or 
door. jambs serve as.a plaster ground, 
it is.well to.prime.coat the.back .ad- 
jacent..to,. the’ plaster’ with’ a-sealing 
type 'of~paint’ which’ will: minimize 
the absorption of moisture ‘from the 
plaster. In addition,’ it is‘also’well to 
trowe] cut. around them to provide 
some room for expansion. 

This type of corner cracking has 
been equally troublesome at windows 
Today, window frames are quite of- 
ten métal, and provisions are made 
for radiators or convectors below the 
frame. The heat from the radiator 
or from the sun striking the metal 
sill or jamb can raise the tempera- 
ture sufficiently to cause expansion 
and to induce a force in a plaster slab 
that has been brought up tight 
against it. By trowel cutting the base 
coat plaster along the edge of the 
frame at least 12” from each corner, 
space will be prt od within which 
the sill or jamb can move somewhat 
without inducing a serious stress on 
the plaster slab. Here again, the finish 
coat will fill the surface of such a 
cut and bring the finished plaster 
surface tight to the metal frame 
Where plaster is detailed flush with 
the face of the jambs, however, it 
is common practice to form a “V” 
groove in the finish coat to relieve 
a possible chipping of that surface 

In thin-partition construction, such 
as solid plaster partitions, struts with 
excessive cross section are frequently 
used to fasten heads of bucks to the 
slab above. These struts can contri- 
bute much to the occurrence of “ear” 


PLASTER CRACKS 


cracks as they weaken the plaster 
surrounding them 

It is generally good practice to have 
all wires pulled through rigid electric 
conduit before plastering. Occasion- 
ally a wire may be difficult to pull, 
and if done after plastering, -particu 
larly when the plaster still-contains 
free moisture and -has’not gained its 
full normal strength, sufficient force 
may be employed in pulling to cause 
cracking in the plaster 

This discussion has dealt primari 
ly with plaster cracks that are 
through the base coat and the finish 
In white coat finishes (gypsum gaged- 
lime putty trowel finish), a frequent 
complaint is craze cracking, an in- 
terlocking series of surface cracks in 
the finish somewhat resembling a net 
This type of cracking, which often 
becomes evident at the time of paint 
ing, is usually due either to a low 
percentage of gaging plaster or lack 
of troweling. Lime putty does not set 
and it shrinks on drying. Gypsum 
gaging plaster, in the proportion of 
about one part gypsum to two parts 
lime on a dry-weight basis, is blended 
with the lime putty to furnish a defin- 
ite set and early hardness to the 
finish coat. By virtue of its charac- 
teristic of expanding on setting, it 
helps to eliminate “checking” due to 
shrinkage of the lime. When the 
amount of gypsum-gaging plaster is 
reduced below the recommended pro- 
portions, additional troweling, with 
water to lubricate the trowel on the 
surface of the finish, is required to 
avoid this check cracking. Thus, the 
remedy for this type of cracking is 
relatively simple: either use the pro- 
per amount of gaging plaster or 
trowel the finish more 





tv outlets for the home 


Above—isometric plans show suggested loca- 
tions for television outlets and distributor: each 
outlet receives signals from the same antenna 
Moss & Sons, Long Island builders, have in- 
cluded this equipment in a 140-unit housing 
development designed for them by Dominick 
Salvati & Sons, Architects. 

Right—this device distributes four output 
signals of equal strength to locations shown in 
plans above 

Far right—a short length of coaxial cable 
and @ special plug which fits into this wall 
outlet connect television set with antenna. 


98 Progressive Architecture 


It is considered probable that most 
families will eventually have from two 
to four television receivers installed at 
various locations within the home. In 
anticipation of this condition, a signal 
distribution system has been developed 
which permits four television sets to be 
operated simultaneously from one an- 
tenna. Installed at the time of construc 
tion, all wires are concealed within the 
walls; thus, this equipment eliminates 
the unsightly, inconvenient, and ineffici- 
ent antenna installation common today 
and its attendant “afterthought” wiring 
The over-all cost of the home is increased 
by only the slightest margin. Antenna 
signals are fed to a built-in distribution 
device, known as a four-set coupler, by 
standard television lead-in cable. Four 
cables plugged into receptacles in the 
coupler are led to points where receivers 
are most likely to be installed 

Rigid specifications have been estab 
lished fox this system and its component 
parts. The more important of these are: 

(1) The antenna shall receive all 
signals present in the area with suffici- 
ent efficiency to provide good pictures 
on all receivable channels. It shall be 
constructed of 3S Hard aluminum sean 
less tubing with dowel-supported ele 
ments. All insulators shall be nonhygro 
scopic and all parts shall be noncor 
rosive, 

To satisfy this specification, the ar 
tenna must be of a much better quality 
than is usually installed by a service 
firm for the individual set buyer 

(2) The distribution device shall 
furnish four output signals of equal 
strength. A receiver connected to any 
output shall not interfere with those 
connected to other outlets through the 
antenna system. A short circuit or other 
incorrect condition placed deliberately 
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or accidentally across one outlet shall 
not affect the efficiency of the other 
three. All outputs shall be designed for 
coaxial cables. The device shall contain 
no vacuum tubes nor require any electric 
main power for its operation. It shall 
require no maintenance or adjustment. 

The provision for coaxial cable output 
insures that the cables can be installed 
in the walls or partitions with a mini- 
mum of interference. As this equipment 
carries no power, Underwriters’ rules 
need not be considered when making 
layouts 

(3) The coaxial cables shall conform 
to Joint Army-Navy specifications 

The commonest coaxial cable used 
vith this system is RG-59/U which has 
an outside diameter of 0.343 

(4) Outlets shall be single-gang plates 
suitable for use with standard outlet 
boxes of the type ordinarily used for 
main receptacles. They can be provided 
with coaxial fittings which are highly 
efficient at television frequencies. They 
shall be painted to conform with the 
decor of the room in which they are 
installed. 

This system, as manufactured by the 
Brach Manufacturing Corporation, Di 
vision of the General Bronze Corpora 
tion, Newark, New Jersey, is now avail- 
able from many radio and electronic 
parts jobbers throughout the country 
and may be installed by any electrical 
contractor with a minimum of time 

Moss & Sons, Long Island builders, 
are using this equipment for the first 
time in a development of 140 homes now 
under construction. It is their conten 
tion that the installation of a television 
antenna and outlets in private homes 
leserves the same careful consideration 
and planning that is given to heating, 


ghting, ar ventilating 














left and above—formed of welded-tubvlar steel and Douglas fir, 
each grondstond section seats 55 spectators. Con be pulled out or 
folded back by one person. Folded assembly is protected by ply- 
wood ponels. Beatty Sofway Scoffold, inc., Tunnel Ave. & Beatty 
Rd., San Francisco, Calif 

Right—stack chairs designed for classroom use by Architect J 
Robert F. Swanson. American Seating Co., Grand Rapids, Mich 


air and temperature control doors and windows 


Smuandiies Model DMS 4 Residential Aluminum Door 


nny» Seedy pe ie mer .. Burbank, Calif sanitary equipment 
' Commercial! Dishwashing Machine 
electrical ae lighting 


Sle “Ray ~ 


RST-EA-A Electronic Amplifier: « 


Foot-Pede! Soap Dispenser 
Mid-Century Spotlight 


Revolving Door Drains 
finishers and protectors one 
Multi-Clean Asphalt Tile Preserver 


Self-Contained Air Conditioner 


insulation (thermal, acoustie) 


Acoustical Plaster 


construction 


Built-Up Roofing Selector A 


interior epee 


Lumite Fabri 


surfacing materials 
Sta-Tite 
Expanded Wing-Base Screed 


Wall Covering 


Wood Hospital Furniture: f - 


; ted of " " arts 


August (95/ 





MANUFACTURERS’ LITERATURE 


Editor's Note: ltems starred are particu 

larly noteworthy, due to wnmediate and 
* widespread interest in their contents,. to 

the conciseness and clarity with which in 
formation is presented, to announcement of a new 
important product, or to some other factor which 
makes them especially valuable 


alr and temperature control 


1-111. Pittsburgh Gas Unit Heaters, 
AIA 30-C-43, 6-p. illus. folder. Gas-fired 
unit heaters with cast-iron heat ex- 
changers, for heating, ventilating, and 
drying commercial and industria] build- 
ings. Models, sizes, capacities, safety 
features, measurements for installing. 
Automatic Gas Equipment Co., 301 
Brushton Ave., Pittsburgh 21, Pa. 


1-112. Manufacturers Ventilatmg & 
Heating Equipment, 1951. Portfolio of 
data sheets describing window ventila- 
tors, floor-air circulators, filtered blow- 
ers, and various types of fans. Sug- 
gested price list for dealers. Berns Mfg. 
Corp., 3050 N. Rockwell St., Chicago 18, 
Ill. 


Machines, AIA 
30-F-22 (30B1), 6-p. illus. folder on 
packaged refrigeration machine for 
cooling water or brines for air-condi- 
tioning and industrial process applica- 
tions; adaptable to electric motor, gas 
or diesel engine, and turbine drive. Ad- 
vantages, general specifications, typical 
installations. Carrier Corp., Syracuse 1, 


N. Y. 


1-113. Refrigerating 


1-114. Heating, Air Conditioning, AIA 
30-F-1. Portfolio of illus. folders con- 
taining general and technical data on 
both gas- and oil-fired winter air con- 
ditioners, furnaces, and burners. Speci- 
fications for all equipment, thumb in- 
dex. Meyer Furnace Co., Peoria, III. 


1-115. Norman Three-Sixty (360-12-N), 
single data sheet describing gas-fired 
overhead heater, circular in design, for 
close ceiling mounting in commercial 
and industrial buildings; 360° horizon- 
tal heat distributed through seven dif- 
fusor rings. Advantages, operating 
principle, cutaway view. Norman Prod- 
ucts Co., 1150 Chesapeake Ave., Colum- 
bus 12, Ohio. 


1-116. The Story of Perimeter 
Heating (D51-6), 20-p. illus. book- 

let. General information on na- 
ture, proper use, and application of 
perimeter insulation for standard heat- 
ing systems. Installation method illus- 
trated by diagramatic sketches. Types 
of glass-fiber insulation. Owens-Corning 
Fiberglas Corp., Toledo 1, Ohio. 


1-117. Practical Pointers on Air Condi- 
tioning (1059 FC), 16-p. illus. booklet 
covering phases of air treatment, prop- 
erties of air, and application of diversi- 
fied types of equipment to solve air- 
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control problems. U. S. Air Condition- 
ing Corp., 3300 Como Ave., S.E., Minne- 
apolis, Minn. 


construction 

3-97. Steel and Aluminum Building 
Panels, AIA 17A (BP-1), 40-p. illus. 
catalog on building panels for use in 
floors, walls, roofs, and partitions. De- 
tailed panel selection tables, fire-resis- 
tance ratings, panel-electrification data, 
specifications, recent installation photos. 
Detroit Steel Products Co., 3209 Griffin 
St., Detroit, Mich. 


3-98. A Portfolio of Architectural 
7 Designs for Plywood Built-Ins 

(51-50), 16-p. portfolio containing 
over 50 achitectural drawings of indoor 
and outdoor built-in units designed for 
all residential areas. Built-ins include 
storage units in living rooms, breakfast- 
bar and dining-room partitions, closets, 
garden-tool storage bins, etc. Plywood 
grade-use information, finish data, con- 
tents table. Douglas Fir Plywood Assn., 
Tacoma Bldg., Tacoma 2, Wash. 


3-99. Cool Beauty for Modern Homes, 
4-p. illus. folder on built-up roofing ma 
terial made of pure crystalline white 
limestone granules, said to have un 
usually high heat reflectivity. Advan 
tages, typical applications. Kaiser 
Aluminum & Chemical Sales, Inc., 
1924 Broadway, Oakland, Calif. 


3-100. Metlwal, 12-p. illus. booklet. Gen- 
eral data on movable steel partitions 
and paneling for all commercial and in 
dustrial interiors; also steel doors and 
accessories. Elevation and section draw- 
ings, construction and method of in 
stallation, specifications. Martin-Parry 
Corp., 1455 Alexis Rd., Toledo, Ohio. 


3-101. Summary of Metal Lath and 
Plaster Fire Resistive Ratings, 4-p. 
folder. List of 85 fire-resistance ratings, 
ranging from one to four hours, for 
commonly used types of metal lath and 
plaster partitions. Summary gives thick 
nesses required in providing metal-lath 
and plaster fire-protection for columns, 
steel beams, girders and trusses, steel 
floor and roof deck assemblies. Metal 
Lath Mfrs. Assn., Engineers Bldg., 
Cleveland 14, Ohio. 


3-102. Is Your Roof Cracked, Bulged or 
Wrinkled? 6-p. bulletin illustrates al- 
most every type of roof damage; patch- 
ing and leak-stopping methods are 
given, also means of resurfacing and 
renewing old roofs. Photos. Monroe 
Co., Inc., 10703 Quebec Ave., Cleveland, 
Ohio. 


3-103. Engineered Timbers, AIA 19-B-3 
(T5R), 8-p. pamphlet describing forms 
and uses of glued laminated timbers 
Table of sizes and properties; dimen 
sions, sizes, and weights of typical roof 


trusses with dimensions of bearings. 
Photos of applications. Timber Struc- 
tures, Inc., 3400 N. W. Yeon Ave., Port- 
land, Ore. 


doors and windows 

4-109. Complete Wood Window 
% Units, AIA 16L. Portfolio file 

folder containing installation and 
specification data sheets for gliding 
windows, casements, and other types of 
wood window units. Details, elevation 
and plan sections; two booklets illus- 
trating residential installations of win- 
dow units are also included. Andersen 
Corp., Bayport, Minn. 


4-110. Door Butts and Hinges, AIA 27 
(ASAHC Section EB), 24-p. illus. hand- 
book providing information on different 
types of hinges and hinge parts used 
for ordinary full-sized doors. Construc- 
tion and finish data, drawings, miscel- 
lany National Contract Hardware 
Assn., 420 Madison Ave., New York 17, 
N. Y. ($1 per copy; make check or 
money order payable to National Con- 
tract Hardware Assn.) 


4-111. Pittsburgh Data Sheet Handbook, 
72-p. catalog. Technical data on plate 
glass, Twindow insulating units, Hercu- 
lite tempered glass doors, structural 
glass, mirrors, sash, moldings, etc. De- 
tails, other drawings. Pittsburgh Plate 
Glass Co., 682 Duquesne Way, Pitts- 
burgh, Pa. 


electrical equipment, lighting 

5-71. Lighting Guide to Better Drafting 
(LS-137), 8-p. illus. leaflet recommend- 
ing types of lighting systems for better 
drafting, correct illumination for trac- 
ing tasks and other drafting operations. 
Helpful suggestions for proper position- 
ing of drafting boards, drawings, 
photos. General Electric Co., Nela Park, 
Cleveland, Ohio. 


5-72. 9300 Series (9300). 6-p. folder 
describes new fluorescent ceiling fixture 
with low brightness, high output; is 
easily installed for continuous runs or 
as single units. Specifications, average 
brightness data, installation procedure, 
coefficients of utilization, advantages, 
applications. Holophane Co., Inc., 342 
Madison Ave., New York, N. Y. 


5-73. Coolite, AIA 25A-3-5-6, 12 p. illus. 
booklet on heat-absorbing and glare- 
reducing glass, blue-green in color, de- 
signed to give comfortable working 
light in commercial and industrial build- 
ings. General information, specification 
data, typical installation photos. Missis- 
sippi Glass Co., 88 Angelica, St. Louis, 


5-74. Color is How You Light It 
2 (FL-420), 24-p. booklet. Simpli- 
fied lighting guide for commercial 








and home decoration analyzes appear- 
ance of 40 popular colors under eight 
white light sources (seven fluorescent 
tubes and incandescent bulb) now avail- 
able. Color definitions, samples and ap- 
plications, bibliography. Sylvania Elec- 
trie Products, Inc., 1740 Broadway, New 
York, N. Y. ($1 per copy; make check 
or money order payable to Sylvania 
Electric Products, Inc.) 


finishers and protectors 

6-37. Pre-Harmonized Wall Paints 
(A-305), color chart containing color 
samples of oil-base paints that are self- 
sealing and washable. Eagle-Picher Co., 
American Bidg., Cincinnati 1, Ohio. 


6-38. Modern Maintenance, 48-p. illus. 
catalog presenting over 100 mainte- 
nance, floor treatment, and sanitation 
products, for ceiling-to-floor coverage in 
every kind of building. Products include 
floor finishes, calking compounds, paints, 
polishes, disinfectants, roof coatings, 
maintenance equipment, etc. Drawings, 
photos, two indexes. Hillyard Co., St. 
Joseph 1, Mo. 


6-39. Liquid Raw-Hide, AIA 25-B-17, 
4-p. brochure on resin-free, sun- and 
mildew-resistant redwood and cedar fin- 
ishes. Advantages, general instructions, 
specifications. Linseed Oil Products Co., 
359 Del Monte St., Pasadena 3, Calif. 


6-40. Skybryte, 4-p. folder illustrating 
uses of heat resisting, interior and ex- 
terior aluminum paints, both of which 
may be brushed or sprayed. Drawings. 
Skybryte Co., 3125 Perkins Ave., Cleve- 
land 14, Ohio. 


insulation (thermal, acoustic) 

9-52. Alumi-Coustic Grid System, AIA 
39-B-1, 4-p. folder describing non-com- 
bustible, acoustical, thermal-insulating 
ceiling, formed by suspending from 
either structural members or existing 
ceiling, a supporting grid system of 
interlocking, T-shaped aluminum extru- 
sions that provide flanges for support 
of ceiling board. Properties, illustrated 
installation data, details, short specifi- 
cation. Cupples Products Corp., 2650 
S. Hanley Rd., Maplewood, St. Louis 17, 
Mo. 


9-53. Kilnoise Acoustical Tile, 4-p. illus. 
brochure on lime base, mineral type 
acoustical tile with highly porous body 
through which sound may penetrate 
until thoroughly absorbed; moisture- 
resistant, incombustible. Properties, 
specifications. Kelley Island Lime & 
Transport Co., 1122 Leader Bldg., Cleve- 
land, Ohio. 


9-54. The Story of Kaylo, 24-p. booklet 
discussing research and development of 
hydrous calcium silicate building and 
insulating material, its various forms, 


properties, and uses. Photos, drawings. 
Owens-Illinois Glass Co., Kaylo Div., 
Toledo 1, Ohio. 


sanitation, water supply, drainage 

19-161. Watrous Flush Valves, AIA 
29-H-21 (449-A), 20-p. catalog. Illus- 
trations of wide range of flush valves 
for toilets, urinals, and service sinks. 
Typical installations, cutaway drawings, 
accessories. Imperial Brass Mfg. Ce., 
1200 W. Harrison St., Chicago 7, Ill. 


19-162. Fibre Pipe (49080), 24-p. bulle- 
tin on development, advantages, and 
applications of pipe made of cellulose 
wood fiber, recommended for such uses 
as house to street sewer connection, 
farm and muck land drainage, irriga- 
tion, septic tank filter bed, ete. Typical 
installation drawjngs and photos, speci- 
fications, shipping information, brief 
descriptions of fittings and other acces- 
sories, index. McGraw Electric Co., Line 
Material Co. Div., 800 N. 8 St., Mil- 
waukee, Wis. 


19-163. Ball-O-Matic, 4-p. illus. folder 
describing water softener system with 
single-control valve that combines all 
operation — backwash, drain, regenera- 
tion, soft water service —in one unit, 
with one moving part. Construction, 
operating principle, specifications. Rey- 
nolds-Shaffer Co., 12100 Cloverdale, De- 
troit 4, Mich. 


19-164. Electric-Aire, AIA 31-L, 8p. 
catalog. General information and tech- 
nical data on hand and hair dryers for 
public and private washrooms. Specifi- 
cations, installation procedures. Elec- 


tric-Aire Engineering Corp., 209 W. 
Jackson Bivd., Chicago 6, Ill. 


specialized equipment 

19-165. General Electric Appliances for 
Better Living (1-980), 24-p. booklet il- 
lustrating domestic kitchen and laundry 
equipment, including refrigerators, food 
freezers, electric ranges, water heaters, 
dishwashers, etc. Dimensions, electrical 
ratings. General Electric Co., 1285 Bos- 


ton Ave., Bridgeport 2, Conn. 


19-166. Transitubes (105), 4-p. folder. 
Pneumatic-tube communication systems 
for transmission of messages, money, 
legal files, and even small machined 
parts, traveling at speed of 40 ft. per 
second for fast and accurate service; 
carriers and tubes available in different 
shapes to carry required materials or 
objects. Uses, advantages. Grover Co., 
25525 W. Eight Mile Rd., Detroit 19, 
Mich. 


19-167. Swimming Pool Manual, 12-p. 
illus. booklet discusses planning of steel 
pools for municipalities, communities, 
hotels, clubs, and for private use. De- 
sign, construction, erection details 
Koven Steel Swimming Pools, Inc., 155 
Ogden Ave., Jersey City, N. J. 


surfacing materials 

19-168. Floors of Ceramic Mosaic Tile, 
AIA 23-A (189), 16-p. booklet present 
ing assortment of ceramic mosaic-tile 
floor patterns, either in solid or com- 
bined colors. Types of texture, trim 
shapes, 4-color plates illustrating typi 
cal installations. Mosaic Tile Co., 
Dept. PA, Zanesville, Ohio 


(Te obtain literature coupon must be used by 10/1/51) 
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ANOTHER ADVANTAGE OF BUILDING WITH HOMASOTE... 








With ASPHALT or ASBESTOS SHINGLES 


IN ONE MATERIAL: 1" 2 fein; 12° 0 cote 


ASPHALT SHINGLES ——— 
WOMASOTE . ‘ 
1K2 FURRING - 12” 


PLUS 


INSULATION 


for ASPHALT, | 
ASBESTOS or WOOD SHINGLES car 
With WOOD SHINGLES 


@ In many thousands of homes, 1” x 2” furring on centers determined by shingle size 
Homasote is now serving as under-flooring, 
exterior wall sheathing and roof sheathing 


In every case the Homasote provides great structural strength 9000 SHINGLES 


112 Furies ——y 

HOMASOTE ee 

Rarrer AA 

Now — with Homasote and the Viking Staple—asphalt or asbestos shingles a 4 \, 

can be applied directly to the Homasote sheathing. Furring strips, Y, r 
on centers, are applied to the rafters. The pre-exp: anded Homasote 

is ‘then nailed to the furring strips. The shingles are applied 


and maximum insulating value as well as an efficient, 
fast, economical and easy-to-use sheathing material 


to the Homasote in the usual manner, using +4” Viking Staples. 
The staples cross and lock in the Homasote — providing a holding power 
which has been tested with wind velocities up to 110 miles an hour! 


For wood shingles—the pre-expanded Homasote is applied directly 

to the rafters. Furring strips are then applied to the face of the Homasote 
and nailed into the rafters at whatever centers the shingle size demands. 

The air space between the shingles and the Homasote further increases 

the insulation value and prevents rotting of the shingles. For this application, 


we recommend the use of Homasote nails, specifically designed for this purpose 


For both new construction and re-roofing— with asphalt, asbestos or wood shing 

you gain many advantages when you use Homasote for roof sheathing 
Homasote is more economical—will not rot out. Remember also—Homasote’s big sizes, 
up to 8 x 14’, mean fewer handlings, fewer nailings, less labor, than are required 


with materials of smaller size 


THE VIKING STAPLE 


: : crosses and lock 
Write today for literature and specifications data showing the many uses of Homasote d locks 


, , in the Homas. 
Please give us the name of your lumber dealer ote 


HOMASOTE COMPANY, Trenton 3,N. J. 


... oldest and strongest insulating-building board on the market 


Nova Sales Co.—a wholly-owned Homasote subsidiary—distributes the Ne oller Novo-l. P.C Water- 
proofing Products, the Nova Shingle and Nova-Speed Shingling Clip and the Nowe Loc Write for literature. 
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® Bruce Hardwood Floors (Strip, Block, Ranch Plank) are 
prefinished because factory methods produce a penetrating 
seal finish that cannot be equalled on the job. Tests prove 
it will outwear ordinary finishes at least 3 to 1. The fac- 
tory-applied finish brings out all the natural beauty of the 
wood . . . doesn’t cover up or discolor the grain as surface 
finishes do. Housewives find, too, that prefinished Bruce 
Hardwood Floors are lar easier to keep clean and beautiful 
The use of prefinished floors also saves from 3 to 5 days’ 
time on a house job, because the floor is ready to use as 
soon as laid. Yet, with all these advantages, the cost of 
prefinished Bruce Hardwood Floors is normally less than 
for the same grade of unfinished flooring plus the expense 
of sanding and finishing on the job. Write for complete 
information—see our section in Sweet's Files 


The famous Bruce ‘Scratch Test’ B. &. COURS SO., Sema lo Se 


Half of this panel of flooring oak is finished by 
the Bruce “trating seal method, the other half 
with a commonly used surface-type finish. When 
coin is seraped across the panel, the ordinary 
ratches and chips away—but the Bruce 


harmed Beate in he woo HARDWOOD FLOORS 


PREFINISHED Strip, Block, Ranch Plank 


ce Products: Unfinished Flooring (Block, Strip, Plank) ¢ Lumber and Wood Parts « Texminix @ Floor Cleaner, Waxes, Finishes 





AMERICA’S FINEST 


The low-level, integral tank design first sponsored by Case it can 

be placed anywhere. Positive non-overflow, strong vet quiet flush and tank 
filling operation. Spec ial safeguards for water protection include china 
channel enclosing riser, open atmospheric vent, et Bow! is 14° high in 


line with latest hygienic findings. Finest construction throughout 


Illustrated below with lavatory that has matched classic design 


motif—the new Case Windell 


For Bathrooms that keep QUIET... 


THE CASE "*\ONE-PIECE’’* operates so quietly it has a positive 
social value wherever installed. It enables you to spare your customers from bathroom 
noise that obtrudes on life in the rest of the house. Outstanding in quality, priced 
competitively, it is providing unequalled satisfaction in homes in a wide 
price-range. Distributed nationally—see your Classified Telephone Directory. 

W. A. Case & Son Mfg. Co., 33 Main Street, 

Buffalo 3, New York. Founded 1853 
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HOWARD JOHNSON RESTAURANT, Cleveland, Ohio 
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... at the efficient, economical performance of 
our Fitzgibbons boilers” writes M. T. C. Berger, 
‘freasurer of the Lockland (Ohio) City School 
District. For two seasons, three Fitzgibbons 
18,200 sq. ft. (steam), oil fired, “‘D’’ Type boilers 
have been piling up savings in heating the beau- 
tiful Lockland High School. With the recent 
completion of a new addition to the school, an- 
other Fitzgibbons “D” Type boiler was installed. 


Four Fitzgibbons boilers heat the Lockland Get all the facts — write for Bulletin PA-8. 


High School. Heating contractor: B. A. 
Walterman Co., Cincinnati. 


Fitzgibbons Boiler Company, Inc. 


General Offices: 101 PARK AVENUE, NEW YORK 17, N. Y. 
Manufactured at OSWEGO, N. Y. ° Branches in Principal Cities 
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WATER suPPLY 7 


THERMOSTAT 


$LAG PERMFORAT 


SUPPLEMENTARY AIT SUPPLY. (STATIC PRESSU : J 
REGULATOR CONTROL FROM DUCTS AT ENDS 4 r>. Z , 
OF CORRIDOR, RELIEVING EXCES6IVE NEGATIVE . Al r, 

ie tan YPl A 
PRESSURE WITHIN GUILOING WHEN FUME HOOL P oF io — 
EXHAUSTS FROM A MAJORITY OF LAGORATORIES Sale Io Sheiiis 
ARE OPERATING $iMULTANEOUSLY hLwteortahory UMM 


STANDARD OIL COMPANY (INDIANA), Hammond, Ind. HOLABIRD & ROOT & BURGEE AND ASSOCIATES, ARCHITECTS 
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louse of Ideas” 


Sponsored by House & Garden 
Selects 


Hydroe-Fie 
Heating 


Zoned for better heat contro! 


The heating system of the “House of Ideas” is divided 
into three zones, individually controlled by the B & G 
Hydro-Fle Booster Pumps illustrated above. Zoning pro- 
vides compensation for varying exposures and, if de- 
sired, permits different temperatures in different parts of 
the house. 


In the “House of Ideas”, sponsored by HOUSE & GARDEN, beauty and con- 
venience are fully supplemented by winter comfort. A completely concealed B& G Any bet water boiler cam be equipped with 
Hydro-Fle Radiant Panel Heating System distributes radiant sunny warmth 
throughout. 

B & G Hydro-Flo Heating is a forced hot water system . . . which means that the 
heat supply is always under positive control. The temperature of the water 
circulating through the system is automatically raised or lowered to meet every 
change in the weather. Even in spring and fall, when only a little warmth is 
needed, indoor temperature is kept exactly at the comfort level—no wasteful 
overheating. 

That's why a B & G Hydro-Flo Heating System costs so little to operate—it 
matches fuel consumption to weather conditions. This ultra-modern system 
permits a choice of baseboard panels, convectors, radiators or radiant panels 

B & G Hydro-Flo Heating adds plus value to any home—increases saleability. 
Send for free booklet, “Capture the Sun with B & G Hydro-Flo Heating.” 


BELL & GOSSETT 
Cc ° M Pp 


A N Y 














Dept. CD-37, Morton Grove, Il. 
Canadian Licensee: S. A. Armstrong, Lid., 1400 O'Connor Drive, Toronto, Canada Reg U.S. Pat. Off. 
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STANDARD OIL COMPANY (INDIANA), Hammond, Ind. 
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HOLABIRD & ROOT & BURGEE AND ASSOCIATES, ARCHITECTS 
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OU SHOULD PLAN 





KAISER ALUMINUM SIDING, applied vertically, gives an 
effect of added height to the Lane-Wells Company execu 
tive offices in Los Angeles. Installed under tension, the 
curved surface of Kaiser Aluminum Siding is rigid, sound- 
deadening, insulating. Maintenance costs are low, for the 
lustrous enamel finish is baked on. 


KAISER ALUMINUM SHADE SCREENING on the south 
west windows of the Lane-Wells offices cuts glare 
and heat by stopping the sun's rays outside the glass 
Comfortable light and air are freely admitted and 
visibility to the outside is unobstructed. 


THIS LOW-COST industrial structure combines the ad- 
vantages of Kaiser Aluminum Shade Screening and 
Siding. The Shade Screening screens out insects and 
the direct rays of the sun responsible for fading, insures 
maximum privacy. 
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WITH ALUMINUM 


Vast expansion of production facilities will make alumi- 
num among the most plentiful of building materials! 


Kaiser Aluminum alone is increasing its production of 
primary aluminum by 80 per cent. 


This plentiful supply of aluminum will encourage many 
new uses of this strong, light, rustproof metal in the build- 
ing fields. 

By keeping aluminum in your plans, by using it when- 
ever and wherever you can—by planning ahead with alu- 
minum—you'll be better prepared to use it in a wider 
variety of applications in the future. 


You may have to substitute for aluminum 


Kaiser Aluminum is helping to meet the needs of national 
security —supplying vast amounts of aluminum to manu- 
facturers of essential items. 


But Kaiser Aluminum building products are still avail- 
able. 


j 
So check with your suppliers before you specify any 
substitute materials. There’s a good chance you'll be able 
to give your clients the best: Aluminum! 


Aluminum is the building material of tomorrow 


Building materials made of Kaiser Aluminum offer exclu- 
sive advantages in design, beauty and quality. Representa- 
tive applications of Kaiser Aluminum building materials 
in use today are shown on these pages. 

For full information about Kaiser Aluminum building 
products—and for AIA files—write: Kaiser Aluminum & 
Chemical Sales, Inc., Oakland 12, California. Sales offices 
in principal cities. 


Keiser Aluminum 


A major producer of 


building materials for home, farm and industry 


> 
: . 


KAISER ALUMINUM was used in the ductwork of the John 
Hancock Mutual Life Insurance Company building at 
Boston. Because of its lightness, crews were able to in- 
stall ductwork faster, with less worker fatigue. Easily 
fabricated on the jobsite, Kaiser Aluminum Utility 
Sheet cut handling and scrap costs. Never requires 
painting. Uninsulated, it delivers as much heat as in- 
sulated galvanized material 


KAISER ALUMINUM SCREEN FRAME is readily assembled 
from framing sections, trim cover sections and cast alu- 
minum corners. When framing Kaiser Aluminum Shade 
Screening the spline is used only at the top and bottom 
of the screen. No screws are needed. The frame may be 
used with conventional wire cloth screen as well as 
Kaiser Aluminum Shade Screening. 


THIS FISH NET SHED, covered with Kaiser Aluminum 
Roofing, is designed for a ide | ’ in @ hot 
climate. The roof is highly resistant to the corrosive ac- 
tion of salt spray from the nearby ocean because Kaiser 
Aluminum Roofing is solid aluminum — not clad or ve- 
neered. And Kaiser Aluminum Roofing reflects up to 60 
per cent of the sun's rays, which means a reasonably 
uniform, cool temp ure is intained under the shed. 
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The revolutionary CURTIS LIGHT AND 
SOUND CONDITIONING SYSTEM 
offers an entirely new ncept of 
lighting. The Curtis S 

recommended leve! : 

aation with acoustical treatment wu 
elitajnates excessive sound refle 

and annoyance and distraction 
which sound greates. 


CONDITIONING 


at 


Write Dept. H34-05 for information about the Curtis Light 
and Sound Conditioning System's unlimited application 


6135 WEST 65TH STREET, CHICAGO 38, ILLINOIS 
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MENGEL 


& SA OGANY 
Flush DOORS 


add Greatly to Howse Values- 


YET COST LESS THAN MANY DOMESTIC WOODS! 


Everyone knows the sales magic of “Mahogany”. Core and Solid-Core types, they are the greatest 


The very word means extra luxury, extra quality, door values in America 
extra value... . : 
Enlist the Magic of Mahogany in your own 


Now Mengel offers you Mahogany Flush Doors projects. Mail the coupon for all the facts, nou 


at remarkable savings 
The Mengel ¢ 


You can equip any building with these 
beautiful African Mahogany doors for 
less than comparable doors faced 
with many domestic woods! 


Why? Because The Mengel Company operates a eee 


its own logging concession and mill in the best THE MENGEL COMPANY 


Mahogany section of Africa, and imports this 1D 
King of Woods in tremendous volume. Then 
Mengel manufactures its famous doors in two 
of America’s greatest factories, geared to the 
mass production of highest-quality doors. 


Choose Mengel Mahogany Doors and you get 
doors of unbelievable beauty. In both Hollow 


Se eeee eee ee a 
_—- SS ee 





fi | HESE WAUS 


Aluminum panels 





Bradford Hospital, Bradford, Pa. 
Thomas K. Hendryx, A.1. A., Archi- 
tect. Ertel Construction Co., General 
Contractors. Alcoa Aluminum used 
for wall panels, windows, sills, sun- 
shade, coping, hordware and trim. 








WENT ON FROM THE INSIDE 





speed construction .... eliminate scaffolds 


ERE is a new type of construction that 
you will see more of in the future. These 
walls of Alcoa Aluminum panels, extending 
from one course of windows to the next, were 
installed from inside the building. Then backed 
up with insulating slabs of lightweight aggre- 
gates. Only platforms required were the build- 
ing’s floors. Materials were moved up on 
interior elevators. 
And because the exterior walls, windows, 
sills, sunshade and copings are long-lasting, 
weather-resisting Alcoa Aluminum, exterior 


FIRST IN 


Large, light (4 Ibs. per sq. ft.) aluminum panels 
are installed easily by two men. Anchor lugs 
inside the ponels ore bolted to light, angle 
steel studs and wall is ready for backup. 


painting costs were eliminated from the hos- 
pital’s budget —forever. 

Many of the aluminum application methods 
used here were pioneered by Alcoa. Today, 
although the supply of aluminum is limited by 
rearmament needs, Alcoa engineers are con- 
tinuing to work with forward-looking archi- 
tects on more efficient, more economical 
building for tomorrow. For information on 
any application of aluminum, call your nearby 
Alcoa sales office or write, ALUMINUM COMPANY OF 
America, 1890H Gulf Bldg., Pittsburgh 19, Pa. 


The variety of finishes available with aluminum, 
permitted the designer to achieve variety and 
harmony by blending aluminum sheet, extru- 
sions, and sandblasted and polished castings. 





American Welded Wire Fabric 


TS efficiency, adaptability and 

economy have made American 
Welded Wire Fabric the most 
widely used reinforcement for con- 
crete. 

In famous skyscrapers, hotels, ter- 
minals and other well-known build- 
ings all over the country, American 
Welded Wire Fabric provides con- 
crete reinforcement that has proved 
structurally superior to other forms. 
You use less concrete, less metal, for 
slabs of comparable strength, with 
this high-strength steel reinforce- 


Avs 


ment. It is easy to handle, readily 
takes a flat lay, stays put during 
pouring without ties or braces. 

These are the main reasons why 
American Welded Wire Fabric ef- 
fects worth-while savings in con- 
struction time, in material and labor 
costs — especially important now, 
when every hour, every dollar saved 
contributes to the all-out mobiliza- 
tion effort. 

When you are planning any kind 
of concrete construction, our techni- 


cal staff will be glad to supply com- 


xT 


plete data on specific designs and 
standard styles of U-S-S American 
Welded Wire Fabric that are avail- 
able. Write to our nearest sales office 
today, you incur no obligation. 
AMERICAN STEEL & WIRE COMPANY 
GENERAL OFFICES: CLEVELAND, OHIO 


COLUMBIA STEEL COMPANY, SAN FRANCISCO 
PACIFIC COAST DISTRIBUTORS 
TENNESSEE COAL, 1ROW & RAILROAD COMPANY 
BIRMINGHAM, SOUTHERN DISTRIBUTORS 
UNITED STATES STEEL EXPORT COMPANY, NEW YORK 


This sketch shows where American Welded 
Wire Fabric is used in modern steel and 
concrete buildings. It reinforces walls, 
floors and roofs, con be draped over 
beoms and girders and wrapped cround 
pillars. Many uses of concrete in irregular 
shapes ore mode practical by American 
Welded Wire Fabric reinforcement 


All 14 buildings of Rockefeller Center, New 
York City, utilized American Welded Wire 
Fabric in their floor constructions. The 
buildings at right ore keyed for easy iden- 
tification 

(1) RCA Building West. (2) RKO Building. 
(3) Radie City Music Hall. (4) RCA Building. 
(5) International Building. (6) International 
Building North. (7) International Building 
South. (8) La Maison Francaise. (9) British 
Empire Building. (10) Associated Press 
Building. (11) Time and Life Building. (12) 
Eastern Air Lines Building. (13) Center 
Theatre. (14) United States Rubber Com- 
pany Building. 





AMERICAN WELDED WIRE FABRIC 
neirfgecemene 
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REVIEWS 


HOUSES AND SITES 


Neutra Residences, With a foreword by 
P. M. Bardi. Museu de Arte de Sao 
Paulo, Brasil, and Todtmann & Cia. 
Ltda. Architectural Book Publishing Co., 
Inc, 112 West 46th Street, New York 19, 
N. Y. 1951. 71 pp., illus. $2.00 


A selection of Neutra’s residential work 
was the subject of an exhibition at the 
Museu de Arte in Sao Paulo, Brasil, and 
consequently it became the theme of this 
elegant little book. P. M. Bardi, museum 
director, in a lengthy introductory text 
not only presents his reflections on the 
present-day uses and abuses of architec 
ture but also makes a just appreciation 
of Neutra’s contribution to residential 
design as “simple, positive, and essen 
tial” and of Neutra himself as “disci 
plined, coherent, and logical.’ 


Bardi develops a thesis, however, 
which profoundly disturbs this reviewer: 
“the aim of our architectural exhibitions 
is precisely to separate this art from the 
others,” “the autonomy of architecture 
bes we insist upon an architecture 
self-contained, upon its refounding in a 
purity independent from the other arts,” 
ete. Even Elie Faure’s contention that 
in time of communal preoccupation, 
architecture takes the lead among the 
other arts, could not be constructed so 
as to mean that architecture is perform 
ing in an esthetic vacuum, or that the 
arts of imagery and fantasy do not pro- 
duce the very climate in which architec 
ture grows. The interpretation of the 
site, the disposition of the patial ele 
ments, the use of the materials, and the 
choice of the structural performance 
cannot be understood in the light of 
social and technical data alone; and the 
“science of man” which Neutra, in a 
short essay appearing in this book, calls 
rather arbitrarily “Physiology”, can 
only suggest some general directions in 
the development of the human shelter. 


” 0 


The residential accomplishments of 
Neutra are represented here by seven 
houses and a beach hotel, dating from 
1936 to 1948—the selection presumably 
being made by the museum staff to iilus- 
trate the average mature work of the 
architect in this particular field. If we 
exclude Neutra-the-Planner and Neutra- 
the-Designer of complex architectural 
themes and focus our attention on the 
examples presented in this book, we may 
be able to trace a definite pattern mani- 
festing itself in today’s shelter for men. 
Furthermore, if we apply Michelet’s 
“such nest, such bird,” we may be able 
to define the contemporary man for 
whom Neutra builds; or, to phrase it in 
a different way, what particular human 
needs are presently satisfied 

Under the benevolent sky of the Amer 
ican Southwest and in the most favor- 
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why Technical Institute, Long Beach, 
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its new science laboratories. 

Whatever your laboratory needs—for 
now and the future—look to Kewaunee 
for the standard of excellence. Wood or 
metal construction—both custom qual- 
ity, yet mass produced to keep costs 
down. 

Write today for free catalog of Ke- 
waunee equipment, indicating whether 
interested in wood or metal. No obli- 
gation, of course. 
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able ecological circumstances, Neutra 
develops a building for family life which 
is neither rural nor suburban; that is to 
say, not a self-contained unit like a farm 
house, nor a dormitory with elementary 
facilities for puerculture like the dwell 
ings on the periphery of cities 

Man, as we understand him today, is 


a triadic being—biological, social, and 


for 
heavy 
traffic 


piritual—and, therefore three distinct 
groups of needs are evident; for the 
maintenance of the body of each indi 
vidual member of the family; for the de 
velopment of children, as the first social 
task on the house level, as well as for 
inter-family groupings; and for the con 
ditions of an emotional and spiritual life 
In addition, it is known that man, whilk 
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maintaining himself, develops energy in 
excess of his immediate needs, so there is 
“play activity” on the physical and/or 
intellectual planes 

Because man reconciled himself long 
ago with his natural environment, it is 
logical that all the houses in this book 
present a minimum of shelter from the 
outdoors. The natural environment here 
mixes freely with the man-made one 
Thus the “complexes of the natural ele 
ments,” which Gaston Bachelard defined 
so clearly in a series of books, are here 
amply satisfied. The complex of Prome 
theus or Empedocles: four houses are 
provided with one or more fire place Ss and 
some of them have an additional outdoor 
fireplace. The complex of Narcissus or 
Ophelia: five houses are endowed with 
dormant waters in pools, ranging from a 
moat to lily ponds. The complex of 
Pe rsephone 
erously satisfied in all seven houses, as 


perhaps the one most gen 


in every planned area there is some 
awareness of the earth and its growth 
The views are predominantly fragmen 
tary, scarcely extending to include the 
treetops. The most frequent view is the 
one showing the lower branches and the 
beginning of the foliage; but often it is 
of the ground alone extending toward 
an unknown horizon. Only the cells of 
the beach hotel face unlimited expanses 
While Neutra is aware of the cloud for- 
mations, as he points out in another re- 
cent book, clouds hardly become a part of 
his interiors. He would have to detach 
the house from the ground instead of 
having it cling to the earth 

In all seven houses, adequate facilities 
for nutrition, sleep, and hygiene are pro 
vided. But it should be noted that, with 
the exception of one house, food prep 
aration becomes again a social activity 
Dining is not any longer a time-consum- 
ing function in secluded, undisturbed 
quarters 
extension of the living room and often 


Dining space here is always an 


situated at a critical circulation center 
Also individual sleeping quarters become 
fewer. There are five single bedrooms in 
all seven houses, out of a total of eigh 
teer 

There is not a definite quarter for 
puerculture and, with the exception of 
one house, there is not play space for 
children. It is not unfair to assume that 
the main day activities of the children 
are taking place outdoors, or outside of 
the home. Living rooms offer adequate 
facilities for conversation groupings fot 
the family members and intra-family 
meetings; they all have outdoor built-up 
extensions so as to make possible large 
ocial gatherings beyond, perhaps, the 
capacity of the family kitchen 

But the main characteristic (with the 
exception of one house having two 
studies and another one a space labeled 
“books”) is the absence of all facilitie 
for the individual to retreat, if he is to 
study or dream. Life is a group life, 
recuperation is group recuperation and 
those, perhaps very few, who still desire 
to retire and meditate at the close of the 
lay have to do so under the cloister of 
trees that have been so generously pro 
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vided. Gardening and dancing appear to 
be the most available outlets for play 
activity 

It is not difficult to conclude that the 
contents of the house, the very meaning 
of its spatial elements, are in constant 
evolution; that the social being in the 


Clothes don’t make the man... 


man has taken now a preponderance 
upon the biological, and the spiritual 
even within the family scale. And since 
the house ceased to be a refuge, to recall 
a term of the poet Lucretius, it will ap 
pear as crowded with survivals, para 
doxes, and contradictions. 


and a housing doesn’t make a ventilator 
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Mystery & Realities of the Site. Richard 

Neutra, Morgan & Morgan, Publishers, 

High Point Road, Scarsdale, N. Y., May 
1951. 64 pp., illus. $3.75 

Phoebus is without « shield 

without the divining laurel. The 


singing spring has dried out 


Pythia to Julian the Apostate 


This is a small book written with love 
beautifully produced 
indescribable, 


and compassion, 
and addressed to that 
mythological being called Consumer. It 
is made in two concurring parts, one of 
text and another of vivid photographs 
with captions. Each part could be en 
joyed separately. 


Neutra describes the attitude of early 
man towards the landscape as one of 
pious respect, in contradistinction to 
present day vandalistic practices. He 
also describes, in no vague terms, the 
influence of the physical environment 
upon the inhabitant and how the former 
could be a valuable asset for a sensitive 
house de signer. 


He deplore s the present day bulldoze: 
technics, the FHA way of life, the bleak 
side of technology. But he seems to be 
lieve that they are unrelated symptoms, 
clouds that one day will be dissipated; 
that clear thinking and love will heal the 
wounds. And we should be grateful to 
him for his faith. Feeling deeply the im 
pact of this era of continually increasing 
depersonalization through mass-pro- 
duced education, information, and enter- 
tainment, we can hardly see unrelated 
phenomena or think that technology is 
incapable of leading towards a biological 
dead-end. We are not surprised that the 
“physiognomy” of the land"becomes also 
the victim of “bulldozing and paving.” 
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Architectural Graphic Standards. 
Charles George Ramsey and Harold 
Reeve Sleeper. John Wiley & Sons, Inc., 
540 Fourth Ave.. New York, N. Y.; 
Chapman & Hall, Ltd., London, Eng- 
land. Fourth Edition, 1951, 566 pp., 
illus., tables, details. $10 


The new Ramsey & Sleeper is colossal. 
It’s the same book alright, with enough 
of the familiar drawings and arrange- 
ments to retain the confidence we all 
have had in it for nearly a score of 
years, PLUS thorough revision and great 
enlargement of scope. It is like the cir- 
cus—always the same and always new— 
“Bigger and Better!” 


A few comparisons to give an idea of 
the really huge amount of work which 
went into this edition: 566 pages as 
against 315 for the third edition (an in- 
crease of 80 percent); 6% pounds vs. 
4% pounds; about 80 percent of the 
original plates revised or replaced (the 
revised plates invariably offering a 
great deal more information packed into 
them, than previously). The index has 
been given special attention and now 
contains nearly twice as many items as 
before. ; 
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This book has earned a special place 
for itself in the fields of architecure and 
building. It has become established as 
the base from which the whole range of 
technical data is approached by most 
“Architects, Decorators, Builders, and 
Draftsmen” (the audience to which the 
first edition was addressed in 1932) 
From the first, emphasis has been on 
components: sizes, materials, detailing, 
layout of elements. It is a nice balance 
of “how big” and “how to put together,” 
assuming always a reasonable compe 
tence on the part of the user 

This edition has several new features 
and much fuller information in several 
familiar areas where it will be greatly 
appreciated in the drafting room. For 
example: spandrels and curtain-wall 
panels in various materials; lintel tables 
for steel and concrete; expansion joints; 
flashing (very good); roofing; metal 
copings and window sills; light wood 
framing details; plank-and-beam fram- 
ing tables; plywood and wallboard de- 
tails; ete 

There is much more utilization than 
before of the standards established by 
manufacturers and trade associations 
The metal details, especially, are great- 
ly improved throughout, thanks to the 
National Association of Ornamental 
Metal Manufacturers and their Archi- 
tectural Metal Handbook, which is the 
last word in useful presentation of tech 
nical material (reviewed in September 
1947 P/A). 

In general, the information taken 
straight from industry is the most use 
ful and best presented. In this class 
must also be mentioned the excellent, 
brief presentation of “Modular Coordi 
nation” by Prentice Bradley, and sev 
eral items by Andre Halasz, including 
a “Universal Sun Chart” with demon 
strations of its application. Why the 
authors retained their old, inadequate 
“Orientation Chart” on the adjoining 
page is hard to explain, but there it is 

Naturally there is considerable irreg 
ularity in presentation. Some of the 
hand lettering is over-reduced; where 
schedules are reproduced by vari-typer 
they are less clear than a good hand- 
lettered job would have been; some of 
the clearest tabulations are set up in 
type; the newer plates are generally the 
more open-spaced and clear and gener 
ous. On the whole, there is less consist 
ency of style than in previous editions. 
However, these are all minor quibbles; 
the main thing is the great amount of 
relmble information that is assembled 
here. 

So long as all this huge miscellany 
can be contained within the covers of a 
ingle book, a certain amount of loose 
ness of organization doesn’t matter 

(Continued on page 124) 
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much. But this book is now approaching 
the limit of convenience in handling. 
Another revision or so and the authors 
will be faced with some tough decisions 
For instance: whether to break it down 
into separate volumes; whether to cut 
down on number of details and make 
more reference to manufacturers’ cata- 
logs; whether to tighten up the organi- 
zation of material by hanging it all on 
a framework which says “what for.” 
(“What for” is an “understood” or 
“given” in the present set-up.) The sec- 
ond and third of these alternatives 
would make the book more of a guide 
than it is now, and less of a compen- 
dium 


Well, you can’t have everything. As 
the philosopher in James Stephens’ 
Crock of Gold says of his porridge, 
“Nothing is perfect. There are lumps in 
it.” All the same, it’s grand, nourishing 
stuff—the best of the kind we have 
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Heating, Ventilating and Air Condition- 
ing Guide, 1951. imerican Society of 
Heating and Ventilating Engineers, 51 
Vadison Avenue, New York 10, N.Y. 
1048 pp. $7 


Thirty-four engineers have contributed 
the most recent developments and re- 
search data in their respective fields to 
the Heating, Ventilating and Air-Condi- 
tioning Guide the largest ever issued 
by the A.S.H.V.E. This completely re- 
vised edition incorporates a number of 
new features: a psychrometric chart 
based on the latest Goff and Gratch 
Tables of Thermodynamic Properties of 
Moist Air and of Water, printed in two 
colors for easy reading and use; a sim 
plified method of designing panel heat- 
ing systems, accompanied by new illus- 
trations of panel construction; and new 
data on the determination of cooling 
load cost by heat gain through glass and 
glass block. 


An entirely rewritten chapter on 
Panel Heating contains methods of ob- 
taining surface temperatures and un- 
heated mean radiant temperatures, with 
convenient charts to facilitate computa- 
tion. Up-to-date tables in the Cooling 
Load chapter give data for transmitted 
direct and sky radiation, and for the 
heat gain caused by convective and radi- 
ative exchanges at the indoor surface 
for a single pane window glass. The 
Heat Transfer chapter has been aug- 
mented with new tables, charts, and 
brief summaries of available methods of 
analysis for transient and heat transfer 
problems. 


(Continued on page 126) 











\ MASTROL SYSTEM 
for Forced Hot 
\ Water Heating 


SUB-MASTER 
REGULATOR 


PNEUMATIC CONTROLS 


™ ond 


and 
Systems 
Processes 
® Heat Exchangers 
Cooling 


of Baths 


THE POWERS REGULATOR CO. 
Established 1891 + Offices in Over 50 Cities + See Your Phone Book 
CHICAGO 14, ILLINOIS © 2720 Greenview Avenve 
NEW YORK 17, NEW YORK «¢ 231 East 46th Street 
LOS ANGELES 5, CALIF . 1808 West Sth Street 
ie) te), biemme). if) ile) . 195 Spedine Avenve 
MEXICO, D. F . Edificie “La National” 601 


August 195i 





How many classrooms p/a 
in a cafeteria? REVIEWS 


(Continued from page 124) 


Revised heat loss coefficients for doors, 
windows, and glass block are given in 
tables based on data obtained from the 
A.S.H.V.E. Research Laboratory, and 
will be found in the chapter on Heat 
Transmission Coefficients of Building 
Materials. The section pertaining to low 
height chimney and draft calculations 
has been revised and clarified. Descrip 
tions and suggestions for design of warm 
air ceiling panel systems and warm air 
perimeter systems round out the chapter 
on Forced Warm Air Systems. In the 
amended chapter on Air Duct Design, 
results of the latest A.S.H.V.E. studies 
have been applied to duct elbow friction 
loss, and on the effect of vanes and split- 
ters on duct elbows. The latest practice 
of the fan industry is used for the 
nomenclature and designations of fans 
and their components in the chapter on 
Fans. Throughout the book, in fact, sym- 
bols for use on drawing of heating, 
cooling, and air-conditioning system 
plans, have been browzht into conformity 
with the symbols recently adopted by 
the American Standards Association. 
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sharp contrast to chalk marks peak visibility at all 


“Why in the world should I have another phone just times. Avoids “chalk-clouds” or irremovable gray surfac 
for intercom, when my regular switchboard can handle smudge. Hermonizes with any decosstive scheme 
the job? _ EASILY INSTALLED mount on any wall directly against 
Famous last words these. Because actual experience plaster? brick or cement block 
proves (as you probably know) that switchboards doing 
double duty handling both outside and inside calls SPECIFICATIONS standard lengths: any even foot 
often double up from overwork. But with a Couch to 12 ft inclusive widths, 3, 34% and + Sent Thicke 
Private Phone System on the job, valuable outside lines be © 1 Gm. Cees Ea ee 
are freed . . . unnecessary calls are kept at a minimum 
. and many regular phones used only for intercom, S.. — € ALUMINUM 
can be eliminated. : (] CHALKBOARD TRIM 
Best way to find out what a Couch Phone System - Beautif esias 


can do for you is to write outlining your requirements. = 4 AH 





Couch Systems available for 2 te SO lines 


Type 52 


Wall handset with four buttons. 
Suitable for small selective signalling 
systems. 











Couch Autophone System 


. . « with simplified 
dialing 30 or 5O line 
systems ... “one 
shot” dialing saves 
time, eliminates man- 
ually operated switch- 
board . . . simple, 
rugged, inexpensive. 


CORKBOARDS 
rk tor casy ¢t mt 
longer wear 
strongly re 
iens oF 
: 


ee TST eee 


ae wr 


* Send for Booklet No. 78 





: 
| 


_—— 7 et RMT RT ore AF ate 


G.H.COUCH conc. aoe 


DEPT. 608 NORTH QUINCY 71, MASS. 


Private telephones for home end office hospital signaling systems _ apertment house 
telephones and mail boxes Fire alarm systems for industriel plants and public buildings 


August (96! 





p/a 
NOTICES 


(Continued from page 126) 


dium. From the work submitted a selec Award 

tion will be made to form an exhibition 

at the Architectural League and from Ben Nas, Fellow and past president, 
this exhibition the winning entry will has been awarded the Medal for 
be selected. The Exhibition dates are Achievement by the National Board of 
August 6 through September 14. Industrial Designers Institute. 


Combine Roof Deck and 
Insulation=in One Operation 


Construction details of the 
H. L. Green Dept. Store roof 
in Columbus, Ohic. Paper 
backed wire mesh was laid 
across the structural members 
and 3° of Zonolite vermicu- 
lite concrete poured over it. 
No other reinforcing was 
required 


Build Lightweight Lifetime Roofs 
With ZONOLITE® Insulating Concrete! 


Combine two operations in one on your next sand-and-gravel concrete. This amazing sav- 
roof deck by building insulation right into ing in weight makes possible additional 
the roof itself. Zonolite concrete combines economies in structural steel and other criti 
roof deck and insulation in one operation, cal materials. Equally important, Zonolite 
permitting major savings in time and labor. roots are unaffected by water, vermin, fungus, 
Made with lightweight Zonolite vermiculite heat or fire once installed they last the 
aggregate, this insulating concrete contains lite of the building 

millions of tiny air cells which offer tremen- 

dous resistance to the passage of heat and WRITE TODAY FOR DETAILS on Zonolite 
sound. Zonolite concrete weighs between 25 Insulating Concrete for better, longer last- 
and 35 Ibs., or only about “6 as much as ing, lower-cost insulated root decks 


Many ways to build short span roofs with Zonolite 


] 





. Zonolite concrete | a Zonolite 
Ne ee over fiber or Fee Oe ie Insulating 
os. . — = 
eS . a_— gypsum board } > Concrete over 
~—— forms. | 9 ‘ { | high ribbed 


metal lath. 


sees ZONOLITE COMPANY ‘3.255: 


g@S@eeeeeeoeoenee 
ZONOLITE COMPANY, Dept. PA-81 
135 S. LaSalle St., Chicago 3, Ill 


Please rush me booklet CA-5 on the use of Zonolite 
Insulating Concrete for structural root decks 


a 
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Degrees Received 


James Kettum Situ (FAIA), mem- 
ber of the firm of McKim, Meap & 
Wuite, received the honorary degree 
Doctor of Humane Letters, from Bow- 
loin College, at its 146th commencement, 
June 16th, in recognition of his firm’s 
services to the college 


Lawrence Grant Wuite (FAIA), of 
the same firm, received the honorary 
degree Doctor of Fine Arts, from Union 
College, at its 156th commencement, 
June 10th, in recognition of his firm’s 


services to the college 


Good Design 195i Poll 


Consumers and store buyers appear to 
be drawing closer together in taste, ac- 
cording to a poll just completed by 
Goop Desicn of several thousand con- 
sumers and buyers attending the Mu 
seum of Modern Art Merchandise Mart 
Good Design 1951 show at The Mart 
in Chicago. The poll revealed many 
more selections in common, though in a 
different order of choice, than in 1950, 
when there was considerable disparity. 


First choice among consumers was a 
Chambers range, which ranked eighth 
with buyers. A walnut desk designed 
by George Nelson from the Herman 
Miller executive office group was the 
number one preference of buyers; num- 
ber three choice of consumers 

Following is the listing of the first 
choices of each group: 


umers 


Chambers range 

Edward Wormley natural cherry 
desk for Dunbar 

George Nelson executive desk 
Langbein’s low-fold wicker chair 
with storage space 

George Nelson round lazy-susan 
table with white plastic top, from 
Herman Miller 

Edward Wormley oval walnut 
dropleaf table, from Dunbar 
Italian floor lamp with colored 
enamel reflectors designed by Arre- 
doluce, from New Design 

English floor model radio 

Edward Wormley bed-sofa 
Thrifty-Thirty range by Frigidairé 


George Nelson executive desk 
Lounge chair from Ron Fidler 
Associates; black steel frame, 
leather seat and back 

Edward Wormley desk 

Edward Wormley convertible bed 
sofa 

Edward Wormley oval walnut 
dropleaf table, from Dunbar 
George Nelson lazy-susan table 
English walnut and mahogany 
floor model radio by Murphy Radio, 
Ltd. 

Chambers range 

Saarinen armchair with aluminum 
swivel base 

Arredoluce lamp. 











PARGING 


BRIXMENT 


HELPS ASSURE 
DRY WALLS 


The face brick should be backplastered. 


WE SUGGEST THAT— 


The face brick should be bockplastered 
with not less then % of on inch of mor ter 
before the beck-up units cre laid. 


Or, if the beck-up units are laid first, the 


eavy rains don’t make brick walls leak 
If the back-up units are laid first, the front they merely reveal the fact that the walls 


of the back-up units should be plastered. 


contain voids or passages through which the 


water may penetrate. 


Dry brick walls are primarily the result of good 
design and good workmanship. Good materials 
are important, but still secondary. The more 
plastic the mortar used, the easier it is for the 


bricklayer to deliver good workmanship. 


The photos at the left show some points of 


good u ork manship. 


Brixment mortar has greater plasticity, higher 
water-retaining capacity and better bonding 
quality. Because of this combination of ad- 
vantages, architects, contractors and dealers all 
over America have for thirty years made Brix- 
ment the largest-selling mortar material on the 
market. Why not try it yourself? 


Backplastering should not be attempted 
over protruding mortar joints. 








a 


LOUISVILLE CEMENT COMPANY, Incorporated, LOUISVILLE, KENTUCKY 
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As I promised you in my column for 
June, we are publishing at the earliest 
opportunity excerpts from the Progress 
Report by Dr. Edwin S. Burdell, presi 
dent of Cooper Union and chairman of 
the Survey of Educational Registration 
for the A.LA. It should be 


noted care 


fully that this is only a Progress Report 
and that Dr. Burdell is not reporting the 
recommendations of the 
The final report of 
with opinions and recom- 


opinior Ss or 
Survey Commission 
the Survey, 
mendations, will be available to members 


of the profession and to the public by 


ECONOMICAL SCHOOL CONSTRUCTION 














with efficient and decorative 
RILCO BEAMS 


Here's the economical and practi- 
cal member to specify for modern, 
one-story school construction. 
Rilco Beams, adaptable to every 
architectural style, allow wide 
opportunity for individuality of 
attractive design. 

Rilco Beams and Columns are 
custom fabricated from finest qual- 
ity, kiln dried lumbers. They are 


WORKS WONDERS 
witH 


not subject to checking, warping 
or twisting. Members are smooth- 
ly surfaced, cut to length and 
drilled for assembly hardware. 
They offer important savings in 
material costs and erection labor. 

Rilco field representatives will 
gladly consult with you about 
your specific requirements or you 
may write for literature. 


Lawenated. 
PRODUCTS, INC. 


2517 First National Bank Building, St Paul, Minn. 
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the end of this year permits a 
selection of only the last half of Dr. Bur 
dell’s report here It is the significant 
half, from the standpoint of this column, 
important 


space 


although many more of the 
tems are to be found in earlier parts of 
the Report As you know, the Depart 
ment of Education and Research of the 
4.1.A. has administered this project with 
Andrew Fraser as consultant on the 
organization, administration, and prep 
aration of the questionnaire data 

My comments will appear ir cs 8 
that they may be distinguished from the 
body of the material: 7] urge that all 

hoo men stud t aterm eetl 
great care It will also be advisory 
committees, trustees of schools of archi 
and the 
We have also 


fecture, practicing pre 
captions for the illustrations, 
that this i2 the easte f way 


comprehend the presentation, 


Dr. Burdell explains 
“With about half of my talk absorbed in 
dealing with topics directly 
with your attributes as practicing archi 
tects, I shall devote the remainder of my 
time to topics selected from the two areas 
which, essentially, are the foundation 


stones to your practising years; namely, 


concerned 


pre-registration experience and practice, 
and the educational facilities which serve 
the profession. 


“The opinions of responding architects 
to the questionnaire on the adequacy of 
their pre-registration 
architectural practice would seem to ir 
with draft 


experience in 


dicate complete satisfactior 


Opinion of Pre-Registration Experience 





No 
Adequate inodequote Experience 


Drotting, work 94 6 
drawings ond 
detorls 


Design, general 
architectural 


Direct experience 
on a construction 
1ob 

Field supervision 

Design, structural 
Chent relations 


Preporation of 
specifications 


Administration 
Design, mechanical 


Site plonning 





(Continued on page 132) 
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BREAKFAST WITH A VIEW is a daily pleasure in this 
dining nook, whose corner WINDOWALLS are formed by 
stock Andersen Casement Window Units. 

These wood windows invite sunshine and fresh 
breezes to every meal—and all year long they also 
function as walls. They are more than windows, more 
than walls... they are WINDOWALLS. The wood of 
these windows lends beauty and color to both the 


: Pees: 











room and the view, and in sub-zero weather, wood’s 


insulating qualities are an added advantage. 


Write for specification data or see Sweet’s Archi- 


tectural and Builders’ Catalogs. Sold by millwork 
dealers. 

The new Andersen WINDOWALL Tracing Detail File 
will be sent on request to architects and designers at no 
charge. 


* TRADEMARK OF ANDERSEN CORPORATION 


Gndersen. Corporation 


BAYPORT + MINNESOTA 
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Leading architects, design- 

ers and decorators specify 

B. F. Goodrich Flooring 

Products because they know 

from experience that whatever 

the flooring problem may be, 

there’s always a product from this 

quality line that will do the job better. 
One of these is 


rraflor 


In restaurants, retail shops, showrooms . . . in fact, 


wherever the need is for a flooring that’s durable, color- 


ful, easy-to-clean, then specify B. F. Goodrich Arraflor. 


Arraflor is a Vinyl 


Plastic Asbestos tile that is super 


resistant to oils, greases, fats, etc. This fact, plus the fact 


that it can be installed on, above 





Here's another 
B. F. Goodrich Flooring Product 


HOOD 

ASPHALT 

TILE for years of low-cost, hand- 
some, quiet, easy-to-maintain 
flooring anywhere — on, above or 


below grade. 


There's also: Rubber Tile, 
Rubber Cove Base, 

Rubber Stair Treads, 
Rubber Thresholds 

and a complete range of 


waxes, cleaners and cements. 





or below grade, makes it par- 
ticularly suitable for any base- 
ment area, 

And the wide variety of clear, 
brilliant colors to choose from 
is your client’s assurance of 
floors that will blend with any 
decorative scheme. 

Write today for complete de- 
tails about Arraflor and other 
B. F. Goodrich Flooring Prod- 
ucts ... the products that satisfy 


any flooring spec ification. 








YEARS OF BETTER FLOORING FROM YEARS OF BETTER RESEARCH 
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ing 94% and design 90%. At the other 
extreme, however, mechanical design 
and site planning experience was re- 
ported as being inadequate. Between 
these two extremes the gradation in pro- 
portions among the remaining subjects 
can only be interpreted as indicating 
that certain changes in emphasis appear 
to be desirable. 

“By contrast, the opinion responses on 
the actual examination taken for regis- 
tration are more clear cut. This is espe- 
cially so with respect to the character, 
90%, and length, 84%, satisfactory, of 
the examination; but the statements of 
examination questions apparently leave 
something to be desired. As to subject 
emphasis of the examination content, it 
is interesting to observe that inade- 
quacies seem to exist in two widely 
different areas—facility in the use of 
English, and mechanical equipment. And 
in the fields of structural design and his- 
tory of architecture the indications are 
that emphasis on these two subjects is 


excessive. 


Opinion of Actual Examination 





( in character by 90% 
Exomination — 
was } in length by 
considered — 
sotidactory | in statements of 


questions by 


’ erchitectura 
design by 


factual 
edge by 


sk'tl in 
Emphasis draftsmonship by 
wos —_ 
considered < facilities in use 76% 
odequote of English by 22% inadequate) 
structural design by 76% 
mechanico 70% 
equipment by IN madequote) 
hi.tory of 67% 


architec*ure by 26% excessive) 





“The Survey data also bring to light 
what you generally consider to be the 
best time when architects should be ex- 
amined for registration. Only in the case 
f history of architecture is a majority 
opinion in favor of clearing this subject 
mmediately after completion of college 
work. Truss design is a clear 50-50 
proposition, as between examination on 
completion of college work or after office 
experience. Among the remaining nine 
subjects, opinions are less definite. I 
fact, among four of them, fully one 
third show a divided preference in favor 
of examinations on completion of college 
vork, as against two-thirds for examin- 
ation on completion of office work. And 
in favor of this latter period, only in the 
case of three of the subjects may the 
opinions reported be considered unequl- 
vocal. 


(Continued on page 134) 








Johnny’s been “DRAFTED” 











Keep him In School 





J yrs day away from school. Drafts from today’s large 
window areas that cause chilling discomfort continue 
to take their toll. How can they be prevented? The new 
DRAFT|STOP System introduced by Herman Nelson is the answer. 


The modern design advantages of DRAFT|STOP mean the 
elimination of hazardous drafts .. . at the same time a class- 
room is automatically heated and ventilated. Assured uniform 

BAD WAY for ventilation to function shows temperatures mean students in attendance... students with the 


how chilling drafts threaten health of stu- opportunity to learn more readily. 
dents. It isn't necessary any more. . . 


Your school needs DRAFT|STOP. Be certain that this great 
advance in better heating and ventilating is a definite part of your 
school’s plans. For further data and complete details, write 
Dept. PA-8. 





| AAE HERMAN NELSON 


GOOD WAY to solve the problem is illus- Division of AMERICAN AIR FILTER COMPANY, INC. 
trated by DRAFT|STOP which gets drafts MOLINE, ILLINOIS 

at the start. Only Herman Nelson bas 

DRAFT!STOP. 
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Opinion of Time of Examination 





No 
Exam 
Needed 


Selection and 
use of moterials 


Supervision 


Counseling and 
adrmunistrathon 


Mechanical equipment 
of buildings 


Notvral aptitude ond 
theoretical and 

practical training 

Desgn problem 
Architectural composition 
Structural! design 

Truss design 


History of architecture 





. +. Switch to Arkwright Tracing Cloth! You can re-ink “These opinions data are, however, 
subject to at least one very severe quali 

clean, sharp lines over any erasure without fication that stems from the fact that 
ae — . your profession, and especially the prac 
“feathering” or “blobbing” to spoil your work. Sohens r group, aeneia s only 54° ‘ym ne 
reported a first degree in architecture as 
against 60% and 46% among employee 


Painstaking Arkwright inspection guards 
8 8 P R architects The high proportion of 


your drawings against pinholes, thick threads or other teachers who are graduates, namely 86 
is not surprising, nor is it surprising to 


imperfections—Arkwright quality insures them find that 48% of them hold second de 
grees 





against brittleness, opaqueness, or paper-fraying due to 


age. That is why Arkwright Tracing Cloth takes Graduate and Non-Graduate Status 





clean, sharp drawings that yield clear, sharp 
indi- 


blueprints years after you make them. vidual Private Public 
Grond Procti- Em Em. 
Tote! tioners ployee: ployees 


Remember: if your work is worth saving, put 
it on Arkwright Tracing Cloth. Would you like a sample? 


Attended 66 70 
one school 


Attended 


Write Arkwright Finishing Co., two schools 


Industrial Trust Bldg., Hoveonedegree 56 


Hove two degrees 10 





Providence, R. I. 
Degree from ? 
school of 
architectural 
engineering 


Attended 
special! courses 





“Against these preceding statements, 
it merely needs to be noted that generally 
architects do not “float” around from 
school to school to complete their formal 
education; that on the average 10% of 
your profession hold second degrees in 
architecture; an almost equal proportion 


(Continued on page 136) 
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Presenting..’’ color-engineered FACING TILE 


“The Scientific Approach 
to Color Specification ” 


FOR THE BUILDINGS YOU DESIGN AND CONSTRUCT 


@ Send for 
your free copy now! 


Color is important to any building interior. Not just ony color, 
but color selected on a scientific basis. 


With this in mind, the Facing Tile Institute, with the aid of noted color authority, 
Faber Birren, has developed “The Scientific Approach to Color Specifi- 


LEARN HOW THESE er eee 


This important new book tells you how to select functional colors for any 


FACING TILE COLORS WILL: building interior ... schools, hospitals, public buildings, commercial and 


industrial buildings. It tells you how to select colors to help building interiors 


© increase juction © increase efficiency eccomplich their purpose .+.help increase production and morale, aid 
lighting, reduce accidents. 


© reduce accidents © cut costs With “color-engineered” Facing Tile, interiors can have all the advantages 
, of scientific color as well as all the building advantages of structural clay tile 
© aid lighting ° improve —durability, permanence, low-cost construction and maintenance. Remember, 


© save ight © reduce absenteeism Facing Tile is made of clay, a readily available, non-critical raw material. 
Send for your free copy of “The Scientific Approach to Color Specification” 
NOW. Fill out the coupon below. 


2 & F&F FF FF Ff FF Ff Ff 


FACING TILE INSTITUTE, Department PA-8 
1520 18th Street, N.W., Washington 6, D. C. 
Gentlemen: 
Please send me your new booklet ‘The Scientific Approach to Color 
Specification.” 


Your Nome 





Tithe 


FACING TILE INSTITUTE ©... 


1520 18th Street, N. W., Washington 6, D. C. 








City 











training and other college educatior College-Level Education 
out of schoo! it is interesting to observe that for 
the practitioners the division is almost 
0-50 whereas among employee archi 
tects and teachers the other college 


education averages approximately one 
third of their formal education 


(Continued from page 134) 
Individual 
graduated with degrees in architectural Practice 
engineering; and as much as 21% re 
ported they had only attended schools “Coupled to this formal educational 
for special courses period are, of course, numerous other 
“What does all of this education re educational attribute For example, we 
quire in terms of years? For the pro find that 20 of the profession studied Private 
fession as a whole the averages read architecture in a foreign country, includ Employees 
slightly over five years for practi ing educational travel. Another 39°% of 
tioners, eight years for private and the profession reported their entire 
public employees, and for teachers nine training was cbtained in architectura 
years. And when these average periods )ffices or that they were certificated fron 
are broker apart for architectura trade chools, technical institutes, o Public 
Employees 


Teachers 


Architectural Other 


PECORA ; —— 
; non-degree colleges. The two other main 


BRAND , categories, that included 23% of the 
profession, refer to those architects who 
hold degree or degrees in liberal arts or 
were recipients of fellowships. The re 
maining 8% were equally divided among 
those of the profession who reported 
they held degrees in non-architectural 
fields, other than liberal arts, or held 
degrees in engineering, other than archi 
tectural engineering 





Protection against heat, cold or moisture . . . adheres 
tenaciously to wood, stone, terra cotta, concrete, iron, § Other Educational Attributes 
steel, glass or other building materials . . . maintoins o 
super-tough skin, beneath which the calk remains pliable 
and elastic . : , adjusts itself to extreme variotions of seas 
expansion, contraction or warping of the surfaces chi ure Abroad 
it contacts, 








Studied in 
Office Only 


PECORA CALKING COMPOUNDS 


provide ussured protecti gainst air leakage ond 
moisture seepoge at the usual points of entry 
buildings and homes—around window and door frames 
and between masonry joints—oa dependable sealer 
gainst wind, ther and moisture. 





Certificated 


Degree in 





Liberal Arts 


.- favellable in Twe: Consistwiicies': “ ia Sc 


Fellowship or rant 


a hte 


Liberal 





Pa 
‘NT ComPANY: Aa 
Quolity ond Service Since "62 <a he 3 generally architects’ 
ative Booklets - See our Adin SWEET'S eaa4d stop with a first or second degree and of 


“It is also gratifying to report that 
education doesn’t 


those who reported supplementary edu 
cation beyond this particular level, 
nearly 50% indicated they had taken 
courses: in engineering (22%), fine arts 
(14%), and business and economics 
(13%). City planning and liberal arts 
included approximately the same pro 
portions and . . . another 21% indicated 


“AVE. & VENANGO ST., PHILADELPHIA 


: 
> 
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BRIGGS 


BEAUTYWARE « Cet 


iy & legant do © olorful 
So Low in Cost / 


Color a most useful tool in the skilled hands of today’s 
creative architect! Briggs Beautyware brings you wider 
opportunity for dramatic interior effects at truly moderate 
cost. Here are plumbing fixtures of finest quality—in 
lovely pastel shades—to make the bathroom as beautiful 
as any room in the house. Styling is superb. And Briggs 
Beautyware is built with a realistic eye to lasting newness, 


lasting owner satisfaction 











All the gorgeous Briggs Beautyware colors—Sea Green, 
Ivory, Sandstone and Sky Blue—are available for only ten 
per cent more than plain white, when purchased in complete 
ets. This major reduction in the traditional cost premium on 
colored fixtures is the result of advanced production methods, N F 
perfected by Briggs through years of development work and 
proved in many thousands of American homes. There is only 


one Briggs quality—the finest! 


BRIGGS MANUFACTURING COMPANY e Detroit 11, Mich 











Take a look and you'll agree there's a brighter out- 
look in education today. Wonderful modern temples 
of teaching are taking shape all over America 
They're part of the new school of thought that means 
better light, better sight, better health for children. 


That's where Ceco steel windows fit in...assuring 
bright, cheerful schoolrooms . . . for metal windows 
admit more natural daylight than any other type of 
window opening. That is important, too, because in 
many areas most school days are overcast. Ceco win- 


dows mean clear glass thinly ribboned by steel 


Baten Light, Betton Sight; Bettor- Neat 
Hough. — 


Ceco Windows of Steel ih cn coved easy, scant nw 


frames, permitting an almost unbroken view of 


distance—so soothing to young eyes 


Yes, look and you'll see, there’s smart beauty in 
Ceco steel windows. Plus lowest cost of all. Ceco 
windows permit 100% controlled ventilation, can’t 
stick or warp—provide the tightest weather seal ever. 
When you use Ceco steel windows you know you've 


used the very best—you're sure of economy, too. 


CECO STEEL PRODUCTS CORPORATION 


General Offices: 5601 West 26th Street, Chicago 50, Illinois 


Offices, warehouses and fabricating plants in principal cities 


/n construction products CECO ENGINEERING makes the big difference 
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KEYS provided by ART M4 ETAL to speed 


specification writing and installation planning for all types of 


INCANDESCENT LIGHTING 


Write on your letterhead for free 
catalog, INCANDESCENT UNIFIED LIGHTING 


THE ART METAL company - cieverann 3, on1o 


Manufacturers of Unified Lighting Equipment for Office, Store, School, Hospital and Hotel 





Art Metal Unified Lighting standardizes the design, style and finish of each unit, to achieve an architecturally integrated installation. 
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(Continued from page 136) 


an equal interest in four other fields; 
namely, social sciences, landscape archi- 
tecture, real estate, and law 

“Related to this matter of post-college 
supplementary education is the matter 
of preferences of architects in organized 
programs and selected fields of study. 
For each of these preferences over 90% 
of the individual architects responded. 
The distribution of their actual choices 
among the sub-topics shown is but one 
of the many indications from the survey 


E are not privy to the subjects 
discussed in the Williamsburg 
Dining Room at 
Bank headquarters. But it is con- 
ceivable that the conversation could 


Chase National 


range from “soup to notes”. How 
ever, there is something we can refer 
to with authority, and that's the 
versatility of Bergen Cabinet aged 


in-the-wood craftsmanship 


Bergen-sure the 
uccess of your 
planned 


program 
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ERGEN 


with ABINET 


1552-56 BERGEN STREET, BROOKLYN, N. Y. 
SOHSSSSSSSSSSS SHOHSSSSSSSSSSSS SHSSSSSSSSESSHSESESEESE 


Supplementary Education 





Engineering 

Fine Arts 

Business and Economics 
City Planning 

Liberal Arts 

Socia! Sciences 
lLondscape Architecture 
Real Estate 


low 





Executive Dining Room, Chase National Bank, 18 Pine 


FROM Soup TO NOTES 


Whether its panelling, or an espe 


furniture 


cially designed piece of 
(see photo above), or an entire store 
floor, or bank 
translate the 


you can bank on 
Bergen to designer s 
plans into enduring reality 

And, it is this enduring quality of 
Bergen’s wood-wizardry that makes 
your budget take a bow for achieving 
decades trouble free economy 


Write to Dept. P for our Portfolio of “Jobs Well Done." It's worth seeing 


Architectural 
woodwork that 
makes the 
designer's plan 


an enduring reality 


Phone: 
PResident 2-3121 


data that your profession certainly 
does not consider that the educational 
process ceases with graduation. It is 
certainly significant to observe that for 
the organized programs 39% elected this 
area as against no less than 61% who 
were given a choice to elect from a series 
of suggested fields of study. Among the 
sub-tepics under these two main cap- 
tions you will also observe that a very 
narrow range in proportions does exist 


Desire for Supplementery Education 





Printed courses of study 26% 
Visiting lecturers 


Seutnave Organized 


rom 
Retresher courses ss 


Two-week institutes 

Prefer no organized activity 
Advanced construction 
Building types 

New moterols 

Contemporary esthetics 
Economics of construction 
Design for comfort and heath 
Building construction low 
Atom« developments 


Reol estote 





“Despite the information presented to 
you on numerous areas of education as 
it affects architects, it is the architec 
tural curriculum itself that still remains 
the principal frame of reference on 
matters educational. 


“It is clear that the opinions expressed 
on this topic cannot be presented in their 
entirety (here) but you may rest 
assured that in its Final Report the 
Commission will come up with the best 
recommendations that stem from the 
distributions of the opinions shown 
as well as those which it has available 
from individual members of architec- 
tural school faculties and their deans 
and directors. 


“Although this Report of Progress... 
is based almost wholly on statistical 
techniques ably conceived and executed 
by our Washington consultant, Andrew 
Fraser, I want to make it clear that the 
Final Report will include a good deal of 
material that will have been derived 
from other sources. For instance, we 
have a wealth of comment from the 
Fellows of the Institute, from the honor- 
ary foreign secretaries, and from the 
ten regional conferences held this past 
winter in New York; San Francisco; 
Boston; Houston; Eugene, Oregon; Al 
bany; Richmond, Virginia; Chicago; and 
Pittsburgh 


“These regional conferences were 
unique in that in each locality we invited 
ten or a dozen leading citizens (not 
architects) to speak on three specific 
questions at a conference which lasted 
from eleven o’clock in the morning 
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1 good plan 
is always better when 
it includes symbols 


for telephone outlets 
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as fundamental as built-in 


storage space... 


Pe 
Eleanor Raymond, Architect 


Every house you design makes some provision for storage, 

much of it concealed. But unless provision is made for telephones, 
the wires may have to be exposed, Raceways built into the 

walls during construction keep wires out of sight, help protect 

the appearance of thoughtfully designed interiors. 

Including telephone raceways in your plans and specifications 

is always sound planning. Your Bell Telephone Company 

will be glad to help you lay out economical raceway installations. 


Just call your nearest Business Office. 
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urable stuceo 


Gives lasting beauty —from Minneapolis to Miami 


Sparkling white, like the new snow around it, stucco 
dramatizes the clean lines of this Minneapolis bungalow. 
And through winter cold and summer heat, 

the white, crisp beauty of the stucco made with a 

matrix of Atlas White Cement will endure. 


Builders have known for many years that a stucco 
exterior, properly made with an Atlas White Cement, will 
Stand up in any climate. With Atlas White Cements, 

you get the full beauty of stucco, because they are true 
white cements. They make white stucco snow-white 

and enhance the delicate tones and values of pigments in 
colored stucco. Original and upkeep costs are low, 


Atlas White Cements are available in three types: 
Regular, Waterproofed and Duraplastic® air-entraining. 
Atlas White Duraplastic Cement gives increased 
plasticity for easier application. It results in an even 
more durable stucco, yet costs no more. 


For further information see SWEET'S catalog, sections 
4E/7a and 13C/5 or write to Atlas White Bureau, Universal 
Atlas Cement Company (United States Steel Corporation 
Subsidiary), 100 Park Avenue, New York 17, N. Y. 
*“Duraplastic” is the registered trade mark of the air-entraining 


portland cement manufactured by Universal Atlas Cement Company 
PA-S-20 





FOR BEAUTY AND UTILITY 


ATLAS WHITE CEMENT 


FOR TERRAZZO, PAINT, SLABS, STUCCO 
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Effective Content of an 
Architectural Curriculum 








PROFESSIONAL 
Architecturo! design 
Materials and methods 
Design theory 
Structural design 
Working drawings 
Specificotions 
Graphics 
Freehand drawing 
Professiona! ethics 
Mechanical, etc, instoll- 

ations 
History of architecture 
Landscape design 
interior design 
Community planning 
Applied scence 
Site engineering 
Building codes, low, 
real estate 
Office administration 


e@cenuce~-wu 


ACADEMIC 
Mathemotics 
English 
Fine arts 
Physics 
Social sciences and phil- 


osophy | 
Psychology and human 
relations 
Foreign language 
Cheemustry 





through dinner in the evening. A ver- 
batim record was made of their discus- 
sion and the participants were invited 
later to edit their remarks and were 
promised protection from direct quota- 
tion without their authorization. No 
local publicity accompanied these meet- 
ings and it may even be news to some of 
you... that such a meeting was held in 
your community. 


“The purpose of the questions was to 
ascertain what, in the opinion of the 
participants, would be the social and 
political frame of reference within which 
the architects of the second half of the 
20th Century will move and have their 
being; what effect these apparent trends 
may have upon the physical pattern of 
our rural areas, towns, cities, and metro- 
politan communities; and finally, what 
should be the philosophy and content of 
the educational program best calculated 
to prepare a young man for the practice 
of architecture during the next twenty- 
five years 


“In closing, let me re-emphasize that 
the Commission will not confine its 
recommendations to those based on sta- 
tistics of what is, or has been, nor even 
to the extrapolation of trends susceptible 
of charting. The Commission is com- 
mitted to writing a report that is based 
on an evaluation of information and 
ideas from all sources. The broad ex- 
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Construction with Permalite lightweight aggregates 


requires less steel... 


aeieuics 


saves time and manpower 


Permalite lightweight aggregates 
can cut dead-load by as much as 80% ! 


@ Today critical steel shortages 
create an urgent need for light- 
weight building design. Now, dead- 
load to live-load ratio can be reduced 
from 7 to 1 to less than 2 to 1. Much 
of this saving can be in structural 
steel. How? By using Permalite ag- 
gregates in floors, walls and roof. 


Furthermore, concrete and plas- 
ter made with Permalite instead of 
sand are easy to handle — quick to 
apply. Rigid completion dates can be 
set and met! 


Permalite aggregate in concrete 
is an efficient lightweight, insulat- 
ing floor and roof fill material. In 
plaster it permits the fireproofing 
of structural steel without costly 
imbedding in heavy concrete. On 
walls and ceilings it assures lighter, 
more resilient base coats. 


Get the full story on why archi- 
tects are specifying Permalite for 
all types of construction—industrial 
buildings, schools, hospitals, defense 
housing and military buildings. 


TYPICAL USES: 


Concrete Aggregate: Roofs and Floors — over lightweight deck- 

ing. Exterior Walls — thin, light; easily formed and erected 
Can be monolithically poured or precast into blocks, slabs 

and panels — can be sawed or nailed! 

Plaster Aggregate: Fireproofing — speedily applied over struc- 

tural steel. Interior Walle — replaces sand in plaster — at less 

than half the weight. 


Great lokes Carbon Corporation, Dept, 118 
18 East 48th Street, New York 17, N. Y. 


[) Please send full information on Permalite light- 
AGGREGA weight construction. (_] Please have -epresentative call. 








A Building Product of ADDRESS. 
Great Lakes Carbon Corporation cry. 
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Take a tip from Hinsdale High! 


Stretch both space and appropriation with FoldeR-Way® 


Automatic FOLDING PARTITIONS by Richards-Wilcox 


In these photographs taken at 


Hinsdale Community High School, 


Hinsdale, Ill., you can readily see how Richards-Wilcox FoldeR-Way 
folding partitions provide greatest flexibility to given areas of space. 


You can see how the partitions 
gym classes from each other. A 


close to isolate the boys’ and girls’ 
lso, how the FoldeR-Way partition 


opens for conference games, and similar events, making the com- 


plete gym one vast playing are 


na and gallery. 


But you can’t see these EXCLUSIVE FEATURES: 


Fully Automatic. All folding, unfold- 
ing, locking, unlocking, and sound-proof- 
ing operotions are accomplished by the 
electric operator and its auxiliary mech- 
anism. You merely turn the switch key 
R-W does the rest 


. Positive, Silent Action Roller Chain 
Drive. Will not slip, stretch, or break 


Friction-Proof Track. Ball-beoring 
hanger wheels ore machined to provide 
@ line contact with the %” round cold- 


rolled steel bor runways of the track, 
assuring minimum friction and silent op 
eration 

. Gymnasium Doors Are Full Three 
Inches Thick Over Entire Area. This 
provides flush surface similar to a solid 
wall. Eliminates protruding butt-hinges 
in players’ contact zone below seven 
foot level 

. Fully Automatic Floor Seals. Self-od 
justing to uneven spots in floor. No levers 
or manual effort required to operate 


For further information about R-W FoldeR-Way Automatic Folding 


Partitions, write, phone or wire our nearest office 


See anR-W FoldeR-Way 
Avtomotic Partition in 
operation ot ony of the 
Schools in the portiol list 
at right, or write for 
address of installation 
neorest you 


Arvin High School 


High School, Brook 
Benks School, Bay 
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Kent State University, Kent, Ohio—-Opening: 114° x 20 
Hinsdale Community High School, Hinsdale, IIL. Opening: | 


Arvin, California—-Opening: 149 x 2¢ 


Kinkaid School Gymnasium, Houston, Texas—Opening: 71 


line, Mass.—- 2 Openings: 100 20° and 
City, Michigan——Opening: 50 x 18 


180 ri 1981 Richards-Wilcox Mfg. C 
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perience and the keen insight of its 
members gives every assurance that this 
will be well done. My colleagues and I 
believe that a profession in a free demo- 
cratic society need not be the helpless 
victim of circumstances or of forces out- 
side of itself. We believe that however 
closely the practice of architecture is 
linked to its contemporary, social and 
technological frame of reference, funda- 
mental objectives of that practice can 
be shaped and can be kept under control 
by the members of the profession them 
selves.” 


It is very difficult to make significant 
commentary on these preliminary facts 
that have been published here. They 
contain within them a great many ideas. 
As an example, let me show you what 
type of correlations might be obtained 
from a scrutiny of the material. 


The last table indicates 28% of those 
questioned believe that community plan- 
ning is an important part of architec- 
tural practice, while 56% felt that it 
was desirable and 16% felt that it was of 
minor importance. Also Figure 24 indi- 
cates that 9% of architects have added 
city planning to their education beyond 
the first and second degrees. But curi- 
ously, the previous table gave no indica- 
tion of any desire on the part of archi- 
tects in practice for post-college supple- 
mentary education in this field. It may 
during the long poll; but on the basis of 
the amount of planning which apparently 
is being considered important in the 
schools, my guess is that were this sur- 
vey to be conducted 10 years from nou 
this would be considered of major im- 
portance by the practitioner. Based 
largely on the change that is now taking 
place in instruction in the schools and 
the number of young men now gradu 
ating who have had some smattering of 
planning in their training programs, if 
there is any one thing which will come 
out of this important survey, now near 
ing completion, it is the fact that the 
schools teach architectural practice and 
that the schools have a major responsi- 
bility in the development of a successful 
architectural profession in this country. 


While I have given here only one ex- 
ample of correlation, I hope that you 
who reads this will also attempt to make 
correlations. I shall be happy to hear 
from you, as I know will Dr. Burdell, on 
any questions that you may have, re- 
lating to this material published here. 


As this issue of P/A goes to press, we note that 
imerican Institute of Architects has published a 
Progress Report’ summarizing the Survey described 
in the column above. Members of the AJA. will 
receive the document and non-member, registered 
architects who cooperated in furnishing information 
for the Survey may obtain @ free copy on application 
to national headquarters. Others may obtain a copy 
of the brochure for 25¢ through the Department of 
Education and Research, American Institute of Archi- 
tects, 1741 New York Avenue, NN... Washington 6, 
Da 
































In these days, when architects avail 
themselves of the services of structural, 
plumbing, heating, lighting, and every 
other known variety of specialist, it 
should be appropriate to determine how 
much reliance the architect can place 


it’s the law 


By BERNARD TOMSON 


on plans drawn for him by acknowledged 
experts and how much further reliance 
can be placed on specifications provided 
by reputable manufacturers. This of 
course becomes a matter of primary im- 
portance when the plans or specifications 
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AND GYM SEATS 


HORN FOLDING GYM SEATS FOR FIELD 
MOUSE INSTALLATION 


Comfortable—Safe—Convenient 


ESTABLISHED 1909 @ 
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FORT DODGE, 


2 LEVEL SEATING WITH HORN FOLDING 
GYM SEATS 


HORN FOLDING GYM SEATS UTILIZE 
STAGE SPACE 


FOLDING GYM SEATS 
FOLDING PARTITIONS 


. Utilize your space with HORN FOLDING 
GYM SEATS AND PARTITIONS. Approved in 48 states, your gym space problems 
are easily solved with factory installed HORN FOLDING GYM SEATS AND PARTI- 
TIONS. Engineered for maximum efficiency and custom built to meet your require- 
ments, HORN will meet the most exacting specifications. WRITE TODAY FOR 
COMPLETE DETAILS ON YOUR SEATING REQUIREMENTS. THERE IS NO OBLIGA- 
TION. HORN MAINTAINS SALES OFFICES FROM COAST TO COAST 


HORN FOLDING STAGES 


Save space, labor and time with the NEW HORN 
FOLDING STAGES. Compact and “handy”, a HORN 
FOLDING STAGE is available in various sizes. 


IOWA, U. S. A. 


turn out to be inadequate—and the ques- 
tion of the architect’s legal responsibility 
arises. 


Discussions in terms of “reasonable 
skill and ability performed without 
neglect” may be of some help. More 
useful is a full exposition of the archi- 
tect’s duty, as is found in a case decided 
in New York, in 1889. There the precise 
question involved an architect’s reliance 
on incorrect specifications supplied by a 
contractor for that then new-fangled 
device “steam heating”. When the archi- 
tect found it necessary to sue for his fee, 
the owner counterclaimed for damages. 
The court allowed the owner to deduct 
$1000 from the architect’s fee with this 
interesting statement: 


“The plaintiffs are architects of stand- 
ing, who assume to be able to plan and 
superintend the construction of first- 
class apartment houses, to be heated by 
steam, and to be provided with every 
convenience p nd ne by the luxurious 
tastes of the day. They are not archi- 
tects in a rural community, but in the 
first city in America. Steam-heating is, 
as we all know, common, if not a neces- 
sity, in all apartment houses of large 
size, and of a high class. It is true that 
houses of this description are of recent 
introduction; but they are now a very 
important part of our system of econom- 
ics, for in some of the new streets they 
are more numerous than private resi- 
dences, or tenements of the kind that 
formerly was in vogue. The architect 
who undertakes te construct a house that 
is to be heated by steam is groping in 
the dark unless he knows how large a 
chimney is required. It is as necessary 
that the architect should know what is 
needed to make the steam-heating ap- 
paratus serviceable, as it is that he 
should know how sewer gas is to be kept 
out of the house 


“No one would contend that at this day 
an architect could shelter himself behind 
the plumber, and excuse his ignorance 
of the ordinary appliances for sanitary 
ventilation by saying that he was not an 
expert in the trade of plumbing. He is 
an expert in carpentry, in cements, in 
mortar, in the strength of materials, in 
the act of constructing the walls, the 
floors, the stair cases, the roofs, and is 
in duty bound to possess reasonable skill 
and knowledge as to all these things; 
and when, in the progress of civilization, 
new conveniences are introduced into our 
homes, and become, not curious novel- 
ties, but the customary means of secur- 
ing the comfort of the unpretentious cit- 
izen, why should not the architect be ex- 
pected to possess the technical learning 
respecting them that is exacted of him 
with respect to other and older branches 
of his profesional studies? It is not ask- 
ing too much of the man who assumes 
that he is competent to build a house at 


(Continued on page 148) 
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DESIGNED FOR Living aud Selling! 


be Mengelux fancy-face plywood walls are just not requiring fine fancy-faces, Mengelbord is the 
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as practical for show rooms, sales rooms and perfect utility plywood. It is 14”, 3-ply hardwood 


offices as they are for homes! They are rich, beauti- plywood with one-piece Gum face, for painted, 
ful, unusual .. . yet surprisingly stained or natural finishes. No 
low-priced and easy to install! joints or patches. No grain 

raising. Cuts and works cleanly. 


Mengelux is hardwood plywood, “~ / Available in big 48” by 96” 
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se ite ml - o aie ai panels and in other standard 
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sizes. It is priced within reach If Mengelux and Mengelbord 
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of almost any building budget. 


area, write direct for samples 


MENGELBORD ... For jobs and name of nearest distributor! 


Plywood Division, THE MENGEL COMPANY. Louisville 1, Ry. 
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ANNUNCIATORS 


for 


CAFES 
RESTAURANTS 


I 
SAVE TIME ~ AND MONEY 


Entrance to Bob's Drive-in Restaurant in Eagle 
Rock, California, Type M-20 (20 number) with 
Chime.Cannon Annunciator over door is plainly 
visible to waitresses to indicate waiting orders. 


Arrow points to Type RC-20J Single Pole Toggle 
Switch Control Unit, with Jewel Bull's-Eye Lights 
and Chime Ringing Buttons operated by chef as 
order is ready. Waitress turns off switch as she 
picks up order, clearing lighted numbers from 


annunciator 


Address Cannon Electric, 3209 Humboldt Street 
Los Angeles 31, Calif. Canadian offices and plant 
Toronto, Ont. Export: Frazar & Hansen, San Fran 
cisco, Calif. Representatives in principal cities. 
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a cost of more than $100,000 and to 
arrange that it shall be heated by steam, 
to insist that he shall know how to pro 
portion his chimney to the boiler. It is 
not enough for him to say, ‘I asked the 
steamfitter,’ and then throw the conse 
quences of any error that may be made 
upon the employer who engages him re 
lying upon his skill. Responsibility can 
not Ss shifted in that way. 

“In the case of Moneypenny v. Hart 
land (twice reported, once in 1 Car. & P. 
952, and then in 2 Car. & P. 378), it was 
held that if a surveyor be employed to 
erect a bridge and form the approaches 
to it, he is bound to ascertain for him 
self, by experiments, the nature of the 
soil, even though a person previously em 
ployed for that purpose by his employer 
has made such experiments, and has 
given him the result at his employer's 
request; and if the surveyor makes a low 
estimate, and thereby induces persons t« 
subscribe for the execution of the work 
who would otherwise have declined it, 
and it turns out that, owing to his negli 
gence and want of skill, such estimate 
is grossly incorrect, and that the work 
can be done, but at a much greater ex 
pense, he is not entitled to recover for 
his services.” 


The owner was not satisfied with the 
result and requested a reargument of 
this determination, urging that since th« 
contract had not been performed entirely 
without fault that the architect should 
be entitled to nothing. In its determina 
tion that this argument was without 
merit, the court incidentally engaged ir 
a useful discussion of the specific stand 
ard of care required of an architect 
supervision. This deserves extensive 
quotation: 

“With regard to the plans, it appears 
that the contract was completely per 
formed, Drawings for the whole building 
were furnished, and it was actually cor 
structed in accordance therewith. After 
the building was finished, it was dis 
covered that the chimney flues, connect 
ing with the boiler flues, were not larg« 
enough for the purpose for which they 
were designed These flues were not 
omitted from the plans; on the contrary, 
they were set down with the same full 
ness of detail as the other parts of the 
building. It cannot, therefore, be said 
that plaintiffs did not entirely perforn 
their contract in this respect; they com 
pletely performed it, but they performed 
it negligently. 

“Similar considerations apply to the 
other branch of the case. The learned 
counsel would not claim that an architect 
is bound to spend all his time at a build 
ing which is going up under his profes 
sional care; so that no fraud or negli 
gence can be committed by any of the 
contractors e counsel would not cor 
tend that the architect is an insurer of 
the perfection of the mason work, the 
carpenter work, the plumbing, etc. He is 
bound only to exercise reasonable care, 
and to use reasonable powers of obser 
vation and detection, in the supervision 
of the structure When, the refore, it 
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e Permanently non-slip 
eo Extremely wear-resistant 


e@ Non-resonant 


Never again need you worry about 
school children slipping on floors, 
ramps, or stairs. Positive, permanent, 
non-slip protection—even when wet— 
is the guarantee you get with Norton 
floors. 


The extreme wear-resistance of Nor- 
ton floors to the heaviest foot traffic 
makes their installation an economical 
investment. Also, they are quiet and 
comfortable to walk on. 


Schools which did not install Norton 
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able to replace less wear-resistant 
floors and stair treads with Norton 
products, thereby obtaining protec- 
tion against slipping as well as 
extreme durability. 


Write jor catalog No. 1935 or see our catalog in 


Sweet's Architectural or Engineering Files 


NORTON COMPANY 


Worcester 6, Massachusetts 
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Architects and heating contractors find the Young 
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® Oildraulic Elevators are designed for 
low-cost installation and economical, 
trouble-free operation. No penthouse or 
heavy load-bearing shaftway structure 
needed . . . powerful hydraulic jack sup 
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power truck loading. Automatic floor 
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appears that the architect has made fre 
quent visits to the building, and in a 
general way has performed the duties 
called for by the customs of his profes 
sion, the mere fact, for instance, that 
inferior brick have been used in places, 
does not establish, as a matter of law, 
that he has not entirely performed his 
contract. He might have directed at one 
of his visits that portions of the plumb- 
ing work be packed in wool; upon his 
next return to the building the pipes in 
question might have been covered with 
brick in the progress of the building. If 
he had inquired whether the wool-pack 
ing had been attended to, and had re- 
ceived an affirmative answer from the 
plumber and the bricklayer, I am of 
opinion that his duty as an architect, in 
the matter of the required protection of 
said pipes from the weather, would have 
been ended. Yet, under these very cir 
cumstances, the packing might have been 
intentionally or carelessly omitted, in 
fraud upon both architect and owner, 
and could it still be claimed that the 
architect had not fully performed hi 
work? The learned counsel for appellant 
is, in effect, asking us to hold that the 
defects of the character above named 
establish, as matter of law, that plain 
tiffs have not completely performed 
their agreement. 

“An architect is no more a mere over 
seer or foreman or watchman than he is 
a guarantor of a flawless building, and 
the only question that can arise in a 
case where general performance of duty 
is shown is whether, considering all the 
circumstances and peculiar facts in 
volved, he has or has not been guilty of 
negligence. This is a question of fact 
and not of law.” 


The general principles have been re« 

stated many times since, but never with 
more clarity. The above quotations are 
as useful today as they were in 1889, and 
although the rule varies in its precise 
application from state to state, the case 
referred to is as much an excellent guide 
to the expressed rule of law now as then 


NOTICES 
New Practices 


General Engineering Associates, Con 
sulting Engineers: PAUL WEIDLINGER, 
101 Park Ave., New York, N.Y.; and 
Morris SHaAptRO and CLaupe R. ENGLE, 
1928 I St., N.W., Washington, D.C 


BERNARD J. SABAROFF announces the 
opening of an office for the practice of 
architecture, 1179 Market St. San 
Francisco, Calif. 


Georce FARKAS and Dr. WALTER Bagr- 
MANN announce the formation of a 
partnership for the practice of indus- 
trial design, architecture, and interior 
planning, under the firm name of Far- 
KAS-BAERMANN DESIGNERS, 954 41st St., 
Miami Beach, Fla. 


Looking for a better and 
easier way to specify 
lighting fixtures? You'll 
have it when you use 
Kayline’s big, illustra 
ted catalogue #50 
Fluorescent, slimline 
and incandescent light 
ing hxtures are illus 
trated to solve your 
problems in commer 
cial, industrial and resi 
dential lighting. Write 
on your business letter 
head for a copy of Kay 
line’s Catalogue #50. 


—_ a.) 
4 
t- 


THE KAYLINE CO. 


2840 E. 22nd St, Cleveland, Ohie 





MAKE [LGGTVIING Lines 
AID PRODUCTION LINES 


Sylvania Fluorescent Fixtures provide 
abundant, glare-free light in new 
Kaiser-Frazer plant, Portland, Oregon 


Unbroken lines of light which follow the production process, 
together with continuous wireways, are readily possible with 
Sylvania Fluorescent Fixtures. 


These fixtures are engineered for efficient lighting and trouble- 
free operation. The durable finish of either porcelain enamel 
or long-lasting “Miracoat” enamel provides a smooth surface 
of maximum reflectivity. Turned-down lip construction pre- 
vents accumulation of dust, lint, or moisture. 


Easy installation and low maintenance costs are other good 
reasons why Sylvania fixtures win and keep your clients’ 
good will. 

Now you'll find Sylvania Industrial Fluorescent Fixtures avail- 


able in sizes and types for every need. The coupon brings you 
new illustrated folder showing the entire line. Mail ic NOW. 


BULES. RADIO TUBES. TELEMISION PICTURE. TUBES ELECTRONIC PROD. 
UCTS; ELECTRONIC TEST EQUIPMENT: PHOTOLAMPS: TELEVISION SETS 


This is the Sylvania HFFS-440. The 1300 fixtures of this type 
in the K-F installation, (above) mounted in continuous rows 
on 9 6” centers, provide a lighting level of 60 foot-candles. 


Electric 

sr sett m bing the 
tore Vos. me oa grated fo poy oat = 

pirtee lvania Fluoresce™ 

full lime of Syl 





* Quick-Dependable-Economical Heat for 
* Commercial and Industrial Buildings . . . 
« Made in Pittsburgh—sold throughout the 
nation Six fan type heaters—five 
* blower type heaters—for every heating * 
« requirement . 


GH Unit Heaters” 
ast Iron 





*Cast iron affords the best protection 
e against the corrosive effects from the 
, Products of burning gases. Pittsburgh 
heat exchangers and combustion chambers 
* are cast in one piece for inherent long 
, life. Approved by A. G. A. and listed by 
Underwriters’ Laboratory. 
Write for Catalog 


- Automatic Gas Equipment Co. 


* Brushton & Thomas Sts., Pittsburgh 21, Po.” 
> . 
7 


For 22 years, we have sought to make 
othe BEST w«unit heaters—not the most. 


a 8 © 8 6 S-S 6 Be «é 
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ELEMENTARY SCHOOL 
CONSTRUCTION OUTLINES 


Monterey Park School 
(SEE PAGE 72) 


CONSTRUCTION 


Foundation: reinforced 

Sales Steel Manufacturing 
structural steel—Kelly Sales 

ng Cc mpany. Walls: 8 
brick—Wallapai Bric 

tud frame. Floors: ¢ 

Roof: wood purlins and 

proofing and dampproofing: asphalt 


felt. Insulation: rockwool! batts. Floor surfac- 


ing: asphalt tile, wexed—Mastic Tile C 
t f America. Ceiling: cane fibs 
3 tile—Ce« . 


. tex 


eat ecoust 
Wall surfacing: exter 
apai Brick Company 
siding—Paraffine Company 
plyw 4 nited States Plywood f 
tion; painted brick. Roof surfacing: whit 
phalt-based paint applied over built-ur 
—Flintkote Company, Pioneer Div n. Parti- 
tions: Dougle r plywoo ver stud 
—United States Plywood rpor er" 
toilet partition Windows 
mmercial projected c 
Company. Gless: DS8 wind jlass and ¢ 
pered plate glia Pittst 
Company. Doors: bh w 


am & 


Ar 


Corporation; sliding door 
ducts ( y. Hardware: 


k 
. . ner enit—American Herd 
rporation, P. & F. Corbin Div ni 

hinges—Stanley Works. Paint and stain 

wood stain on exterior w 

~ , 

Company: lead and 

Company: pigmented 


varnish—General Pa 


EQUIPMENT 


descent fixture n audit 


Lighting 
Ree end clos 
Electric distribution: 
trance switch and multibreaker 


m areas—Edwin 
Compan 
Company. Plumbing: water closets, lavator 
toilet seats—American Radiator & Sta 
Sanitary Manufacturing Company; fl 

Sloan Valve Company: wrought iron pipe 
A. M. Byers Company. Heating: direct f 
suspended unit heaters—Southwest Mar 


Los Cerritos School 
(SEE PAGE 77) 
CONSTRUCTION 


Foundation: reinforced cor 
land Cement Company and Permanente 


rete—Pacif 


ment Company; reinforcing bars—Broad 
Stee! Products Company. Frame: stee 

light steel joists—Bethlehem Pacific 

Steel Corporation. Walls: wood studs and 
sheathing, concrete end walls. Floors 
crete floor slab on fill. Insulation: therme 


(Continued on page 154) 


When Your Lights GO OUT... 


Automatic EMERGENCY LIGHTS 
GO ON Instantly 


. 


Government, 
Military 

and Civilian 
Institutions, 

Office Buildings, 
and Bomb Shelters 


BIG BEAM ae 
Model No. 2-AD SPECIAL 

In panic, disaster, air raids, or whenever a 
failure occurs in your regular lighting service 
Big Beam Emergency Lights will give instant, 
automatic light. Two 6-inch floodlights, oper- 
ating on a 9-volt standard dry battery give 
powerful light over a wide area. 

No special wiring. Plugs into any conven- 
iently located 115-volt lighting outlet, either 
AC or DC—e Must for Civilion Defense. 

Write for Complete Details on 
This and Other Models 
U-C LITE MANUFACTURING CO. 
1069 W. Hubberd St., Chicago 22, iil. 


iy 
iH 
il 


iF 
83g 
ift 


oa 
ial 


ute 


gy. 
S SPECIALISTS IM ELECTROMIC 
[-WTERCOMMUMICATION FOR OVER 70 YEARS, 








Gn- 
MULTIPLE 


USE-OF- SPACE 
EQUIPMENT 


Activities area can be con- 
verted to lunch room for 200 
in 8 minutes. It's the logical 
solution to the problem of high 
building costs and increased 
school enrollments. May we 
send you complete information? 


Schieber Manufacturing Co. 


12730 Burt Road 
Detroit 23, Michigan 


Easy to roll out from wall Easy te rell beck inte w 





CONSTRUCTION OUTLINES 


(Continued from page 152) 


rockwool—United States Gypsum Company. 


Floor surfacing: asphalt tile—Tile-Tex Com. 

pany, inc. Ceiling surfacing: perforated 

acousticel tile and gypsum boerd—Johns 

Manville Company. Wall surfacing: exterior: 

'@) F | redwood board and batts; interior: plywood— 
United States Plywood Corporation. Roof 


surfacing: asphait-based paint applied over 


PACKAGED built-up roof—Flintkote Company, Pioneer Di- 
vis ron gutters 


n. Roof drainage: galvenized 
nteriors 


POWERSTAT 4 pouts. Partitions: plywood 
-U States Plywood Corporation: metal 
toilet partitions. Windows: stee! sesh—Micheel 
Me acedaien Capen dale 
| + ngth sar gless—Libbey - Owens - Ford 
Sompany. Doors: interior and exterior 
Douglas fir slab doors; aluminum roll-up over- 
head doors—Pacific R ng Door Company. 
Hardware: locksets—Schlage Lock Company; 
door sers—American Hardware Corpore- 
& F. Corbin Division. Paint and stain: 
stain—W. P. Fuller Company; inte- 
S Cabot, Incorporated 


wax amu€ 


EQUIPMENT 
COMPACT “ae — Lighting: concentric ring fixtures—Kurt Versen 
Company. Electric distribution: panelboards 
and multibreaker—Westinghouse Electric Cor- 


PACKAGED ASSEMBLIES WITH COMPLETE aula ne See eee 
poration me ° ystem— r ; 

FACILITIES FOR DIMMING, BRIGHTENING, Buteem Mochines Conperetion. Slentitags 

tubs and lavatories—Crane Company: water 

BLENDING LIGHT heater—American Standard Plumbing Supply 

Company: dishwasher — Crane Company. 

Heating: radiant floors, copper tubing; boiler 

The populer economy line of PACKAGED POWERSTAT light dimming —Americen Radiator & Stenderd Senitery 

redesigned ond a voriety of new models offered Manufacturing Company: controls—Minne- 

apolis-Honeywell Regulator Company. Miscel- 

lany: folding cafeteria tables—Scheiber Com- 





equipment has been 
Assemblies of the 2000 wot? series ore now available in packages of 3 
4, 5 and 6 unit dimmers 

Each pockoged assembly is housed in an attractive smooth grey finished 
dimmers are operated by verticol hand levers with 

The levers con be interlocked for master contro! ond 


pany 


cabinet. Individual 
grodvated drums 
when required a seporate master handle con be provided. Each dimmer 
hes its own on-off switch and circuit-breoker, cord holder for circuit iden Randall Holden School 
Th b ted fr ¢ wir 

ese dimmers con be operated from a two ” (SEE PAGE 82) 


tifications ond pilot light 
three phase 


— one phase, a three wire — one phase or a four wire 
a@-< power source. Standard output connectors include a terminal boord for 
solid connection, pin-jacks, porallel-blade receptacies and twistlock recep CONSTRUCTION 
acles. Send for Bulletin D651P to learn more about PACKAGED POWER Foundation: reinforced ncrete: bars—Trus- 
STAT light dimming equipment n Stee! Company. Frame: steel-welded rigid 
frame. Walls: brick veneer, cinder block with 
PACKAGED POWERSTAT DIMMERS IDEAL sir space between. Floors: reinforced con- 
FOR SCHOOLS, CHURCHES, LODGES, HOTELS, ser weap a pte Pa ue me 
tee! Company; welded stee eck- eeling 
RESTAURANTS, STORES, LOUNGES & CLUBS. Corrugating Company. Waterproofing and 
dampproofing: tar emulsion on exterior base- 


WRITE FOR DESCRIPTIVE BULLETIN TODAY 
ment walls. Insulation: acoustical: ceiling tile 


rue SUPERIOR ELECTRIC co. aS Seis Geo a ae 
tile—Flintkote Company; 


BRisTot CONNECTICUT surfacing: asphalt 





quarry tile toilet floors—United States Quarry 


4081 DEMERS AVE., BRISTOL, CONNECTICUT Tile Company. Wall surfacing: exterior: paint 

ed brick veneer; interior: birch plywood— 
L. Vaughan Company; glazed structural tile 
and toilet room walls 


[} Please send me Bulletin D651P 
nm weinscot, corrndor 

—Stark Brick Company; painted cinder block. 
Roof surfacing: built-up, ter and gravel— 
Koppers Company, Incorporated; ventilators 
—Trane Company. Partitions: cinder block; 
—_ pink Tennessee marble toilet partitions. Win- 
dows: projected sash—Truscon Steel Com- 

== ‘ pany: double strength glass—Pittsburgh Plete 
Slass Company. Doors: birch veneered, flush 


(Continued on page 156) 
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BETTER SIGHT WITH BETTER 


..- THROUGH Daylight Engineering 


LIGHT 





DayuiGHT ENGINEERING can help you 


plan a fenestration system to provide 
even, diffused lighting without bright, 
glaring contrasts 

Through the use of Insulux Glass 
Blo and the application of proved 
Daylight Engineering principles, entire 
glass areas can be used for the transmis 
sion of an abundance of quality daylight 
for office or plant buildings. Daylight is 
controlled so efficiently that buildings 
virtually turn with the sun to make maxi 
mum use of daylight from early morning 


to late afternoon 


An Insulux Fenestration System can't 


j 


rust, rot nor corrode. It provides an insu 


lating, sound-deadening panel that is ex 
tremely hard to break and is highly fire 


resimMant 


A ylight Engineer will be glad to 
show you the many advantages such an 
Insulux Fenestration System can bring to 
your structures. Just write: Daylight En 
gineering Laboratory, Dept. PA-8, Box 
1035, Toledo 1, Ohio. Insulux Division, 
American Structural Products 
Company, Subsidiary of 


Owens-Illinois Glass Co 


INSU LU X renestration systems 


— by the leaders of Daylight Engineering 








CONSTRUCTION OUTLINES 
(Continued trom page 154) 


L. Vaughan Company: main entrance door 


wood-painted Kalamein 
rporeted. Hardware: du 
Russell & Erwin 
Manufacturing Company. Paint and stain: ex 
coating—Standard [ 
Wall Products, Incorporated: interior: w 4 


"usm solid re 
Dusing & Hunt, In 
hrome finished ksets 
terior: waoterpr »f 


finish—Breinig Brothers, Incorporated: mason 


er s Manufacturing 


Niné 
sh i) na 3 


EQUIPMENT 
Lighting: flu e ncande t fixtures in 


t areas and recessed 


bal e . 

yorescent unit r suditorium—H phane 

Company ncandescent border shts and 
disappearing footlights—Hub Electric Corg 

ration. Electrical: panelboards—Westinghouse 
rporation; wiring devices—Arrow 

mpeny: rubber 

nauit tube 

Plumbing ung, vitreous china 


water 
serfs and ¥ res Dieck pile 
seats—K , tankless water heater 
rporated hrome flush 
mpany stainie tee 
ey Washfountain C 
Heating: wr 


A. M. Byers 


ed hot water | 


ron redient f 
pany: cil-fired for 


Water Tube 8 r npany; automatic r 


Honeywe 


Minneapo 


temperature . 
mpany. Air conditioning: ceiling 


Regulator C 


di fuser river r Devices, Inc 
porated ve Y jrilles mh euditornum 

assrooms t Tuttle & Bailey, Incorpore 
ted; warn r 3 exhoust system in 


auditor 


Madison School 
(SEE PAGE 84) 

CONSTRUCTION 
Foundation 
upported 


rete—Ariz Portland 


reinforced 

ncrete 
Compa 
reinforcin ; $ Bethlehe Stee! Comper 
Frame: frame—Bethleher 
Stee mpeny nenutacturers and A 
Walls: pf 


ncrete with me 


we Floors: 
Reef: wood purlins end sheath 
Waterproofing and dampproofing: os 


5 sted 


»mbre 
Insulation: acoust 
o soret 


Floor surfacing 
Mastic Tile f 


America: floor herdene 


mpany. Ceiling 


iu —Master Builders C 
surfacing: perforated ne fiber oa 


tile ne } furring stric elotex Corr 


t Wall surfacing 


e t " nter 


ynpainted pur 
pumice C ‘ 


Roof surfacing: bu asbestos hr 


Manville C hite esler—Flintkote 
Partitions: inter 
slas fir ¢ 





The Original 
“No Knee 
Interference" 
Folding 
Banquet 
Table 


4 . 


DIRECT PRICES FOR 
INSTITUTIONAL JOBS, 
CHURCHES, SCHOOLS, 
CLUB HOUSES, ETC. 








NO KNEE CONTACT 














Wht NOT TIF 


Write For New 
Literature and Prices 


MONROE FOLDING TABLES—DESIGNED AND 
MANUFACTURED EXCLUSIVELY BY 


THE Wonroe_ COMPANY 
6] CHURCH j OLFAX, IOWA 
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OWNER * ARCHITECT 
ENGINEER * CONTRACTOR 


_ PLASTIMENT-CONCRETE 
| SATISFIES ALL FOUR 
BECAUSE 


©® MIXES BETTER 
© HANDLES EASIER 
* PLACES FASTER 
© STAYS DURABLE 


- 





APPROVED: PLASTIMENT and other Sika Prod- 
ucts have been tested and approved on Federal, 
State and Municipal tor: and are approved 
under Building Codes of principal cities. 


CHEMICAL CORPORATION 
33 GREGORY AVE + PASSAIC, HJ. 
TELEPHONE PRescott 7-8820 


States Gypsum Company; flush metal parti 
tions—Sanymeta!l Products 
Windows: commercia! projected steel sash— 
Michael Flynn Manufacturing Company: SSB 
and auto safety glass—Pittsburgh Plate Glass 
Doors: flush, hollow core interior 
Menge! Company. Herd- 
hinges, panic 


ompeny, inc. 


Compeny 
and entrance doors 
Were: locksets, door closers 
exit—American Herdwere Corporstion, P. & 


bin Vivis 


EQUIPMENT 
Lighting: fluorescent fixtures in @ areas 
ncentric ring fixtures with silver bowl light 
bulb—Vision Aids. Electric distribution: panel- 
boards—Westinghouse Electric Corporation 
jalvanized stee nduit—National Electric 
Products Corporation; ¢ k and bell system 
Internatione! Business Machines Corpore- 
tion. Plumbing and sanitation: water closets, 
-American Redistor & Stend 
toilet 


evetories, tubs 
ard Sanitary Manufacturing Company 
seats—C. F. Church Manufacturing Company: 
flush ve ves—S an Valve C mpany ncinere 
tor—Morse-Boulger Destructor Company; ga 
vanized iron pipe for water supply systen 
water softener—Red Jacket Manufacturing 

mpany. Heating 
30s-fired: forced hot air 


ministrative building—General Electric 


entral hot weter system 
gas furnace in ad 
Com 
pany; unit heaters in classrooms cate 
Company; galvanized iron 
pipe—National Tube Company; Ajex water 
heater and bo Air conditioning: evapore- 
tive coolers in rooms of all buildings—Inter- 


national Metal Products Company: diffusors 


+ 
torium Trane 











ARCHITECTURAL 
ENGINEERING 
A Practical Course (HOME STUDY) 
by Moil Only 
Prepares Architects and Draftsmen 
for structural portion of 
STATE BOARD 
EXAMINATIONS 
For many this is the most difficult sec- 
tion of the examinations. Qualifies for 
designing structures in wood, concrete 
or steel. Successfully conducted for the 
past seventeen years. Our complete 
Structural Engineering course well 
known for forty-one years 


Literature without obligation— 
write TODAY 


WILSON ENGINEERING 
CORPORATION 


College House Offices Horvard 
CAMBRIDGE, MASS, U. S$. A. 























OPENS WIDEST 
CLOSES TIGHTEST Auto-(ok 


Auto-ok 


The only window that successfully 
combines the BEST features of ALL 
window types. 


In its dual function as a ventilating element and 
as an air barrier, Auto-Lok is unequaled! 


Open, it provides 100% draft-free ventilation! Air is 
scooped in and upward. Precision-balanced Auto-Lok 
hardware gives you effortless finger-tip operation ... 
100% ventilation control, even when it’s raining...and 
you clean the outside from the inside... top vent, too. 


Closed, Auto-Lok provides a degree of tight closure 
heretofore believed impossible. A perfect, super seal 
against air infiltration, driving rains, dust storms and 
hurricanes that means real economies in fuel and air 
conditioning expense. 
This vnriveled tight closure is achieved by patented 
Avto-Lok hardware which pulls the vents in tight against 


the elastomeric vinyl weatherstripping and automatically 
anchor-locks them at all four corners of each vent. 


Appearance-wise, Auto-Lok Windows bring a brisk 

smartness to any architectural plan, modern or tradi- 

tional. No window possesses greater adaptability for Engineering Service! 

buildings of all types and sizes. Auto-Lok’s surprisingly Architects everywhere call on 

competitive cost and simplified installation fits them Ludman's engineering staff to 

readily into the most modest building budget. assist in window planning. 
Why don’t you? 


LUDMAN 
Corporation 


Pull details in Sweet's. Name of your nearby Auto-Lok distributor on request. >. 0. bok ana 


Write for our free booklet,“ What is Important in a Window?” 
Dept PA LL. as A | 


Also available — AUTO-LOK in Wood 


August (96/ 157 











JOBS AND MEN 





[situations OPEN‘ 


ARCHITECTS, MECHANICAL AND STRUCTURAL 
ENGINEERS, SPECIFICATIONS WRITERS AND 
Squap Leapsrs—for d ploy 

in our Omaha and St. Louis offices. Give 
full particulars, including experience, educa- 
tion and salary requirements. Leo A. Daly 
Co., 633 Insurance Bldg, Omaha, Nebr. 











ARCHITECTS AND DraFrsMEN—Experienced 
in architectural, electrical controls, lighting 
and power, structural, ventilation, heating, 
piping or material handling work for con 
sulting engineer's office. J. Fruchtbaum, 633 
Jackson Bidg., Buffalo, N. Y 





SEVERAL INsTRUCTORS—in architectural de 
sign, structural design, building materials and 
equipment and related courses will be needed 
at schools of architecture for the fall term 
Those interested in a career in the teaching 
profession should apply to Professor Paul 
Weigel, Chairman of the Committee on Em 
ployment for the Association of Collegiate 
Schools of Architecture, Kansas State College, 
Manhattan, Kans 





ARCHITECT-DESIGNER exceptional oppor 
tunity with long-established Chicago firm 
specializing in industrial and power plants 
Reply must give age, educational and expe- 
rience background, date available and salary 
required. This position could lead to an 
association or partnership. Write fully, Box 
388, PROGRESSIVE ARCHITECTURE 


Advertising Rates 


Standard charge for each unit is Five Dol 
lars, with a maximum of 50 words In 
counting words, your cemplete address (any 
address) counts as five werds, a box number 
as three words. Two units may be pur 
chased for ten dollars, with a maximum of 
100 words. Check or money order should 
accompany advertisement and be mailed to 
Jobs and Men, c/o Progressive Architecture 
330 W. 42nd St. New York 18, N. Y 
Insertions will be accepted not later than the 
Ist of the month preceding publication. Box 
number replies should be addressed as noted 
above with the box number placed in lower 
left hand corner of envelope 











[Giiiisceuancous J 


ARCHITECT-ARTIST AND De.ingaTor—of 
long experience, offers services for freelance 
architectural renderings and perspectives, 
bird's-eye views of real estate developments, 
city-planning projects, engineering structures, 
highways and bridges. Construction of “per 
spectives in lines,” without rendering. In- 
struction in Perspective and Rendering. Theo- 
dore A. De Postels, A.A. 644 Riverside 
Drive, New York 31, N. Y. AUdubon 
6-0160 











} SITUATIONS WANTED | 


experience 





CoLLece GRADUATE—two years 
design, engineering, working drawings and 
supervision. Desires permanent position with 
firm doing contemporary work. Prefer loca 
tion in Indiana or neighboring state. Box 
389, PROGRESSIVE ARCHITECTURE 





CONSTRUCTION Executive — administrative 
architect, project manager and contact man 
designer. Twenty-three years’ experience in 
architecture, engineering, general contracting 
and property management. Graduate architect 
engineer. Registered. Box 387, PROGRESSIVE 
ARCHITECTURE 





ARCHITECTURAL DRAFTSMAN - DESIGNER 
with long experience in various types of 
buildings as industrials, public and churches 
Accomplished renderer in black and white 
and water colors. Registered by examination 
architect. 422 South Dearborn, Room 745 
Chicago. For Al. Z 


CAREER BUILDERS PLACEMENT SERVICE— 
for Architects, Architectural Designers, In- 
terior Designers, Industrial Designers, Drafts 
men and Office Personnel. Interviews by ap- 
pointment. Plaza 7-6385, 35 West 53rd 
Street, New York 19, N. Y 





ARCHITECTS-DesiGNERsS—don't be burdened 
with the overhead of draftsmen and space 
Let us do your preliminary sketches, details, 
working drawings, renderings and engineer 
ing on housing, institutional and commercial 
work. All work is done under the supervision 
of architects and engineers. Architectural 
Drafting Service, 35 So. Dearborn St., Chi 
cago 3, Ill 





ENGINEERING FirM—specialists in structural, 
hydraulic and mechanical engineering, now 
handling several government contracts, wants 
a connection with a leading architectural con 
cern, to handle architectural and layout work 
This engineering firm with motto “Plans 
ready for bids in 48 hours”, has 3 partners 
and 11 associates, six of whom are professors, 
known specialists in various fields of engi 
neering. Write Box 390, PROGRESSIVE 
ARCHITECTURE 





LEADING SCHOOL ARCHITECTS 


Speedy | 
SON-NEL| 








CHALKBOARDS 


COLOR invites attention! Further, it affords com- 
plete flexibility in blending harmonious classroom 
interiors. Whether for new construction or renovo- 
tion, SON-NEL CHALKBOARDS are available in 
colors for every climate and exposure. 


SON-NEL colors are soft, glareproof, sharply 
readable and easy on the eyes. They are available 
in scientifically selected shades of green, brown, 
blue and coral. Investigate and specify SON-NEL 


Colored CHALKBOARDS. 


Write for catalog, color chart and complete 
information on sizes and styles. 


SON-NEL PRODUCTS CO. 
10222 PEARMAIN STREET 
CALIFORNIA wr 


CAKLAND 3, 


Quality 


HAWS 








Always specify 


AWS 


for Highest 


DRINKING 


Sanitary Drinking Fountains 
Electric Water Coolers 


Drinking Faucets, Equipment, 
Filters and Accessories 


® A reputation for reliability 
since 1909. Check in Sweets 
or write for HAWS catalog. 


FAUCET CO. 


- eremecer iifoe 








“D”" Panels for floors, roofs, 
ceilings. Standard width 
16”. Depth 1%” to 7%”. 





How to Hush a Hall 


ACOUSTICAL-STRUCTURAL SILENCER of Fenes- 
tra Acoustical “AD” Building Panels in Evanston 
Township High School, Evanston, Ill. Architech 
Perkins & Will, Chicago. Contractor: Peter 
Homlin Construction Company, Chicago. 


Economically 


... fire-safe acoustical ceiling is also roof or floor! 


This ceiling is a super-silencer with a sound reduc- 
tion coefficient of 0.80! 

It's built right in . . . not just Hk lied! It's formed of 
Fenestra* Acoustical “AD” Building Panels and is a 
basic structural part of the building. It’s a complete 
ceiling and sub-floor—or ceiling and roof—all in 
one modern, moneysaving package. 

A Fenestra “AD” Panel is rigid and rugged and 
you can smack its perforated bottom—or paint it 
again and en hurting it or its acoustical 
efficiency a bit. 

Speedily and easily installed, these long-span 
panels save you time, labor, materials and money— 
and build your building better! They’re another 


standardized Fenestra Building Product engineered 
to cut the waste out of building! 


DETAILS ON THE FENESTRA “AD” PANEL PACKAGE: 

Size: Up to 24° long, 16" wide, 3", 444", 6" and 74" deep 
18 to 13-gage USS steel. Depth and gage os needed for 
span and load. 

Elements: Cellular panel with Ve" holes (946 per squore 
foot) in bottom surface. Wire-chair insulation support. 1” 
thick, 4%-lIb. density, gloss fibre sound insulation cocted 
on one side. 

Send coupon for complete details. Or call the 
Fenestra Rapeosumesbas (listed under “Fenestra 
Building Products Company” in your Yellow 
Phone Book). "Trademark 


See our exhibit at the Schoo! Business Officials’ Convention, Royo! York Hotel, Toronto, Canada, October 15-18 


eCnesth 


PANELS - DOORS - WINDOWS 


engineered to cut the waste out of building 





Acoustical “AD” Panels for 
ceiling-silencer-roof. Width 
16”. Depth up to 7%". 


“C” Insulated Woll Panels. 
Stendard width 16”. 
The depth is 3”. 


DETROIT STEEL PRODUCTS COMPANY 
Building Panels Division 

Dept. PA-8, 2253 E. Grand Boulevard 
Detroit 11, Michigan 


Please send me, without obligation, informa 


tion on Fenestra Building Panels. 
Name 
Company 


Address 





—----------- 5 


exis eas eipeebeatanbinth tenilin ened 
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Not One But Five | 


| 
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MANUFACTURING ENGINEERS OF VENTILATING, 
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Great Unit Heaters 


Another Example of the Completeness of the Trane Heating Line 


Not one, not two, but five great Trane Unit 
Heaters to solve your heating problems exactly. 
Whether you need a unit for steam, hot water or 
gas; whether you want vertical discharge or hori- 
zontal throw; whether you want to blanket door- 
ways or heat entries—no matter what the unit 
heater application, there is a Trane product that will 
fit the project perfectly. Only Trane offers such a 


complete unit heater line. 


Unit Heater Diffusers. Not only is the line com- 
plete but it is jam-packed with exclusive Trane fea- 
tures. Outstanding examples are the Trane Louver 
Cone and Louver Fin Diffusers. With them you put 
heat exactly where you want it. You can get greater 
distance of throw. You can change adjustments 
easily and quickly when job requirements change. 
You can split the air stream into segments making 
it possible for one unit to do the work of two. With 
this greatly increased unit flexibility, you get greater 


value for your heating dollar. 


The Trane Coil. Still another feature is the Trane 


Coil — the heart of all steam and hot water units 
This is the coil that gives you the solderless mechan- 
ical bond for greater heat transfer, the rolled and 
bushed header joint for leakproof operation, the six- 


step fin construction for greater sturdiness 


Exclusive features plus five units from which to 
choose — that’s why you'll find the best answer to 


your unit heater problem in the Trane line 


A Complete Heating Line. You'll also find the 
right answer to hundreds of other problems in 
Trane’s complete line of heating, ventilating, heat 
exchange and air conditioning products. Like Trane 
Unit Heaters, each product offers a wide range of 
types and sizes from which to select. All are studded 
with exclusive Trane features. And when you incor- 
porate them into complete systems, you get the 
added advantages of using products that are de- 
signed, tested and built together for service together 
Whatever your heating, air conditioning or air han- 
dling problem, look for the answer in the complete 


Trane line. 


Trane Steam Speciaities—oa com 


Trane Convectors—the room heoter 
thet tucks owoy under the window 


Trane Centrifugal Fans—e complete 
line with wheels diometer to 109°" 


Trane Heating Coils—ideo!l for 
the central heoting system 


Trone Unit Venti lotors —for 


better schoolroom ventilation plete orray of traps and volves 


THE TRANE COMPANY, LA CROSSE, WISCONSIN 


Eastern Mfg. Division, Scranton, Pennsylvania 
Trane Company of Canada, itd. . . . Toronto 


OFFICES IN 80 U.S. AND 14 CANADIAN CITIES 


TRANE 


HEATING AND AIR CONDITIONING EQUIPMENT 
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Accept this 


FREE | Boe 
REFERENCE | sms 
WORK 


based on 10 years’ research 


me Awarded the A.I. A. Class 1 Certificate of Merit for service™ 
to architects in the selection and specifying of building 
products, this useful booklet analyzes classroom factors 


CAPEK. Boy 








affecting the child's visual and physical comfort. Dr Chapel, Seseet Lown Memertal Park, Glendale, Colllesnto 
Darell Boyd Harmon, nationally known authority on 
environment in relation to the growth and development 


if 
of school children, treats comprehensively of seating, eee IF you speci y 


lighting and decorative problems. Forty-eight pages with 

many photographs, diagrams. Sent free to architects on i | L LYA Pp D p rod ucts 
request. Write today. Dept. 2. : 
Because it’s the original treatment you specify 
that protects those floors. And when Hillyard 


KEY TO THE CO-ORDINATED CLASSROOM products are used you can be sure of the best 


: ; protection possible . . . sure that months and 

The New American Universal years later your floors will be in top condition 
“Ten-Twenty” Desk - . . . a credit to you and a joy to your clients. Hill- 

yard products for floor treatment are approved 

First desk with top easily, , nation-wide by contractors, builders, architects 


silently adjustable to three aud flooring cumnietinee 
approved positions: 20 


slope, 10° slope, and level , =— 
Only desk with fore-and ) -2++@ specialized Product 
aft seat adjustment that for Floor 
provides for perfect focal CORY 


adjustment to all desk-top 
work. Other features—in 





Whatever the type floor—wood, terrazzo, 

SEE OUR cement, magnesite, tile, linoleum, asphalt 

cluding 45° seat swivel CATALOG IN tile, rubber tile, morble, cork—there'’s a 

either way—also promote SWEET'S Hillyard product ready and right for treat 

health and comfort that \ ing ond meiateining thet flcer. And be- 

couse specialized for the job at hand, Hill 

lead to higher grades yord products sove you and your clients 
: vanecessary dollors 


. . 
- ++ FREE Consultation Service 
Hillyord maintoins a stoff of trained 
CONSULT US ON floor experts in key cities throughout the 
AUDITORIUM SEATING nation. The Mointoineer in your vicinity 
is eager to help with your floor problems 
Consult him while your buildings ore in 
can help you find the best the plonning stoge—he can show you 
answers to your problems how to save on labor time ond construc 
tion costs. His odvice is FREE 





Our specialized experience 


American Bodiform Auditori- 


um Chairs are beautiful, com- WRITE FOR Hillyord’s A.A. Specification 
fortable, durable—in a wide File. Gives handy reference data on floor treat- 
range of styles with or with- ments. Free to orchitects on request. 


out tablet-arms. 


ctmevican Seating Company 


WORLD'S LEADER IN PUBLIC SEATING 
Grond Rapids 2, Mich. Branch Offices and Distributors in Principal Cities ka = 
Manutacturers of School, Auditorium, Theatre, Missouri 
Church, Transportation, Stedium Seating, ond Folding Chairs 
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No matter what type of building you're planning—no 
noise problems may be involved 
Sound Conditioning specifications are a trust .. . to your 
local distributor of Acousti-Celotex products! 


matter what 


your 


perienced Sound Conditioning organization, with thou- 
sands of actual installations to its credit. He can help you 
be sure in advance of the most attractive, most efficient 


Sound Conditioning installation possible! 


He can perform to your specifications without tamper- 
ing. For he has the broad professional training and expe- 


nence 


the job-proved methods—the complete line of 


top quality materials necessary to meet every specifica- 
tion, every requirement, every building code! 


TOPS IN 
WASHABILITY 


Two coats of tough finish 
bonded under pressure of 
a hot knurling tron builds 
asurface of superior wash 

ability right into Celotex 
Cane Fibre Tile 


ACOUSTI-CELOTEX* 
CANE FIBRE TILE 


A lightweight, rigid unit, 
eombiatn acoustical effi- 
ciency with a durable, smooth 
surface. Perforations (to 
within 4" of the back) assure 
repeated paintability, easy 
maintenance. Available in a 
variety of sound-absorbent 
ratings. Dry rot proofed by 
exclusive Ferox* process. 


So when you're planning, be sure 
to consult with your local dis- 


tributor of Acousti-Celotex 


Products. He's backed 
by the world’s most ex- 


ACOUSTI-CELOTEX* 
MINERAL TILE 


Made of mineral fibre, felted 
with a binder to form a rig’ 

tile with a universal rating 
of incombuatibility. Perfo- 
rated with small holes ex- 
tending almost to the back, 
this tile provides high acous- 
tical absorption plus unre- 


stricted paintability b 
either br: crageuy mathed. 


ACOUSTI-CELOTEX* 
FLAME-RESISTANT 
SURFACED TILE 


Acane fibre tile with a flame- 
resistant surface. This tile 
meets Slow Burning rating 
contained in Federal Speci- 
fications SS-A-118a. It may 
be washed with any com- 
monly used solution, sat isfac- 
tory for good quality oil-base 
paint finishes, without im- 
pairing its flame-resistant 
surface characteristics and 
without loss of sound-ab 
sorbing capacity. Repainting 
with Duo-Tex flame-retarc 

ing paint will maintain peak 
efficiency. Supplied in all 
sizes and thicknesses of reg- 
ular cane tile. 


> teaneuene 


cousti-(}ELoTEX 


© © Pat. ore 


Sound Conditioning Products 


ACOUSTI-CELOTEX 
FISSURETONE* 


A totally new mineral fibre 
acoustical tile. Attractively 
styled to simulate travertine 
It beautifies any interior and 
effectively controls sound 
reverberation. Lightweight, 
rigid and incombustible, it 
is factory-finished in a soft, 
flat white of high light- 
reflection rating. 


PRODUCTS FOR EVERY SOUND CONDITIONING PROBLEM 
120 5S. Le Salle St 
Dominion Sound Equipments, Lid. Montreal, Quebec, Canode 


Chicago 3. Hlinots 


ACOUSTEEL* 


Combines a face of perfo- 
rated steel with a rigid pad 
of sound-absorbing Rock 
Wool to provide excellent 
sound-absorption, together 
with attractive appearance 
durability and incombusts 
bility exposed surface 
of perforated steel is finished 
in baked-on ena Acou 
steel is paintable, washable, 
cleanable 

@ Tr edemarte Beg. U.S. Pat. OF 


Aagust (961 








CeCe tenes eeeeereeeeeee 


FOR WINNING 
PERFORMANCE 


“”ooe HARDWARE 


FROM COAST “STO COAST! 


“It's the most practical rolling door hardware on 
the market,” says C. H. Moody of the Elmer T 
Hebert Co., Hardware Specialties, New York City. 
“Har-Vey Hardware’s smooth, silent operation 
and simple installation is winning the praise of 
architects, builders and owners everywhere.” 
These special features make Har-Vey first for 
quality and performance all over the nation: 


% 100% Rustproof % Self-lubricating Oilite Bearings 
% Engineered for Quick, Easy installation 
w® Designed for positive locking 
% Quality-made for lifetime wear from superior 
parts supplied by leading U.S. manufacturers 

.. Faced with an ever-growing demand for Har-Vey 
Hardware and an increasingly tight supply situation, 
Metal Products Corporation is making and will con- 


tinue to make every effort to satisfy the requirements 
of its many customers, old and mew. 


Write for full details today! 
Address HARDWARE DIVISION P 


Mera Propucts Corporation ‘i: 


807 N. W. 20th St. Miami, Florida 


Please send me your free folder on rolling doors & Har-Vey Hardware 
NAME__ 
COMPANY 
STREET 
city 




















NOW! BY ANY PROCESS! 


with the world’s finest, largest selling 


VENUS 


DRAWING PENCILS 
EE 
* ACCURATELY GRADED 


in 17 degrees 
e STRONGER 


is Pressure-Proofed 


e SMOOTHER — the lead 


is Colloidal*® proce 


the lead 


* Exclusive \V 


Uniform lines in weight and 
tone. Opaque lines for sharp 
clear reproduction. Strong 
points, smooth in action. No 
smudge; no ghosts from era 
sures. There's the right degree 
for your favorite tracing pa 
The result: sharper 
rints—by any proce 


TRY Venus on your pa 


pers. Then see the print 
juality. Get Venus Techni 
cal Test Kit with pencils 


n the degrees 
FREE! 


you want 


AMERICAN PENCIL CO., HOBOKEN, N. J 


AMERICAN PENCIL COMPANY 


Hoboken New Jersey Dept. AR75S1 


Please send me free Venus Technical Test Kit with two Venus 


Drawing Pencils in these degrees ) 











FOR INDUSTRIAL MOBILIZATION 
Specify Westinghouse ! 








FASHION ACADEMY 


Gold Medal Award a os \ Explosion-Proot/ 


COOLERS FOR HAZARDOUS LOCATIONS 


These heavy-duty, explosion-proof Water Coolers are 
especially designed by Westinghouse for locations 
where the atmosphere contains inflammable and explo- 
sive mixtures of air and vapors or gases. All controls, 
wiring terminals and arcing points are safely sealed 
away from explosive and combustible gases, dusts and 
vapors. Both the 8 and 14-gallon models are listed by 
the Underwriters’ Laboratories, Inc., for Class Il, 
Group D and Class Il, Groups F and G, hazardous 
locations. 
Westinghouse manufactures a complete line of self- 
contained Water Coolers, including: 
@ Air-Cooled, Bottle and Pressure Types ... 3 to 13- 
gallon capacities. 
@ Water-Cooled, Heavy-Duty Pressure Types ... 14 to 
22-gallon capacities. 


© Compartment-Type ... in Bottle and Pressure Models. 


LET US HELP YOU WITH YOUR WATER COOLER PROBLEMS 
For specific assistance on your water cooler problems, look in the yellow pages 
of your telephone directory for the Westinghouse Water Cooler Distributor. 
Toke advantage of our factory-trained people becouse they con be of 
real help to you. 


Westinghouse Electric Corporation j 
Refrigeration Specialties Dept j wer enoes, y 
Springfield 2, Mass oetms 
Please send me a copy of Architectural 
File Folder. 
I am interested in securing further infor 
mation on your Water Cooler line 


: Name 
you CAN BE SURE..iF iTS Position 
Firm 


W estingh use ee 








21 Veteran Administration 


HOSPITALS 


preferred AUTH - communication 
and protective systems 


AUTH signolli i end protective systems for 
Semel ony Canal ta uaaeiib cman Gases 0 Ge OG 
Nurses’ Call, Doctors’ Paging and Staff Register Systems; Attend- 
ants Emergency Alarm Systems for Nevro-Psychictric Patients; 
Centrally Controlled Clock Systems; Fire Alarm Systems; Inter- 

ph Vocalcall Systems for voice com- 
munication between patient and nurse; Night Lights and Ground 
Detector Panels—this and other AUTH equipment has proven its 
value whenever comfort, safety and hospital efficiency are prime 
considerations. 


cer 
ee nh 








Write for FREE literature. 
COMPLETE SYSTEMS ONE RESPONSISNITY 


AUTH ELECTRIC COMPANY, INC. 


34-20 45th St., Long Island City 1, N.Y. 


There is no other 
pencil eraser like 
it in the world! 


THE ROSENTHAL CO., 45 EAST 17th STREET, NEW YORK 3 
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ADEQUATE 
LOW COST 
eee VENTILATION 


WIND-ACTUATED 
EXHAUSTERS 


No Power Costs .. . No Maintenance 
Perform Efficiently Regardless of Wind Direction 
Now ith Agiteir Exhausters, a hole in the roof becomes 
@ complete ventilating system. Yes . every gentile breeze 
can be put to work to provide positive, adequate ventilation 
Agitair Wind-Actuated Exheusters draw hot, stale air, steam 
or odors from the area being ventilated regardless of 
wind direction or velocity They prevent back-drafting and 
ere completely weatherproof under all conditions 


Write for Bulletin EX 103-1 
AIR DEVICES, Inc. 


17 East 42nd St . es eee, ve 
Ale Pousers Filte . 7 E sters 








FOR THE 
PUPIL'S COMFORT 


The architects have planned this school 

to facilitate not only the instructional 
program but the comfort, health and 
safety of the pupils. That means, of 
course, they selected Halsey Taylor 
Drinking Fountains, the very acme of 

health-safety, practical utility and 
economy of maintenance Have you 
our latest literature? 


The Halsey W. Taylor Co. 











- 
MOEN single handle mixing faucets. 
ae 
Lawton School, Seattle, Washington. : ; i. ames: 
Architects: 1 
Young and Richardson, Carleton and Detlie 


Mechanical Enai 





Lincoln Bovillon and Associates 
Contractor: 
J. W. Warrack and Company 








Stagle HANDLE 


MIXING FAUCET 


= 
Mr. Fred M. Goen, Custodian Engineer 
of the Lawton School says: 


“MOEN faucets cre easy for the chil- 
dren to operate. They don’t leak or 
drip and the children never leave 
them running.” 


MOEN single handle mixing faucets and shower valves WITH 
offer distincti 4 seal 


in 
a sins ethiions ‘Gen dicsintw ot Guitinansdiiiiadiiis im EXCLUSIVE SINGLE-HANDLE 


position of the handle indi the temperature be- CONTROL OF VOLUME ” 
fore the faucet is turned on. PAT NO. 2978702 =| 


(b) MOEN faucets may be turned on and off in any mixed AND TEMPERATURE gs oTmanvarente CS) 
iT -, PENDING =) 
Law 


Hordened ond precision ground. sto:niess steel volve 








position. 

(c) When handle is lowered the waterfiow stops im- 
mediately with just a feather touch. Many gallons of controls both temperature ond volume, The slot in 
weter are saved each day. piston (25) moves into register with the het end cold 

(d) The velve closes with the water pressure and the 
pressure makes the valve self-sealing. For further information ask - 

(e) There are no screw threads to wear or chatter and no your local plumbing sup- © neoprene sea! ring (3) giving long lasting drip proof 


cold woter The smooth toper of th 
nv: ional washers to replace. . . my x ; 
conventi Pp plier or write our factory All velve ports ore wrought bross end stoiniess: 


N 4 a = wont 
ah A ~~ Soy Sayles tee ate ta 1 A. ole Ses. Ty cctise endsins tasietitie eutthde tnane 


MOEN VALVE COMPANY 


Division of Ravenna Metal Products Corporation — 6518 Ravenna Avenue, Seattle 5, Washington. 
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SAFETY 


ALARM 
SETS 


The Synchro-Start Alarm Sets are designed to 
give audible and visual alarm in case of any ab- 
normal condition of the engine. Any number of in- 
dividual signal lights indicate overheating, low oil 
pressure, low air pressure, etc., and can be furnished 


with automatic shut-down if alarm is not heeded. 


Three switches are provided for testing, audible 
alarm cut-off, and a safety switch for emergency 


shut-down. 


For further information write for Bulletin 407 


SYNCHRO-START PRODUCTS, Inc. & 


SISTMORTH RIDGEWAY AVENUE, SKOKIE, ILLEMOIS. 


Yours for Only 


This NEW 
Time-Saving Keely 


PLYFORM CALCULATOR 


SAVE time designing and building forms of PlyForm 
the concrete form grade of Douglas fir plywoed. Handy 
slide-rule calculator gives construction date, based on 
hourly rate of pour. Included is booklet, "Design Assump 


tions for New Keely Calculator Clip coupon now! 


Le ee ee ee ee ee 


Offer good 
DOUGLAS FIR PLYWOOD ASSOCIATION DEPT. H in U.S. only 
Tecome 2, Washington 
Please send me Keely PlyForm Calculators 
| enclose $1.00 each to cover costs 


Nome 
Address 
City Zone Stote 


Also please send me, at no cost, copies of “Concrete Forms of 
Dougiles Fir Plywood", and “Handling PlyForm” 
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INDEX 


TO HELPFUL LITERATURE 
The following list is published as a help to readers 
who want the latest authoritative literature on plumb- 
ing drainage products necessary for the protection 
of both the supply and drainage lines. Simply check 
“Items Wanted", and mail as indicated below. 


a rae ml 
@ Folder on roof, floor, and 


shower drains 


——<— SEE SET =, 
lo Folder on LEVELEZE adjust- Cc Folder on Moderator Shower 


Mixing Valves 


eo Folder on backwater ond 


sewer valves 


able top floor drains 


== = os — 


3) Manvel RA — specifications e@ Manvel $P-3-—a 32-page 
end roughing dimensions on book on Swimming Pool 
all drainage products Construction 





a 


8) Folder on Shock Absorbers 
for Woter Hammer 


Manvol A-the complete trea- 
tise on grease interception 





i” CHECK “ITEMS WANTED” i 
(Of) G 
! 


a 3 


BoOUUA 


AND MAIL TO 
JOSAM MANUFACTURING COMPANY 


30 JOSAM BUILDING bd CLEVELAND 13, OHIO 


| 
! 
! 
beceses cnenenanarenesareneanaseenesereseresesasasenal 


SPECIFY 


TREMGLAZE 


MASTIC GLAZING COMPOUND 
WM COLORS 


NEEDS NO PAINTING 


On aluminum windows, Tremglaze meets 

DEPENDABILITY Aluminum Window Manufacturers Assn. 
PROVEN ON standards. Completed steel window instal- 
ACTUAL jogs = !ations cost no more with Tremglaze than 
FOR OVER with Putty Save on the paint contract— 
specify “Paint first—then Tremglaze’™. Put 

10 YEARS paint on the window where it belongs 
CALL LOCAL TREMCO MAN—OR WRITE 


NU 1ote 


, 
™ TREMICO tires 
Products ond Methods fer Building Construction and Meintenance J 


dein 














INSIDE CORNER 


Offset tongue and groove is the preferred 
joint where flush treatment is desired. It pro- 
vides positive locking and hides attachment 





screws 


OUTSIDE CORNER 


For a clean corner with no corner blocks or 
molding, this tongue and mitre is usually 
used. It needs glue-clamping pressure from 
one direction only 














HARDWOOD CORNER 


An alternate method of treating inside cor- 
ners. The piece should be hardwood match- 
ing face panels. Dimensions of piece should 
be kept in mind, such as 7%” or 1%". Dotted 
lines indicate slight projection often used 


HARDWOOD CORNER 


Outside corner handled in same 
manner as inside corner (above 





HOW TO SPECIFY CORNER DETAILS 


IN ARCHITECTURAL GRADE WELDWOOD* PLYWOOD 


Shown above is a typical section of the new Weldwood 
Plywood manual, “Construction Details and Specifica- 


tions for Architectural Grade Weldwood.” 


Packed with useful information on architectural 
grades of plywood, this new reference manual pictures 
and describes types of veneer cuts, characteristics and 
availability of 36 important decorative hardwoods. It 
also contains detailed information on making joints, 
corners, curved panels, various types of room-paneling 


arrangements, and other useful data. 


The details shown reflect standard procedures as 
used by cabinet shops and woodworking firms in pro- 


ducing fine installations. 


This new manual deals with 34” architectural panels 


Branches in Principal Cities ~- 





and supplements the installation data on the '4,” grades, 
available in the new booklet, “Building Better with 


W eldwood Plywood.” 


Write for your copy of either or both of these books 
If you need special information, call upon our Archi- 


tects Service Department. 


MAIL TODAY 
UNITED STATES PLYWOOD CORPORATION 
55 West 44th Street, New York 18, N. Y 
Please send free copy of: ( ) new 32-page handbook, 
“Construction Details and Specifications Architectural 
Grade Weldwood Plywood Panels.” ( ) “Building 
Better with Weldwood Plywood.” 


\ ame 
Firm 
{ddress 


City and State 


-—— (ei WELDWOOD Plywood 


Manufactured and distributed by 
UNITED STATES PLYWOOD CORPORATION New York 18, N.Y. 


ond U.S.-MENGEL PLYWOODS, INC., Louisville 1, Ky. 
Distributing Units in Chief Trading Areas * 


Dealers Everywhere 




















DIRECTORY OF PRODUCT ADVERTISERS 


Air Devices, Inc. 

Alumi Company of A 
American Brass Co. 

American Pencil Co. 
American-Olean Tile Co. 
American Seating Co. 

American Steel & Wire Co. 
American Structural Products Co. 
American Telephone and Telegraph Co. 
Anaconda Copper Mining Co. 
Andersen Corp. 

Anemostat Corp. of America 
Arkwright Finishing Co. 
Armstrong Cork Co. 

Art Metal Co. 

Auth Electric Co., Inc. 

A atic Gas Eq ip 








Bell & Gossett Co. 
Bergen Cabinet Mfg. Co. 
Bogen, David, Co., Inc. 
Brasco Mfg. Co. 

Briggs Mfg. Co. 

Bruce, E. L., Co. 


Cannon Electric Development Co. 
Case, W. A., & Son Mfg. Co. 
Ceco Steel Products Corp. 
Celotex Corp. 

Chase Brass & Copper Co. 
Church, C. F., Mfg. Co 
Claridge Products, Inc. 

Connor, W. 6., Engineering Corp. 
Couch, S. H., Co 

Crane Co. 

Curtis Companies Service Bureau 
Curtis Lighting, Inc 


Douglas Fir Plywood Association 


Ellison Bronze Co. 


Facing Tile Institute 

Federal Cement Tile Co. 

Federal Seaboard Terra Cotta Corp. 
Fenestra Building Products 
Fitzgibbons Boiler Co., Inc. 


Granco Steel Products Co. 
Great Lakes Carbon Corp. 


JOHN G. BELCHER, Vice President & Publisher 


NEW YORK OFFICE 
EDWARD D. BOYER, JR., Regional Mgr 
HAROLD D. MACK, IR... New England District Mar 
WM. B. REMINGTON, JR... N. ¥.-N. J. District Mar 


Havserman, E. F., Co., The 
Hows Drinking Faucet Co. 
Hillyerd Soles Co. 
Homasote Co. 

Hood Rubber Co. 

Horn Brothers Co. 


w : lob 
9 





jes, Inc. 


infra Insulation, Inc. 
Insulite Div., Minnesota & Ontario 
Paper Co. 


Johns-Manville Corp. 
Josam Mfg. Co. 
Kaiser Aluminum 


Kayline Co., The 
Kewaunee Mfg. Co. 
Kwikset Locks, Inc. 


LCN Closers, Inc. 
Libbey-Owens-Ford Glass Co. 
Lovisville Cement Co., Inc. 
Loxit Systems, Inc. 

ludman Corp. 


Macomber, inc. 

Mahon, R. C., Co. 

Marble Institute of America, Inc 
Master Builders Co. 

Menge! Co., The 

Metal Products Corp. 


Mi tic. “u 2 ‘ 
ywell g 





Mississippi Glass Co. 
Monroe Co. 
Mosaic Tile Co. 


National Gypsum Co. 36 
Nelson, Herman, Division American Air 
Filter Co., Inc. 133 
New Castle Products 126 
Norton Co. 148 
Nova Sales Co. 31 


Otis Elevator Co. 
Owens-Illinois Glass Co. 


Pecora Paint Co., Inc. 
Pittsburgh Corning Corp. 
Pittsburgh Plate Glass Co. 
Powers Regulator Co 


ADVERTISING AND EXECUTIVE OFFICES 
330 West Forty-Second Street, New York 18, N. Y 


FRANK J. ARMEIT, Production Manager 


CLEVELAND OFFICE 
630 Terminal Tewer, Cleve. 15 Pros pec 
BRAD WILKIN, Regional Manager 
JOHN W. BATTLES, District Mer 


Protexol Corp. 
Pryne & Co., Inc. 


Ravenne Metal Products Corp. 
Revere Copper and Bross, Inc. 
Reynolds Metals Co. 
Richards-Wilcox Mfg. Co. 
Richmond Fireproof Door Co. 
Rilco Laminated Products Inc. 
Rixson, Oscar C., Co. 
Robertson, H. H., Co. 

Roddis Plywood Corp. 
Rosenthal Co. 

Rotory Lift Co. 

Ruberoid Co., The 

Russel, F. C., Co. 

Rust-Oleum Corp 


Schieber Mfg. Co. 
Sike Chemical Corp. 
Son-Nel Products Co. 
Stanley Works, The 
Stran-Steel Division of Great Lakes 
Steel Corp. 
Superior Electric Co. 154 
Sylvania Electric Products, Inc. 151 
Synchro-Stert Products, Inc. 168 


Taylor, Halsey W., Co., The 166 
Tile Council of America 123 
Tile-Tex Division 53 
Trane Co. 160, 161 
Tremco Mfg. Co., The 168 
Trinity Portland Cement Div., General 
Portland Cement Co. Back Cover 
Truscon Steel Co. $2 


U-Clite Mfg. Co 
United States Plywoed Corp. 
Universal Atlas Cement Co 


Waylite Co. 

West Coast Lumbermen's Assn. 
Westinghouse Electric Corp. 
Wilson Engineering Corp. 


Young Radiator Co. 
Youngstown Sheet & Tube Co. 


Zonolite Co 


BRyant 9-4430 


JOHN CUNNINGHAM, Promotion Manage 


CHICAGO OFFICE 
1 W. Washington S&., Chicago 2 Randolph 6-8497 
DAVID B. HAGENBUCH, Regional Mgr. 
R. J. CLAUSSEN, District Mgr 





WEST COAST ADVERTISING REPRESENTATIVES 


San Francieco, Calif.—Duncan Seott & Co. Mills Building, Garfield 1-7950 


Les Angeles, Calif Duncan Seott & Co 2978 Wilshire Bivd., Dunkirk 8-4151 
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PSYCHIATRIC INSTITUTE 
University of Maryland Hospital, Baltimore 








The Office of JAMES R. EDMUNDS, Jr., Architects, Baltimore, designed the 
new Psychiatric Institute as a mental hospital and teaching unit for the existing 
University of Maryland Hospital. Initial construction includes Ground and Grade 
floors, six full floors, a partial seventh—with provisions for eleven floors, when 
needed. e@ OTIS “Hospital-Quiet” Elevatoring includes—3 Passencen Eve- 
vaTors: Sound-isolated. Hospital-size cars with automatic doors. Micro “two-way” 
self-leveling. 500 ft. speed. Gearless machines. Automatic group operation, with 
or without attendants. This service will be extended from the 6th to 11th floor 
and a fourth car added, when the structure is enlarged. Dumewarrer: Sound 
deadened. Automatic “Call and Send” operation directly between Grade and 2nd 
floor Record Room. Freicut ELevator: Electric. Machine located below to save 
headroom. Push button operation between Grade and Ground floors. Handling 
refuse, shop equipment. e Elevator maintenance will be simplified by integrating 
this new elevatoring with the 4 OTIS Passenger Elevators and 6 Dumbwaiters 
that have been giving excellent service in the main hospital since 1933. For fur- 
ther details see SWEET'’S Architectural File. Or, call your local OTIS office 
Otis Elevator Company, 260 11th Avenue, New York 1, N. Y. 


Office of James 8. Edmunds, Jr 
Architects, Baltimore 

Egli & Gompf * Mechanical 

& Electrical Engineers, Baltimore 
Joseph F. Hughes & Compony 
General Contractors, Baltimore 


Better elevatoring 
is the business of 


August (96! 
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NEWS. I don’t know what sort of an 
inner compulsion made me write, in an 
earlier column, that I was going to at- 
tend the Middle Atlantic Regional Con- 
vention of the A.LA. in Atlantic City. 
Actually it was in Asbury Park. Any 
way, I landed at the right place, perhaps 
only because Morris and Isabel Ketchum 
drove me down. The reason for this was 
that Morris wanted to know what I was 
going to say in introducing him the next 
day (at a symposium on “Trends and 
Techniques in Contemporary Design”) 
and I wanted to know what he was going 
to say after I introduced him. As a 
matter of fact, we never got onto such 
serious subjects, being diverted by the 
lobster which we had at a “shore dinner” 
on the way down the coast, but the sym- 
posium went very well, anyway. Pietro 
Belluschi and Morris both did swell jobs, 
and the audience was attentive and 
responsive. 

The American press is fascinating to 
me (not including the architectural 
press, as fascinating is hardly the cor- 
rect word in that connection, I think). 
At the meeting, someone ( I think it was 
John Harbeson of Philadelphia) asked 
how it was possible to justify such an 
“unfunctional” thing as a fireplace in a 
contemporary house. I replied, briefly, 
that it seemed to me just as pleasant to 
sit around an open fire as it ever had 
been ; and Belluschi added that emotional 
needs were as important as physical, and 
a good fireplace satisfied them—hence it 
was more than justified. Just that, and 
then we passed on to another topic. I 
have been sent a clipping from the 
Newark Star-Ledger, datelined Asbury 
Park, N. J., (that’s how I’m sure I got 
to the right place) which reads as fol- 
lows: 


A blazing argument was touched off at 
an architects’ convention here yesterday 
with the question: Is the fireplace in the 
American home a thing of the past? 
Fireplaces are “dirty, old, and the 
most costly and useless item in the 
home,” declared one modernist. 
Carrying the torch for the fireplace 
was Thomas H. Creighton, editor of the 
PROGRESSIVE ARCHITECTURE 
“Liking to sit around a fire is almost in 
herited,” he said. “We shouldn't destroy 
it merely because we want to think as 


magazine, 


intellectuals.” 

The defense was also sparked by Pie - 
tro Belluschi, Dean of the M.I.T. School 
of Architecture, who said visual and 
emotional beauty are as important as 
function. 

The hot debate was touched off at the 
opening session of the Middle Atlantic 
District, American Institute of Archi- 
tects, meeting together with two New 
Jersey architectural societies in a three- 


day convention, 
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That’s architectural publicity! That’s 
what was newsworthy in the convention, 
according to the papers. 

What was newsworthy in a more 
serious sense? Primarily, I think, that a 
very successful well-attended regional 
conference was held (and what more 
scattered region can there be than one 
extending from New York’s New Jersey 
suburbs to the hills of West Virginia?) ; 
that out of the meeting came a sugges- 
tion for a more regularized, more demo 
cratic regional structure for the Institute 
(Regional Councils meeting at stated 
times with the Regional Director, repre 
senting the membership of the Chapters 
and carrying back to the Chapters re 
ports of regional and national prob- 
lems); that an exhibit of New Jersey 
work was hung and judged in an inter- 
esting manner; that a manufacturers’ 
exhibit was a well-planned, well-designed 
part of the convention; and that the na- 
tional Brass of the Institute turned out 
in force to support this meeting, so soon 
after the Chicago national Convention 

* 
GOSSIP. Karl Kamrath, being now a 
grown man and past the age of winning 
tennis championships by himself, is col 
laborating with his 16-year-old son on 
a team basis. They’ve just won the Texas 
father-son championship and are prac- 
ticing-up on grass courts to go to Boston 
after the national title. Chuck Goodman 
came to town with a client to select some 
furniture; rumor is that they didn’t see 
eye to eye. Tutomu Ikuta, of the Japan- 
ese architectural magazine, Kokusat- 
Kentiku, has been here cementing rela- 
tions, and carrying around with him 
in a silk handkerchief some beautiful 
pictures of Japanese residential archi- 
tecture ancient and current—all look- 
ing fresh and modern. Gwen Lux is 
doing the sculpture for the dining 
rooms of the fabulous new U. S. lux- 
ury liner, “United States,” for rooms 
designed by Eggers & Higgins. O'Neill 
Ford is in Europe and is due back soon. 
Pietro Belluschi and family are going 
abroad for the summer. John Ely Bur- 
chard is leaving for Australia, to travel 
and speak. 
_ 

SEMANTICS. I’ve just been looking at 
a copy of the Austrian magazine Aufbau 
(with Victor Gruen, who translated for 
me) where there is a very serious article 
on architecture in the Soviet Union and 
behind-the-Iron-Curtain countries—par- 
ticularly the planning of apartment 
houses. The text explains, in much the 
same words as we would use, the move 
toward a contemporary style, the need 


for planning for people’s requirements, 
the relationship of the wall to the in- 
terior, etc., etc. But then the illustrations 
show the stuffiest group of bad Renais- 
sance adapations that I have ever seen, 
with plans which could not possibly work 
for any kind of living. Words can be 
made to justify anything. 

Whenever anyone describes something 
he should be made to draw a picture of 
it. The architect is always in a much 
tougher spot than the writer, because he 
has to produce, ultimately, the thing 
that he has been talking about. (Until 
he does, though, he can hide in the fan- 
tasy of “renderings” just as the editor 
can take refuge in “descriptions.”) I 
suppose it all comes down to the point 
that no one can express fully and satis- 
factorily a concept which he has in his 
own mind. The creative artist is always 
frustrated to a certain extent, because 
what comes out (in words, in drawings, 
in paintings, in sculpture, in the dance) 
is never as satisfactory as the thing that 
was struggling to be expressed. 

I’m sure that architects of the Soviet 
Union have a desire to produce an archi- 
tecture of Communism which will be bold 
and new and original. What happens 
when they put pencil to paper is pretty 
sad—and it must be most frustrating 
Conclusion? I give up, except that I wish 
some people I know here would stop 
talking about the more severe examples 
of modern design as communistic archi- 
tecture. This is the most unhappy se- 
mantic twist of all; nothing could be 
farther from expressing the truth. 


JEALOUSY. I wish we didn’t have to 
get into unpleasant tangles once in a 
while on the subject of which magazine 
is going to publish a given job. The only 
reason that I can see to want “firsts” 
and “exclusives” in the architectural 
press is that there is a certain overlap 
of circulation and it doesn’t make sense 
for more than one magazine to use its 
editorial pages for the publication of the 
same Upper South Side Civic Swimming 
Pool. It’s up to the architect to decide 
which magazine has the privilege, when 
more than one wants it; he must decide 
on the basis of his own preference, or 
on the basis of prior request, or for some 
other reason. All this used to be a 
pleasant, easy, gentlemanly thing, but 
recently it’s gotten sort of nasty, in some 
cases. In several instances, when an 
architect has decided that he wanted an 
“jmportant” job published in P/A (and 
I don’t see how any other decision could 
possibly be made), he has been practi- 
cally read out of the human race by one 
of our brother-journals. I just want you 
all to know that we'll keep on liking you 
and admiring you, even if you let one of 
your gems slip through our fingers, 
through some horrible error. The only 
difference in our relationship will be that 
from that point on we'll start signing 
our letters to you Sincerely, instead of 
Cordially. 


Wowael Cpl 








ANOTHER CASE OF 


e Copper doesn’t “happen” to be specified for roofs like the one on this 


per where it Coun 


THIS BUILDING is cnother example 
of using “Copper Where it Counts.” 
Architects were O'Dell, Hewlett & 
luckenboch; General Contractor, 
Barton Malow; Lentz & Choffee were 
the Sheet Metol Controctors, while 
the copper was supplied through 
Copper and Brass Soles, inc., Revere 
Distributor. All are located in Detroit, 
Michigan. 


ABOVE CLOSE-UP of the central roof section of the 
building housing the Automobile Club of Michigan, Grosse 
Pointe Park Division, shows how enduring Revere Copper 


was applied. 


building of the Automobile Club of Michigan. Copper gets the call over 
other materials because it has been proved, down through the centuries, 
that it endures, is easily worked, requires litle if any maintenance and 
when aged adds a touch of distinction to the building it shelters. 

While utility was the prime consideration for the material to be selected, 
for the central roof section, beauty of design and how it would look after 
years of service, also entered into the picture. For, this building was to 
be erected in a fine residential neighborhood and it couldn't be labeled 
“commercial.” Copper filled these specifications. 

Although copper cannot now be used for roofing, we use the Automo- 
bile Club of Michigan installation as a means of reminding you of the 
merits of Revere Copper over other materials so that when copper once 
more is permitted for roofing you will again use it, and with confidence. 
Meantime remember, while limited, you can still get Revere Sheet, Scrip 
and Roll Copper for flashing. For through-wall applications ask the 
Revere Distributor about Revere Keystone Thru-Wall Flashing.* He also 
will advise you of the availability of materials and put you in touch with 
Revere’s Technical Advisory Service in the event you wish to discuss your 
technical problems. 





COPPER AND BRASS INCORPORATED 
Founded by Ppal Revere in 1801 
230 Park Avenut, New York 17, N. Y. 
fF se 


Mille Baltimore, Md; Chicago and Clinton, l/l; Detroit, Mich; Los Angeles 
and Riverside, Cali; New Bedford, Mass; Rome, N. ¥ 
Sales Ofhices om Principal Cities, Distributors F verywhere 


SEE “MEET THE PRESS” ON NBC TELEVISION EVERY SUNDAY 








sateen 






ry? 
t 
¥ 


one 


\ 






Wherever the need for white is 
indicated, use Trinity—the whitest white 


cement. Its whiteness has a penetrating 


i 


quality for mass or for contrast. You'll 






get fine results with Trinity White 


Baw 


in architectural concrete units, 
terrazzo, stucco, or cement paint 
Where pigment is added, the extra 


whiteness gives clearer color 


W\ 


tones. Trinity White meets Federal 
and ASTM Specifications. Trinity 
Division, General Portland 
Cement Co., 111 W. Monroe St., 
Chicago; Republic Bank Bldg,, 
Dallas; 816 W. Sth St., Los 
reles; 305 Morgan St., 
Tampa; Volunteer Building, 
Chattanooga 
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